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Inspections 11/26/18& 2/13/18

Mike Ward—11/26/18

Unit 2 -2 needs GFl's installed in place of theoutlets. 2 are within6' of thesink.

Basement: outside entrance needs theoutlet replaced with a GFI, Outlet at washingmachine needs to
be replaced with a GFl. Dead ended wire needs to be installed in a box.

Kevin Hanscombe 11/26/2018

Each sleeping room shall have at least two means of escape, independent of and remote fromtheother.
Thebedroom in Unit 3 did not have a code compliant secondary means of escape. Thewindow provided
was too small.

All electrical equipment must comply with the National Electric Code. Code compliant GFI outlets are
requiredin thefollowinglocations.

In unit 2 thereare 2 kitchenoutlets within 6 feet of thesink required to be GFI . Outside entranceto the
basement has an outlet thatis requiredto be a GFl. Theoutlet for thewashingmachinein the
basement is required to be a GFI .

Additionally thereis a dead ended wire near theelectrical panel that needs to be put into a junction
box.

A licensed master electrician and permits are required.

JohnBrennan—2/13/2018

Outcome: Needs smoke/COin basement, Unit 2-2 needs smoke/co and smoke reversedfor room
coverage. Clothesdryer needs to be hardpiped vent withintheresidence (old foil vent hose extends
beyond listing). Fire extinguishersneed to be tagged or remove



