
EXISTING CONCRETE GIRDER


3/4" x 3" STEEL BEARING PLATE AT EACH END


STEEL SHIM


4" SQUARE NEOPRENE GASKET TO WITHIN


0.25" OF UNDERSIDE OF CONCRETE (NOTE 6/G1.1)


TOP FLANGE OF EXISTING CONCRETE


PRECAST DOUBLE TEES


EXISTING ROOF (UNDISTURBED)


4" X 3/4" STEEL PLATE BRACING


ROTATE TO ADJACENT BEAM


AFTER INSTALLATION


1/2" X 1-1/4" BOLT THREADED


INTO STEEL BRACING


BOTTOM OF TEE BEAM (BEYOND)


NOTE: BEAMS SLOPE APPROX.


1/8" PER FOOT TOWARD


OUTSIDE WALLS.


4 1/2"


3" 3" 

6"

4"




FLANGE/WEB, COPE EACH END


4" x 6" PIECE OF NEOPRENE GASKET


TO WITHIN 0.25" OF UNDERSIDE OF


CONCRETE.  PLACE   4 PER BEAM


(SEE STEEL NOTES NO. 6, SHEET G1.1)


SECTIONS
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DETAILS


Issued for:


S1.2


207.773.4880


PORTLAND, ME  041 03


1 32 BRENTWOOD STREET


engineering & preservation, inc.


ResurgencE


Date:  05/27/15
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CLIENT REVIEW


ALFRED H.


HODSON III


No. 9246
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NEOPRENE RUBBER BEARING MATERIAL SHALL BE ADHESIVE-BACKED, 40 "SHORE A "DUROMETER HARDNESS.


      REFER TO GRAINGER CATALOG NO. 406, PAGE 3052 FOR THE FOLLOWING ITEM NUMBERS:


D7155 (12" X 36" X 1/4" ADHESIVE BACKED) THREE SHEETS TO PROVIDE 4X4 SHIM PIECES OVER STEEL BRACING PLATES (81 TOTAL)


   D7158 (12" X 36" X 3/4" ADHESIVE BACKED) ONE SHEET TO PROVIDE 4X6 SHIM PIECES BETWEEN STEEL BRACING PLATES (16 TOTAL)


02/25/16


