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Transmittal

To: Archetype Architects Transmittal #: 23
48 Union Whart # 2 Date: 12/19/2016

Portland, ME 04101
) Job: 10-16-
Ph: (207)772-6022 Fax: (207)772-6022 10-16-1833 Carleton Street

Apartments
Subject:  Submittal 230000-2 Split System Air
Conditioner System
WE ARE SENDING YOU [ Attached " Under separate cover via
[T Shop drawings [T Prints [T Plans [T Samples
[” Copy of letter [” Change order [ Specifications ¥ Submittal
Copies Date No. Description
1 230000-2 Split System Air Conditioner System
Rev 0
THESE ARE TRANSMITTED as checked below:
¥ For approval " Approved as submitted [T Resubmit _ copies for approval
[T For your use [T Approved as noted [T Submit  copies for distribution
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[ For review and comment [T Other " PLEASE SIGN AND RETURN TO OUR OFFICE

r FOR BIDS DUE

Remarks:
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Andrew Mosley (BENCHMARK)
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Damon Mechanical Services
Mechanical Engineers and Contractors

SUBMITTAL CERTIFICATE
PROJECT: 17 Carleton St Senior Housing
LOCATION: Portland, ME
PROJECT NUMBER: 16038
ENGINEER Bennett Engineering
SUBCONTRACTOR/VENDOR: [Damon Mechanical Services
SUBMITTED BY: Damon Mechanical Services
CONTACT/PHONE: Mike Lowe / 207- 784-7461
SPECIFICATION SECTION: 230000
SUB PARAGRAPH: 2.13
TITLE Split System Air Conditioner System
PREPARED BY: Mike Lowe, Project Manager
SIGNATURE:
DATE: October 17, 2016
SUBMITTED FOR REVIEW: Yes
CONTAINS VARIATIONS?: No

PO Box 101, Auburn, Maine 04212-0101
Phone: 207-784-7461 - Fax: 207-784-8132
www.damonmechanical.com
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To: Damon Mechanical

From: | Homans Associates
250 Ballardvale Street
Wilmington, MA 01887

| Submittal # | 1-001
Date: 10-13-16
Transmitted By: | Kevin Faria

Copied To:

Nick St. Ours

Project Carleton Street Senior Housing Architect | Archetype

Order # Engineer | Bennett Engineering

Purchaser

Submittal Name: | Equipment List

Submitted For : Via: The Following:

A Approval/Action [C] overnight Delivery [] Drawings

[ Information [ Mail [ Specifications

] Distribution X E-Mail [] Digital Files

] Record ] Courier X1 submittals

[[] Revised/Resubmit [] Fax [] 0 & M Manuals
[] other [] other

Includes the following:

Unit Tag # Model Description Format | Item Action | QTY:
SAC-3 MSYGEO9NA-9 Wall Mounted Cooling Only PDF For Approval 1
SCU-3 MUYGEOSNAZ2 Single Zone Cooling Only 1

SAC-1, 4 MSYGE12NA-9 Wall Mounted Cooling Only PDF For Approval 2
SCU-1_4 MUYGE12NA Single Zone Cooling Only 2
SAC-2 MSYGE18NA-9 Wall Mounted Cooling Only PDF For Approval 1
SCU-2 MUYGE18NA-1 Single Zone Cooling Only 1
MHKA1 Backlit Wireless Remote PDF For Approval 4

Controller
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SUBMITTAL DATA: MSY-GEOSNA-9 & MUY-GEO9NA2 a MITSUBISHI

M -S E RI ES 9,000 BTU/H WALL-MOUNTED AIR-CONDITIONING SYSTEMS

Job Name: Carleton Street Senior Housing ‘

System Reference: SAC-3, SCU-3 l Date: 10-13-16
SPECIFICATIONS
Cooling'
Raled CAPAGIV o cisinisiisrsinmimnt natanassiisiipaiinsss 00U B/
- Capacity Range...... 3,800 - 12,200 Btu/h
( —, Ratad TotalInpPub.. ... oo o n o s sisn bt S i e Sodris e IDB R VY
Indoor Unit MSY-GEQD9MNA-S Maximum Total |r'lpul <.‘.<00<<1 ,200 W
F. SEER . R e e e a2 BT TR
e Rating COndllons
LB ' Cooling | Indoor: 80° F (27°C) DB/ 67° F (19° C) WB
' Cooling | Outdoor: 95°F (35° C) DB/ 75° F (24° C) WB
Outdoar Unit MUY-GEDINAZ
Wirdless Remole | ENERGY STAR", . Yes
Contrefler = ENERGY STAR products are third-party cerified by 3n EPA-recognized Certification Boxdy
Electrical Requirements
Power SUPPIY ...c..oovveeiiiiiiiiiieians .. 208 / 230V, 1-Phase, 60 Hz
BreakerSize............................................ e L18A
GENERAL FEATURES Voltage
« Wall-mounted indoor unit Indoor - Qutdoor S1-S2 .. .................... AC 208 / 230V
- Standard Hybrid Catechin Prefilter is included with indoor unit Indoor - Outdoor $2-S3 ..................... ... DG +/- 24V
« Quiet operation Indoor - Remote Controller. ... ............... ... MHK1 DC 3V
« Auto fan speed control: Quiet, Low, Medium, High, and Super High PAR-31MAA DC 12V
« Hand-held Wireless Remote Controller PAC-YT53CRAU DC 12V
+ Indoor unit powered from outdoor unit using A-Control Operating Conditions
- Auto restart following a power outage Cooling?
+ Anti-allergy Enzyme Filter Indoor Intake Air Temp.. . . (Max.) 90° F (32° C) DB/ 73° F (23° C) WB
+ Limited warranty: five years parts and seven years compressor (Min.) 67° F (19° C) DB/ 57° F (14° C) WB
QOutdoor Intake Air Temp. ................. (Max.) 115° F (46° C) DB
o ) ) (Min.) 14°F (-10° C) DB
? Applications should be restricted to comfort cooling only; equipment cooling applications are not
ACCESSORIES recommended for low ambient temperature conditions.

Indoor Unit
0 Condensate Pump (BlueDiamond X87-711/721; 115/230V)

o Condensate Pump (Sauermann SI30-115/230; 115/230V) Indoor Unit

o Anti-Allergy Enzyme Filter (MAC-408F T-E) MCA... .. T (0 .Y

o Drain Pan Level Sensor (DPLS2) Blower Motor (ECM) ceereee e 0. 70 FLLLAL
Blower Motor 0utput3(] W

Outdoor Unit ) Airflow (Quiet - Lo - Med - Hi - Super Hi)

o Three-pole Disconnect Switch (TAZ-MS303) COONNG .. ovovveeereeeereereeerre .. 145-170-237-321-399 Dry CFM

o Air Outlet Guide (MAC-889SG)

o Mounting Base (DSD-400N) 109-134-201-286-364 \Wet CFM

o Mounting Pad (ULTRILITET) Sound Pressure Level (Ouiet - Lo - Med - Hi - Super Hi)
o Wall Mounting Bracket (QSVWB2000M-1) Cooling.... crrennee e 19-22-30-37-43 dB(A)
External Flnlsh Color crrerneeesnnnee e MUNSENN 1.0Y 9.2/0.2
Controller Options Dimension Unit
B Wired Remots Cont oller PAR-31MAA (Requires MAC-333IF-E) INCN@S:. e T1-IB H X 317716 W/ X 9-1/8 D
1
0 Wireless Interface for kumo cloud™ (PAC- \qNHSO1WF -E) We"sl';'; e reeseimrnnes 200 H X 722 ‘I’:; ff’gk';
o Thermostat Interface (PAC-US444CN-1) Field Drainpipe Size 0.D.......ooooooooooooooooo. 19/32° X 15 mm
Outdoor Unit
Fan Motor (ECM) 050 FLA.
Sound Pressure Level
Co0lNG . .46 dB(A)
External Finish Color..........ccccooviiiiiiinn Munsell 3Y 7.8/11.1
External Dimensions
Inches:.......ccccveviiiiiiiiiciie 21-5/8 H X 31-1/2 W x 11-1/4 D
mm: ...550 Hx 800 Wx 285D
Welght N 66Ibs!30kg
Refngerant Type reteee e e rrnesnees e neeane e RATOA
Refrigerant Pipe
Gas Side O.D. ... 318 1 952 MM
Liquid Side O.D. .....cooe i 1147 1 6.35 mm
Refrigerant Pipe Length
Height Difference {Max } 40'/12m
Length (Max.)... e, 0O 1 200 M
Connection Method
INdoor/OUEdOOT ... FlETE
o Condions eot to change without notice. © 2016 Mitsubishi Electric US, Inc.

12/05/17
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DIMENSIONS: MSY-GEO9NA-9 & MUY-GEO9NA2

MSY-GEO9NA-9

e 918
——— e
T - T
1-3“-] 1-15/18,

2- 5116, 34
2
©

Unit: inch

TM6x1 hole TM6x1318 hole

1

1-11/18

MUY-GEO9NA2

&7 878 318
installation plate _>""*4 _r f 4" g
311116 ¥ e
30-15/16 -
3
23
i &
S m_ — |
t ﬁ §t 2.8
Indoor unit Wall hole 82-9/16
- — o
o
Lol 24-3/8 AL 5—1!8_‘
2 438
Air out L "
§ 21-3/80.0
Ir-vl— .—E Liquidine | @1/4 18 - 11116 (Flared connection a1/4)
& Gaslne  |93/816- 15116
1-1518, (Flared connecion: e3/8 (GEOG/DH12ZNA), #1/2 (GE161
Insulation @1-1/8 0.D Connected part 85/8 0.0
Unit: inch

15-3/4

3 Drain hale $1-5/8 REQUIRED SPACE
T = *1 4 in. or more when front
and sides of the unit are clear
Alrin >
4 Air out 1916
/ 2- 3/8 x13/16 Oval hole
78 _I -
handle r g 29/32 114
e *2 When any 2 sides of left, right
— and rear of the unit are clear
& s—
=
g . =
) o~ EEI
“ ft Liquid pipe  :1/4 (flared)
o " j HF Gas pipe :3{; (gmd) (EEW‘IZ}
;S_ 551 18-1118 == 112 (fared) (GE15)
L 31-1/2 | 22332 | S22
COOLING & HEATING
1340 Satellite Boulevard. Suwanee, GA 30024
Toll Free: 800-433-4822 www.mehvac.com
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SUBMITTAL DATA: MSY-GE12NA-9 & MUY-GE12NA

12,000 BTU/H WALL-MOUNTED AIR-CONDITIONING SYSTEMS

Job Name: Carleton Street Senior Housing
System Reference: SAC-1, 4 SCU-1, 4 Date:10-13-16

! ————
Indoor Unit: MSY-GE12NA-8

!]

[
@
&

Outdoor Unit MUY-GE12NA

Wirdess Remote
Controller

k=

GENERAL FEATURES

Wall-mounted indoor unit

Standard Hybrid Catechin Prefilter is included with indoor unit
Quiet operation

Auto fan speed control: Quiet, Low, Medium, High, and Super High
Hand-held Wireless Remote Controller

Indoor unit powered from outdoor unit using A-Control

Auto restart following a power outage

Anti-allergy Enzyme Filter

Limited warranty: five years parts and seven years compressor

ACCESSORIES
Outdoor Unit
o Drain Socket Assembly (MAC-860DS)

Indoor Unit
o Condensate Pump (230V; S13100-230)

Controller Options
B \Wireless Wall-mounted Remote Controller Kit (MHK1)*
o Portable Central Controller (MCCH1)*
o Outdoor Air Sensor (MOS1)*
o Wired Wall-mounted Controller
(PAR-31MAA requires MAC-333IF)*
o Simple MA Remote Controller
(PAC-YTS53CRAU requires MAC-333IF)*
*See Submittal for information on each option.
o System Control Interface (MAC-333IF)
0 Remote Temperature Sensor (M21-JKO-307)
o Lockdown Bracket for Hand-held Controller (RCMKP1CB)

are subject to change without notice.
el ihi Electric US, Inc.

Approved with Conditions
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SPECIFICATIONS: MSY-GE12NA-9 & MUY-GE12NA

Cooling* Indoor Unit
Rated Capacity. . ............. .. ... .. ... ...... 12,000 Btu/h MO A 1A
Minimum Capacity .. ....... ... ... ... i 3,800 Btu/h Blower Motor (ECM). .......... ... ... . . 0.76 F.L.A.
SEER ... .. 20.5 Btu/h/W Airflow (Quiet - Lo - Med - Hi - Super Hi)
TotalInput. . ... .. 960 W Cooling ................ 145 - 170 - 237 - 321 - 399 Dry CFM
109 - 134 - 201 - 286 - 364 Wet CFM
* Rating Conditions per AHRI Standard Sound Pressure Level (Quiet - Lo - Med - Hi - Super Hi)
Cooling | Indoor: 80° F (27° C) DB/ 67° F (19° C) WB Cooling .............covvvvinn, 19-22-30-37-45dB(A)
Cooling | Qutdoor: 95° F (35° C) DB/ 75° F (24° C) WB
DIMENSIONS UNIT INCHES / MM
W 31-7/116/ 799
Electrical Requirements E ?11;?; ;’2355
Power Supply .. .................. 208 / 230V, 1-Phase, 60 Hz -
Breaker Size. .. ... ... ... . 15A \nght _____________________________________ 22|bs. /10 kg
External Finish . .. .. ... ............ Munsell No. 1.0Y9.2/0.2
Voltage Field Drainpipe Size O.D.. .. .................. 5/8" /15.88 mm
Indoor- Qutdoor S1-82 .. .................... AC 208 / 230V
Indoor- Outdoor S2-83 .. .. ..... ... ... ... ... ..., DC 24V Outdoor Unit )
Indoor - Remote Controller. ... ................. MHK1 DC 3V I_‘Cﬂrén;\pressﬂr ............................. DC Inveﬂer-drgg
PAR-31MAADC 12V MMA. .o
PAC-YTS3CRAU DC 12V Fan Motor (ECM) . .. ... ... ... i, 0.50 F.L.A.
Sound Pressure Level
OPERATING RANGE Cooling ... 49 dB(A)
IndooTr;::;ke Air Outd0$;|:1n't)ake Air DIMENSIONS INCHES / MM
- 90° F (32° C)-DB - - - W 31-1/2 /800
Sooling Maximum 730 F (23° G) WB 115° F (46° C) DB a ;_-15;;11%269;
. 67°F (19°C) DB o F (100
Minimum 57° F (14° C) WB 14°F (-10°C) DB
Weight .. ... ... . 77 lbs./ 35kg
External Finish . .. ... ... ... ... .... Munsell No. 3¥Y 7.8/1.1
Refrigerant Type. . ... ... ... ... .. . ... .. ... ... ....... R410A
Refrigerant Pipe Size O.D.
GasSide................ . ... i 3/8"/9.52 mm
Liquid Side. .. ......... ... ... ... ... . ... 1/4" 1 6.35 mm
Max. Refrigerant Pipe Length. . . ....... ... ... ... .. 6o ft./20m
Max. Refrigerant Pipe Height Difference . ........ ... 40f./12m
ConnectionMethod ... ....... ... ... ... ... .. ... ... Flared
Notes:

are subject to change without notice.
d f d i H 5
el e ihi Electric US, Inc.
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DIMENSIONS: MSY-GE12NA-9 & MUY-GE12NA

MSY-GE12ZNA-9

Unit: inch

7/16%13/16 Oblong hole

1,318 o
Installation plate ~
e o SN TEe——— [E— — -
30-15/16 | i @
| l g e
| T
1 ; 4 | [7\ Iy
( | LN
2 | 135116 13-9/16 =<l 2.8
e 9-1/8 Indoor unit Airin Wall hole 22-8/16
- G Installation plate
Pipi
@
77 - g
: £
1-3/4 | < k 158 2T
1-15/18 24-3/8 5-1/8 . ¢ ~ 3T Orale hosa
T s
z—sﬁal | al4 I 1 S Air out
| F . L]
o B
N [ € [Uuidline | 9174 19 - 11/16 (Flared n g1/4)
@ |Gasline  |od/B 16- 1516
| 23116 1-15/16, | {Flared connecton: a3/8 (GEDB/S/ZNA), 2172 (GE15HBNA))
Drain hose 21-1/8 0.D Connected part 5/8 0.D 'I
MUY-GE12NA Unit: Inch
15-3/4 .
bx AT Drain hole $1-5/8 REQUIRED SPACE Basically open 4 inch or more
< A% without any obstruction in front
— ¥ and on both sides of the unit.
A = =5
2
Airin => ( by
o
/| 1-9116
2- *x131 |
7/8
handle 29/32 ., 11-1/4

21-5/8

5-7/8

18-11/16
31-1/2

2-23/32

A2 CERTIFIED..

wwrw zhridicsotary. srg

Intertek

E12NA-8 ~ MUY-GE12NA - 201503
are subject to change without notice.
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Open two sides of left,

right, or rear side.

Liquid pipe  :1/4 (flared)
] Gas pipe :3/8 (flared) (GE09/12)
1/2 (flared) (GE15)
§-23/32

z MITSUBISHI
ELECTRIC

COOLING & HEATING

1340 Sateliite Boulevard
Suwanee, GA 30024
Toll Free: 800-433-4822
www mehvac.com
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SUBMITTAL DATA: MSY-GE18NA-9 & MUY-GE18NA-1

18,000 BTU/H WALL-MOUNTED AIR-CONDITIONING SYSTEMS
Job Name: Carleton Street Senior Housing
System Reference: SAC-2, SCU-2 Date: 10-13-16

Indoor Unit: MSY-GE18NA-9 ——,

Wi
Wirelass Rerote Qutdoor Unit: MUY-GE18NA-1

Controller |

GENERAL FEATURES

Wall-mounted indoor unit

Standard Hybrid Catechin Prefilter is included with indoor unit
Quiet operation

Auto fan speed control: Quiet, Low, Medium, High, and Super High
Hand-held Wireless Remote Controller

Indoor unit powered from outdoor unit using A-Control

Auto restart following a power outage

Anti-allergy Enzyme Filter

Limited warranty: five years parts and seven years compressor

ACCESSORIES
Outdoor Unit
o Drain Socket Assembly (MAC-811DS)

Indoor Unit
o Condensate Pump (230V; S13100-230)

Controller Options
o Wireless Wall-mounted Remote Controller Kit (MHK1)*
o Portable Central Controller (MCCH1)*
o Outdoor Air Sensor (MOS1)*
o Wired Wall-mounted Controller
(PAR-31MAA requires MAC-333IF)*
o Simple MA Remote Controller
(PAC-YTS53CRAU requires MAC-333IF)*
*See Submittal for information on each option.
o System Control Interface (MAC-333IF)
0 Remote Temperature Sensor (M21-JKO-307)
o Lockdown Bracket for Hand-held Controller (RCMKP1CB)

are subject to change without notice.
el ihi Electric US, Inc.

Approved with Conditions
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SPECIFICATIONS: MSY-GE18NA & MUY-GE18NA

Cooling*

RatedCapacity. .. .. ........ ... ... ... ... ... 17,200 Btu/h
Minimum Capacity .. ....... ... ... ... i 3,700 Btu/h
SEER ... 19.2 Btu/h/W
Totallmput. . ... ... 1,640 W

* Rating Conditions per AHRI Standard

Indoor Unit

MO A L 1A
Blower Motor (ECM). .......... ... ... . . 0.76 F.L.A.
Airflow (Quiet - Lo - Med - Hi - Super Hi)

Cooling ................ 230 - 275 - 339 - 420 - 533 Dry CFM

194 - 240 - 304 - 385 - 498 Wet CFM

Sound Pressure Level (Quiet - Lo - Med - Hi - Super Hi)

Cooling | Indoor: 80° F (27° C) DB/ 67° F (19° C) WB Cooling .............covvvvinn, 28-33-38-44-49dB(A)
Cooling | Outdoor: 95° F (35° C) DB / 75° F (24° C) WB
DIMENSIONS UNIT INCHES / MM
W 31-716/ 799
Electrical Requirements 3 ?11;?; ;’2355
Power Supply .. .................. 208 / 230V, 1-Phase, 60 Hz -
Breaker Size. .. ... ... ... . 15A \nght _____________________________________ 22|bs. /10 kg
External Finish . .. .. ... ............ Munsell No. 1.0Y9.2/0.2
Voltage Field Drainpipe Size O.D.. .. .................. 5/8" /15.88 mm
Indoor- Qutdoor S1-S2 .. ... ................. AC 208/ 230V
Indoor - Outdoor S2-S3 .. ......................... DC 24V .
Indoor - Remote Controller. . ................... MHK1 DC 3V Outdoor Unit ) )
PAR-31MAA DC 12V ncn%rgpresmr ___________________ DC Inverter-driven Twin Ro}grg‘
PAC-YTS3CRAU DC 12V Fan Motor (ECM) . .. ............................093FLA.
Sound Pressure Level
OPERATING RANGE COONNG oo e 54 dB(A)
Indoor Intake Air | Outdoor Intake Air
___Temp. Temp. DIMENSIONS INCHES / MM
Maximum |90 F (32°CYDB, 4150 £ (460 c) DB W 33-1/16 1 840
) 73° F (23° C) WB
Cooling 67°F (19°C) DB D 13/330
P ] (] - o -
Minimum 579 F (14° C) WB 14°F (-10°C) DB H 33-7/16 / 849
Weight ... .. .. ... 119 |bs. / 54 kg
External Finish . . ... ... ... ... ... .... Munsell No. 3Y 7.8/1.1
Refrigerant Type. . .. ... . ... . R410A
Refrigerant Pipe Size O.D.
GasSide .......... ... .. ... 1/2" 1 12.7 mm
LiquidSide. .. ......... ... ... . oo, 1/4" 1 6.35 mm
Max. Refrigerant Pipe Length. . .................. 100 ft. /30 m
Max. Refrigerant Pipe Height Difference . ........... S50ft./15m
Connection Method . .. .. ... ... .. .. ... ... ... ... . ... Flared
Notes:

are subject to change without notice.
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DIMENSIONS: MSY-GE18NA-9 & MUY-GE18NA-1

MSY-GE18NA-9

Unit: inch

7/16%1 Oblong hola 7/16x13/16 hole
87/8 8-7/8 3-1/8
Installation plate -2 g
31-7/18 SN R TN — 7 iy
30-15M186 K M o
5
ErE
- (7\ y
1/ ¥
-]
3|
3-9/16 X EI—' 2-1/8
o8 \ Wall hole 22-9/16
3118 [
Installation plate
P
B @ .
H 5 N =T
w)
1-314, . 158 95\
1-15/16, 24378 518, | - j T Orain
4-3/8
304 Air out
ol | : 1 =
E % Insulati 21-3B0D
[ 2 |Uauidline_[1/4 19 - 11/16 (Flared a1/4)
o |Gas line ®3/8 16 - 15/16
23116 1-15/16, {Flared 93/8 (GEOBNS/12NA). a1/2 (aslmmgl
|Drain hose 21-1/8 O.D C part 85/8 0.D
I
MUY-GE18NA-1 Qpenasamnle
the front and both
REQUIRED SPACE re open
Drain 3 holes g :% or murai"
@1-516) n2sme |8 tee there are obstacles
219732 o | | to both sides
] ko
=11
©|
™ Air in = 3 n,
of AN ) ? o
L J
! '4-3/8 x 13M6 slot ,‘b’-
or
Arodls 1116 Morg
33116 syte  Jpenasamle
20 inch or more if the back,
4-25/32 both sides and top are open
=
=
9
=
%
o
i ™
@ Liquid:1/4({flared)
Gas :1/2(flared)

A2 CERTIFIED..
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SUBMITTAL DATA: MHK1 REMOTE CONTROLLER KIT FOR M-SERIES AND P-SERIES

Job Name: Carleton Street Senior Housing

System Reference:

Date: 10-13-16

MHK1 REMOTE CONTROLLER KIT INCLUDES:

MRCH1 REMOTE CONTROLLER
Far use with P-Series NHA4
systems, SEZ-4/SUZ one-to- —
one systems, SLZ/SUZ

one-to-one systems, MXZ-B 'E'r -5

multi-zone systems, MSY/MSZ, ooy

and MFZ indoor units O S s B
» Backlit, easy-to-read display By = [~ T =

» Supports both Fahrenheit and
Celsius

» User functions allow user to set:
- On/Off
- Operation modes cool heat, drying, fan
- Set temperature (separate dual set points for heat and cool)
- Fan speed setting
- Airflow direction

Day/Time display with a 12-hour clock

Filter sign display

Optimal start

Adjustable auto deadband

Space temperature offset adjustment

Display outside termperature and humidity (requires optional

MOS1, sold separately)

Hold function

Temparary schedule override

Reset to factory default

Auto lock display

Timer Operation:

LI T

LU

15-minute increments,
the week in 15-minute increments. Choice of 5-2 and 5-1-1

- Auto-off Timer: Turns indoor unit Off at scheduled time up to
24 hours in advance
+ Room Temperature: Displays room temperature sensed either at
the indoor unit or at the remote controller (default)

Cooling from 50° to 99°F
Heating from 40° to 90°F
Auto from 50° to 90°F with dual temperature setting

- Daily Timer: On/Off times can be set up to 4 times per day in
- Weekly Timer: On/Off times can be set up to 4 times per day of

weekly schedules for heat, cool, auto (separate for each mode)

+ Settemperature range limits (dependent on the system connected):

Diagnostics: Displays and records error codes

No addressing required

Can be integrated with other RedLINK™ devices

Wiring: Connects using five-conductor cable from MIFH1

Wireless Receiver (cable included) to indoor unit; wireless RF

from the MIFH1 Wireless Receiver to the MRCH1 Remote

Controller

* Dimensions: 3-9/16" H x 5-13/16" Wx 1-1/2" D (147 x 38 x
91mmj)

+ Uses two "AA" alkaline batteries (included)

MIFH1 WIRELESS RECEIVER
Mounts next to or near indoor units
to allow MRCH1 Remote
Controller operation of P-Series
NHA4 systems, SEZ-4/SUZ one-
to-one systems, SLZ/SUZ one-to-
one systems , MXZ-B multi-zone
systems, MSY/MSZ, and MFZ indoor
units

« Dimensions:; 8-7/16" H x 3-1/4" W x 1-5/16"
D (164 x 82.5 x 34 mm)

MRC1 CABLE

- Connects MIFH1 Wireless Receiver to five-
pin CN105 on indoor unit cantrol board ‘&

- Five-conductor wire with preterminated ends

» Length: 6-1/2' (2 m)

ACCESSORIES

o Portable Central Controller (MCCH1; for use with Wireless Remote
Controller Kit MHK1)*

o Outdoor Air Sensor (MOS1; for use with Wireless Remote
Controller Kit MHK1)*

*See Submittal for information on each option.

MIFH1 Wireless receiver
r3 VA
Fop|t, = == o= mnllee o= = =
MRCH1 e - - e
MOS1 Remote controller -
Qutside - - !
Air Sensor - = =
(Optlonal} - =7
@ MCCH1 [-=- ; 4
| | Portable | .
central |
controller M- and P-Serles
Qutdoor Unit
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