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Transmittal

To: Archetype Architects Transmittal #: 50
48 Union Whart # 2 Date: 12/19/2016

Portland, ME 04101
) Job: 10-16-
Ph: (207)772-6022 Fax: (207)772-6022 10-16-1833 Carleton Street

Apartments
Subject:  Submittal 230000-12 Cabinet Unit
Heaters

WE ARE SENDING YOU [ Attached " Under separate cover via

[T Shop drawings [T Prints [T Plans [T Samples

[” Copy of letter [” Change order [ Specifications ¥ Submittal

Copies Date No. Description
1 230000-12 Cabinet Unit Heaters
Rev 0

THESE ARE TRANSMITTED as checked below:

¥ For approval " Approved as submitted [T Resubmit _ copies for approval

[T For your use [T Approved as noted [T Submit  copies for distribution

™ As requested " Returned for corrections I Return __ corrected prints

[T For review and comment [T Other " PLEASE SIGN AND RETURN TO OUR OFFICE

r FOR BIDS DUE

Remarks:

Copy To:

Andrew Mosley (BENCHMARK)
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Submittal Title: Cabinet Unit Heaters

Contractor:
BENCHMARK
Andrew Mosley
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Archetype Architects

Engineer

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

12/05/17
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Damon Mechanical Services
Mechanical Engineers and Contractors

SUBMITTAL CERTIFICATE
PROJECT: 17 Carleton St Senior Housing
LOCATION: Portland, ME
PROJECT NUMBER: 16038
ENGINEER Bennett Engineering
SUBCONTRACTOR/VENDOR: |Damon Mechanical Services
SUBMITTED BY: Damon Mechanical Services
CONTACT/PHONE: Mike Lowe / 207- 784-7461
SPECIFICATION SECTION: 226600 230000
SUB PARAGRAPH: 2.10
TITLE Cabinet Unit Heaters
PREPARED BY: Mike Lowe, Project Manager
SIGNATURE:
DATE: October 17, 2016
SUBMITTED FOR REVIEW: Yes
CONTAINS VARIATIONS?: No

PO Box 101, Auburn, Maine 04212-0101
Phone: 207-784-7461 - Fax: 207-784-8132
www.damonmechanical.com

Keproved ity Condrions
oate: | 12105/17
ate:


cbellevue 10/17/16 17:32:54: 230000
http://www.damonmechanical.com

John C. Hare & Company

1230 Shore Rd. PO Box 2377

Cape Elizabeth, Me 04107 South Portland, ME 04106
Phone: 207-799-4851

Fax: 207-799-7184

Email: johnchar@maine.rr.com

SUBMITTAL
Project: Carleton Senior Housing
Portland,ME
Installer: Damon Mechanical Services
Products/Mfr.: Sterling Cabinet Unit Heaters
Date: Oct. 12, 2016

Delivery Information 3-4 Weeks




CABINET UNIT HEATER SUBMITTAL DATA CBS-RW-15
Recessed Wall Mounted Units - Models RW and RWI

PIPING AND MOUNTING CONNECTIONS SHOWN ARE TYPICAL FOR ALL AIR FLOW ARRANGEMENTS SEE OTHER SIDE.

FILTER IDENTIFICATION AND DATA <7t | o L
SIZE [ PARTNO. FILTER SIZE Recessed Wall Mounted Units TR
02 | PC1297-2 15/32" x 8 11/16" x 19 3/4" W
03 43
03 | PC1297-3 15/32" x 8 11/16" x 27 3/4" MOdEIS RW and RWI 04 47"
04 | PC12974 15/32" x 8 11/16" x 31 3/4" 06 59
06 | PC12976 15/32" x 8 11/16" x 43 34" 08 61"
08 | PC12978 15/32" x 8 11/16" x 45 34" 10 66"
10 | PC1297-10 | 15/32"x8 11/16" x 50 34" 12 73"
12 | PC1297-12 | 15/32" x8 11116" x 67 34" 14 85
14 | PC1297-14 15/32" x 8 11/16" x 69 3/4"
1.9/4° NOMINAL
TYPE "L" COPPER TUBING
‘Q] HOT WATER RETURN
~ RECESS TO DESIRED DEPTH
1 1/4“ INOMINAL- 4-/ \ UP TO 9 1/16" Maxi DEPTH
TYPE 'L" CU. TUBING P \ N 4 18 NOMINAL aximum
HOT WATER RETURN « \_ 3/ TYPELCOPPER TUBING
NI A HOTWATER suPPLY
\
\¢ \{{
114" NOMINAL—|
TYPE 'L" CU. TUBING .
HOT WATER SUPPLY 23 5/8 9 1/2"
T 15 7/8" | \ brrr
. 3 WALLLINE
9 1/8 3 TOP VIEW
l 1.3/8" FRONT DISCHARGE GRILLE
2 1/4" *‘J* PLUMBING / ELECTRIC CONTRO

/ 6 3/8”" ACCESS DOOR ACCESS DOOR
MODEL RWI MODEL RW "

TWO ROW COIL PIPING DIMENSIONS. 51
(SHOWN ABOVE) — 7 3/8" |— \ /
194" NOMINAL
1 1/4" N ) TYPE "L" COPPER TUBING T T
STEAM SUPPLY A\ T T 17| |~ SPEED CONTROL
FOT WATER RETURN { T F=———f——— R
I
11/4" NOMINAL- \;V T‘ I 1"
TYPE'LCU TUBING \| 4 SN i |
STEAM SUPPLY 2 N Fl +J | | | [T ELECTRICAL
HOT WATER RETURN H N 41 1 NowmaL [ S Joy CONTROLBOX
TYPE "L" COPPER TUBING | CAN BE WIRED
STEAM RETURN 25" 417 1 /2" i,, | FROM BACK
114" NOMINAL— | HOTWATER SUPPLY OPEN | I ORBOTTOM
TYPE 'L" CU. TUBING . REF. | | 19" REF OF UNIT.
STEAM RETURN 22 3/4 I I
HOT WATER SUPPLY ) | | J
16 3/8 q r Side Panels
T 7,703 R I I
. 73 E I |
A2 L L
N/
l 1.7/8" [
i E’] E VODELRW WALL SEALKIT
FRONT VIEW
MODELRWI MODELRW
SIDE VIEW SIDE VIEW
ARRANGEMENT RWI1130 ARRANGEMENT RW-1120 MODEL DIM. H1 DIM. H2 DIM. H3
STANDARD ONE ROW COIL o T i
RW | 9 1/2 12 1/2 15 1/2 é
PIPING DIMENSIONS.
(SHOWN ABOVE)
¢ ) [—'A ] l—6 1/2" (1vP)
MOUNTING BRACKET
SLOTS ALLOW FOR 1" T
§ LATERAL ADJUSTMENT D
§ I
THIS DATA SHEET SHOWS RECESSED WALL MOUNTED UNITS  § |j[
MODELS "RW AND RWI" - WITH FRONT DISCHARGE. § ‘
. 3
PIPING AND MOUNTING CONNECTIONS SHOWN ARE TYPICAL = ]
FOR ALL AIR FLOW ARRANGEMENTS. ! - g
- ‘ )
| a
- i
H3 T =
H2
H1
l I
]
L» "A” MOUNTING BRACKET
secrion "A"-"A" REARVIEW SLOTS ALLOW FOR 7/16"

VERTICAL ADJUSTMENT

CAT00203D
PROJECT: Carleton Senior Housing

LOCATION: Portland, ME
ARCHITECT: CUH-1 RWI-1130-03
ENGINEER:

CONTRACTOR:_Damon Mechanial Services
PO NIIMBER:

10/12/2016
g |
MADE IN THE USA
-_— o e m e = e 260 NORTH ELM STREET / WESTFIELD, MA 01085
= 1 CIKKLINW. TEL: (413) 568-9571 FAX: (413) 562-8437
COMMERCIAL HYDRONIC PRODUCTS www.sterlingheat.com \\\é\\\ A MESTEK COMPANY
12/05/17

Date:



PROJECT
LOCATION
ARCHITECT
ENGINEER
CONTRACTOR
PO NUMBER
DATE
mark 10/12/16 15:43:17: CUH-1 RWI-1130-03
mark 10/12/16 15:43:20
http://www.sterlingheat.com

Date:

CABINET UNIT HEATERS
RATINGS AND SPECIFICATIONS

\/

ENTERING WATER - 200°F

TABLE 1 ENTERING AIR - 60°F
UNIT SIZE 02 03 04 06 08 10 12 14
Heating Cap. - Hot
Water MBH 164 22.8 29.8 48.0 54.5 62.0 75.6 78.5
20 WID GPM 1.64 2.28 2.98 4.80 5.46 6.20 7.56 7.85
High Cap. - Coil 2 Row
Heating Cap. MBH 25.8 35.4 46.3 69.8 87.6 101.8 119.8 128.6
Hot Water GPM 2.58 3.54 4.63 6.98 8.76 10.18 11.98 12.86
20 WID
Heating Cap. - Sfeam
2PSIG MBH 22.6 31.4 41.0 66.1 75.1 85.4 104.1 108.2
Standard EDR 94 131 171 276 313 356 434 451
Coil Cond. LB/HR 23.4 32.5 424 68.4 77.7 88.4 107.7 112
Coil:
Number Fins Per Inch 12 12 12 12 12 12 12 12
Face Area-Ft.2 .97 1.5 1.8 26 28 3.1 3.6 4.4
Coil Connections 1-1/4CU | 1-1/4CU | 1-1/4CU | 1-1/4CU | 1-1/4CU | 1-1/4CU | 1-1/4CU | 1-1/4CU
Blowers:
Number 1 1 2 2 3 3 4 4
Diameter/Width (In) | 6-3/4x7 | 5-3/4x7 | 5-3/4x7 | 5-3/4x7 | 5-3/4x7 | 5-3/4x7 | 5-3/4x7 | 6-3/4x7
Standard PSC Motor: HP 1715 1156 1/10 1710 1@1/10 | 1@1/10 1/10 1/10
1@1/15 | 1@1/15
RPM: High 1050 1050 1050 1050 1050 1050 1050 1050
Low 875 875 875 875 875 875 875 875
Number 1 1 1 1 2 2 2 2
Volts/Phase/Hertz | 115/1/60 | 115/1/60 | 115/1/60 | 115/1/60 | 115/1/60 | 115/1/60 | 115/1/60 | 115/1/60
Amperes 0.8 0.8 1.4 14 2.2 22 2.8 2.8
Fan Speed Control Standard Mtr VAR. VAR VAR. VAR. VAR, VAR. VAR. VAR
CEM: High 230 335 430 630 860 1060 1230 1410
Low 185 270 345 505 685 845 985 1130
Optional ECM Motor: HP 1/15 1/15 1/15 1/15 1/10 1/10 1/4 1/4
Number 1 1 1 1 2 2 2 2
Volts/Phase/Hertz | 120/1/60 | 120/1/60 | 120/1/60 | 120/1/60 | 120/1/60 | 120/1/60 | 120/1/60 | 120/1/60
Amperes 0.45 0.45 0.65 0.85 1.5 1.95 28 28
Fan Speed Control ECM Mtr | 3-SPEED | 3-SPEED | 3-SPEED | 3 - SPEED | 3 - SPEED | 3 - SPEED | 3 - SPEED | 3 - SPEED
CFEM: High 230 335 430 630 860 1060 1230 1410
Med 160 240 375 440 590 740 850 980
Low 120 150 280 320 450 560 640 730
Filter: No. 1 1 1 1 1 1 1 1
Type PERM. PERM. PERM. PERM. PERM. PERM. PERM. PERM.
Length (In) 19-3/4 27-3/4 31-3/4 43-3/4 45-3/4 50-3/4 57-3/4 69-3/4
Width (In) 8-11/16 | 8-11/16 | 8-11/16 | 8-11/16 | 8-11/16 | 8-11/16 | 8-11/16 | 8-11/16
Thickness (In) 1/2 1/2 1/2 1/2 1/2 1/2 1/2 1/2
dB. Level 18" From Unit
50 52 53 54 55 55 56 56
Length (In) 35 43 47 59 61 66 73 85
Height (In) 25 25 25 25 25 25 25 25
Depth (In) 9-1/2 9-1/2 9-1/2 9-1/2 9-1/2 9-1/2 9-1/2 9-1/2
FILTER IDENTIFICATION AND DATA SIZE D“ll\”ﬂ
SIze PART FILTER SIZE 02 35
NO.
03 43" <
02 PC1297-2 15/32" x 8 11/16" x 19 3/4" 04 Vi
03 PC1297-3 15/32" x 8 11/16" x 27 3/4" 06 50"
04 PC1297-4 15/32" x 8 11/16" x 31 3/4" 08 o
06 PC1297-6 15/32" x 8 11/16" x 43 3/4" 0 o0
08 PC1297-8 15/32" x 8 11/16" x 45 3/4" 12 3
10 PC1297-10 | 15/32" x 8 11/16" x 50 3/4" 12 35
12 PC1297-12 | 15/32" x 8 11/16" x &7 3/4"
14 PC1297-14 | 15/32" x 8 11/16" x 69 3/4"
SHIPPING WEIGHT
(LBS)
SIZE
STYLE 02 03 04 06 08 10 12 14
RW 97 115 128 157 175 185 207 234
RECESSED WALL | RW 4 TE
§/iw -
z 4
-
S E
RECESSED WALL | RWI -l & 1R
INVERTED FLOW o RW-1120 g RWI-1130

Disconnect Switch Included

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

~—_—

12/05/17
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CABINET UNIT HEATER SUBMITTAL DATA CBS-W-14
Wall Mounted Units - Models W and WI - With Top Discharge
PIPING AND MOUNTING CONNECTIONS SHOWN ARE TYPICAL FOR ALL AIR FLOW ARRANGEMENTS SEE OTHER SIDE.
11/4" NOMINAL
TYPE "L" COPPER TUBING
HOT WATER RETURN
TOP DISCHARGE ELECTRICAL CONTROL
1 1/4" NOMINAL X
TYPE 'L" CU. TUBING <IN 1 18 NOMINAL GRILLE ACCESS DOOR
HOT WATER RETURN \\ \ TYPE "L" COPPER TUBING 02 1/4n
N \\X HOT WATER SUPPLY r
\
AV3 TZZ X ZZAT
. &
et LA ,, B \ V| s
HOT WATER SUPPLY 23 5/8 9 1/2" gggg%g%g% [j
] 15 7/8" ‘
9 1/8" TOP VIEW
l 1 .3/8” PLUMBING
ACCESS DOOR
2 1/4"
6 3/8"
ﬂ MODEL WI MODELW 'K
TWO ROW COIL — 7 3/8"
: — — 5 1/2" L
PIPING DIMENSIONS. | , ,- _| INCL . / SpEED CoNTROL
(SHOWN ABOVE) STEAM SUPPLY
HOT WATER RETURN
T 7
/4" NOMINAL e ===
TYPE1"|.1“ Cu. TUBII(\\G *5(\ —:|r-|_H- -H_‘ ,E,LT__ a E
AL i L
N - bt B beR TuBING L 1l I Ir-’\
STEAM RETURN E-,- O ST M- ELECTRICAL
1 1/4" NOMINAL —] HOT WATER SUPPLY 25" | CONTROL BOX
TYPE 'L’ CU. TUBING N —17 172" |__ | X CAN BE WIRED
STEAM RETURN 22 3/4 OPEN | | 20 SF;OBN(')??&';
HOT WATER SUPPLY REF. | | REF
16 3/8”" | | OF UNIT.
S ; ',,
N 7, B B
8 1/4 | <// : : Side Panels
l 1 7/8" Y 1 1
I
MODEL WI MODEL W MODEL W
SIDE VIEW SIDE VIEW FRONT VIEW
ARRANGEMENT WI-1090 ARRANGEMENT W-1060
STANDARD ONE ROW COIL MODEL| DIM. H1 DIM. H2 DIM. H3
PIPING DIMENSIONS. N I I R A ¢
(SHOWN ABOVE)
|—‘ "A” — k 6 1/2"
MOUNTING BRACKET (TYP.)
SLOTS ALLOW FOR 1"
LATERAL ADJUSTMENT ﬁ
THIS DATA SHEET SHOWS WALL MOUNTED UNITS
MODELS "W AND WI' - WITH TOP DISCHARGE. [ ] Il
PIPING AND MOUNTING CONNECTIONS SHOWN ARE TYPICAL _ | _ p
FOR ALL AIR FLOW ARRANGEMENTS. T “
= | o]
o &
H2
H1
‘ |
I
|— A MOUNTING BRACKET
©MAXIMUM RECESS DEPTH SECTION "AM"AY REAR VIEW SLOTS ALLOW FOR 7/16"
MODELS W1060, W1070, WI1090, WI1100 ONLY. VERTICAL ADJUSTMENT
PROJECT: Carleton Senior Housing CAT00201A
LOCATION: Portland, ME
ARCHITECT:
ENGINEER: CUH-2 WI-1110-03
CONTRACTOR: Damon Mechanial Services
PO NIIMBER:

’-J
MADE IN THE USA

A MESTEK COMPANY



PROJECT
LOCATION
ARCHITECT
ENGINEER
CONTRACTOR
PO NUMBER
DATE
mark 10/12/16 15:51:53: CUH-2  WI-1110-03
mark 10/12/16 15:51:55
http://www.sterlingheat.com

CABINET UNIT HEATERS
RATINGS AND SPECIFICATIONS

\V ENTERING WATER - 200°F
TABLE 1 ENTERING AIR - 60°F
UNIT SIZE 02 03 04 06 08 10 12 14
Heating Cap. - Hot
Water MBH 164 22.8 29.8 48.0 54.5 62.0 75.6 78.5
20 WID GPM 1.64 228 2.98 4.80 5.46 6.20 7.56 7.85
High Cap. - Coil 2 Row
Heating Cap. MBH 25.8 35.4 46.3 69.8 87.6 101.8 119.8 128.6
Hot Water GPM 2.58 3.54 4.63 6.98 8.76 10.18 11.98 12.86
20 WID
Heating Cap. - Sfeam
2PSIG MBH 22.6 314 41.0 66.1 75.1 85.4 104.1 108.2
Standard EDR 94 131 171 276 313 356 434 451
Coil Cond. LB/HR 234 32.5 424 68.4 77.7 88.4 107.7 112
Coil:
Number Fins Per Inch 12 12 12 12 12 12 12 12
Face Area-Ft.2 .97 1.5 1.8 26 28 3.1 3.6 4.4
Coil Connections 1-1/4CU | 1-1/4CU | 1-1/4CU | 1-1/4CU | 1-1/4CU | 1-1/4CU | 1-1/4CU | 1-1/4CU
Blowers:
Number 1 1 2 2 3 3 4 4
Diameter/Width (In) | 6-3/4x7 | 5-3/4x7 | 5-3/4x7 | 5-3/4x7 | 5-3/4x7 | 5-3/4x7 | 5-3/4x7 | 6-3/4x7
Standard PSC Motor: HP 1715 1715 1/10 1710 1@1/10 | 1@1/10 1/10 1/10
1@1/15 | 1@1/15
RPM: High 1050 1050 1050 1050 1050 1050 1050 1050
Low 875 875 875 875 875 875 875 875
Number 1 1 2 2 2 2 2 2
Volts/Phase/Hertz | 115/1/60 | 115/1/60 | 115/1/60 | 115/1/60 | 115/1/60 | 115/1/60 | 115/1/60 | 115/1/60
Amperes 0.8 0.8 14 14 2.2 22 2.8 2.8
Fan Speed Control Standard Mir VAR. VAR. VAR. VAR. VAR. VAR. VAR. VAR.
CEM: High 230 335 430 630 860 1060 1230 1410
Low 185 270 345 505 685 845 985 1130
Optional ECM Motor: HP 1/15 1/15 1/15 1/15 1/10 1/10 — —
Number 1 1 1 1 2 2 N/A N/A
Volts/Phase/Hertz | 120/1/60 | 120/1/60 | 120/1/60 | 120/1/60 | 120/1/60 | 120/1/60 — —
Amperes 0.45 0.45 0.65 0.85 1.5 1.95
Fan Speed Control ECM | 3-SPEED | 3-SPEED | 3 - SPEED | 3 - SPEED | 3 - SPEED | 3 - SPEED
CEM: High 230 335 430 630 860 1060
Med 160 240 375 440 590 740
Low 120 150 280 320 450 560 = —
Filter: No. 1 1 1 1 1 1 1 1
Type PERM. PERM. PERM. PERM. PERM. PERM. PERM. PERM.
Length (In) 19-3/4 27-3/4 31-3/4 43-3/4 45-3/4 50-3/4 57-3/4 69-3/4
Width (In) 8-11/16 8-11/16 8-11/16 8-11/16 8-11/16 8-11/16 8-11/16 8-11/16
Thickness (In) 1/2 1/2 1/2 1/2 1/2 1/2 1/2 1/2
dB. Level 18" From Unit
50 52 53 54 55 55 56 56
Length (In) 35 43 47 59 61 66 73 85
Height (In) 25 25 25 25 25 25 25 25
Depth (In) 9-1/2 9-1/2 9-1/2 9-1/2 9-1/2 9-1/2 9-1/2 9-1/2

FILTER IDENTIFICATION AND DATA SIZE DI||_\/I
Size TﬁgT FILTER SIZE 02 5
02 PC1297-2 | 15/32" x 8 11/16" x 19 3/4" 03 a3 <
03 PC1297-3 | 15/32" x 8 11/16" x 27 3/4" 04 ar
04 | PCI297-4 | 15/32" x 8 11/16" x 31 3/4" 06 S
06 | PC1297-6 | 15/32" x 8 11/16" x 43 3/4" 08 or
08 PC1297-8 | 15/32" x 8 11/16" x 45 3/4" 10 <ok
10 PC1297-10 | 15/32" x 8 11/16" x 50 3/4" 12 s
12 PC1297-12 | 15/32" x 8 11/16" x 57 3/4" 14 85
14| PC1297-14 | 15/32" x 8 11/16" x 69 3/4"

CABINET UNIT HEATERS Disconnect Switch Included

SHIPPING WEIGHT
(LBS)
SIZE
STYLE 02 03 04 06 08 10 12 14
W-WI 97 115 | 128 | 157 | 175 | 185 | 207 | 234
1
4 4 3
WALL w . _ b P
g W-1060 g W-1070 g W-1080
+

WALL LINE
WALL LINE
t

WALL LINE

wi L AN

[
g WI-1090 O W1

g WI-1110

o
o

Reviewed for Code Compliance
Inspections Division

Approved with Conditions

. 12/05/17

Date:


mark 10/12/16 15:52:24: Disconnect Switch Included
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CABINET UNIT HEATERS
HEATING CAPACITIES

ENTERING WATER - 200°F

a TABLE Il — STANDARD COIL ENTERING AIR - 60°F

UNIT GPM WATER HIGH FAN SPEED LOW FAN SPEED
SIZE PD/FT | CFM | MBH | WTD FAT CFM MBH WID FAT
84 .06 14.3 34.0 17 12.9 30.6 124
1.0 .06 15.1 30.2 120 13.8 27.6 129
a 02 1.5 15 230 16.2 21.6 125 185 15.0 20.0 135
2.0 24 17.4 17.4 130 16.1 16.1 140
25 36 18.8 15.0 135 17.3 13.8 146
1.0 .07 21.3 42,6 118 19.1 38.2 125
1.5 16 22,0 26.6 120 19.8 26.4 128
a 03 2.0 26 335 22.7 22.7 122 270 20.1 20.1 129
25 .39 235 18.8 125 20.7 16.6 131
3.0 .55 23.8 15.8 126 21.1 14.1 132
1.0 .07 21.8 43.6 106 19.0 38.0 11
2.0 27 26.6 26.6 17 23.9 23.9 124
a 04 25 A1 430 29.0 23.2 122 345 25.8 205 129
40 | 1.00 30.9 15.4 126 27.4 13.7 133
50 | 145 32.3 12.9 129 28.3 1.3 136
2.0 .30 40.4 404 119 35.7 35.7 125
3.0 .63 44.8 29.8 125 39.8 26.5 133
a 06 40 | 1.0 630 47.2 23.6 129 505 4.9 21.0 136
50 | 1.60 49.4 19.8 132 43.6 17.5 140
60 | 225 50.7 16.9 134 44.6 15.0 142
2.0 31 47.1 47.1 110 42.0 42.0 117
3.0 .64 52.2 34.8 15 46.5 31.0 123
a 08 40 | 1.0 860 53.9 26.9 17 685 48.3 242 125
60 | 225 56.0 18.6 120 49.1 16.4 126
80 | 385 57.8 14.4 122 51.2 12.8 129
3.0 .65 55.8 327 109 50.2 33.5 115
40 | 1.5 60.4 30.2 12 53.5 26.8 118
a 10 60 | 235 1060 62.2 20.7 14 845 54.7 18.2 120
80 | 4.00 64.1 16.0 116 56.3 14.1 121
100 | 6.00 66.0 13.2 117 58.9 11.8 124
40 | 1.20 715 35.7 13 65.1 32.6 131
6.0 2.50 74.5 24.8 116 66.6 22.2 133
a 12 80 | 420 1230 76.7 19.1 17 985 68.0 17.0 134
100 | 6.30 77.7 15.5 18 69.0 13.8 135
120 | 885 78.6 13.1 119 69.7 1.6 136
35 | 1.00 71.0 40.6 106 66.3 37.9 114
40 | 1.30 74.1 37.0 108 68.4 34.2 116
a 14 60 | 270 1410 77.6 25.9 m 1130 69.9 233 117
100 | 6.80 80.9 16.2 13 725 14.5 119
120 | 9.55 81.7 13.6 13 73.0 12.2 120

CABINET UNIT HEATERS
HEATING CAPACITIES

ENTERING WATER - 200°F

O  TABLE lll — HIGH CAPACITY - 2 ROW COIL ENTERING AIR - 60°F
UNIT GPM WATER HIGH FAN SPEED LOW FAN SPEED
SIZE PD/FT | CFM | MBH | WID | FAT CFM | MBH WTD FAT
1.68 26 236 | 279 157 21.2 253 169
2.0 34 248 | 248 162 22.5 225 175
a 02 25 50 225 257 | 206 165 180 235 18.8 180
30 73 266 | 181 169 23.9 16.0 183
35 96 275 | 159 173 24.8 14.1 187
T8 Z 303 | 360 T2 3 375 T55
2.0 38 331 | 331 152 29.7 29.7 163
03 25 56 330 343 | 274 156 265 303 24.2 165
3.0 77 349 | 233 157 30.8 205 167
3.5 .96 35.3 20.2 159 31.8 18.2 170
1.68 30 372 | 436 142 335 39.9 152
20 44 395 | 395 147 35.8 35.8 158
(m] 04 25 59 420 424 | 339 1563 335 37.8 302 164
40 1.4 454 | 227 160 39.7 19.9 169
50 2.04 468 | 187 163 40.8 16.3 172
2.0 45 57.6 | 57.6 146 52.7 52.7 158
3.0 .93 63.1 421 154 57.0 38.0 166
(m] 06 40 1.60 620 660 | 330 158 495 59.7 29.9 171
50 2.30 69.1 | 27.6 163 61.2 245 174
60 3.30 69.5 | 23.2 164 62.0 207 175
2.0 46 67.1 | 67 133 58.1 58.1 139
30 95 75.8 | 505 143 68.2 455 153
(] 08 40 1.65 845 793 | 39.7 146 675 71.6 358 158
6.0 3.35 82.6 27.5 150 73.4 24.5 160
8.0 5.60 865 | 21.6 154 75.8 19.0 163
3.0 1.00 846 | 564 135 75.9 50.6 144
40 1.75 90.6 | 453 140 81.2 40.6 150
(] 10 6.0 350 | 1040 94.6 | 315 144 830 84.0 28.0 153
8.0 5.90 98.6 | 247 147 86.3 21.6 156
10.0 8.85 101.6 | 203 150 88.9 17.8 159
40 1.85 1063 | 527 140 93.3 46.7 149
6.0 3.75 111.6 | 372 145 100.4 335 155
O 12 8.0 630 | 1210 | 1153 | 288 148 970 102.8 257 158
10.0 9.45 118.1 23.6 150 105.0 21.0 160
120 | 1320 119.8 | 200 151 106.7 17.8 161
40 2.05 109.8 | 549 133 100.2 50.1 143
50 3.00 114.8 | 459 136 1035 4.4 146
(| 14 6.0 415 | 1385 | 1183 | 394 139 1110 106.6 355 149
100 | 1045 125.8 | 252 144 1114 223 152
120 | 1455 1279 | 213 145 1122 18.7 153
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SPECIFICATIONS & WARRANTY™

*STANDARD CABINET UNIT ONLY

The contractor shall furnish and install Sterling Cabinet Unit Heaters as selected to meet or exceed job requirements. The Cabi-
net Unit Heaters will conform fo the items listed below and be certified under CSA guidelines.

CABINETS

All cabinets will be constructed with 18-gauge cold rolled steel, side panels and top. The front panel shall be furnished in 16-gauge
cold rolled steel. It will have 1/2", 1-1/2 pound insulation with one side neoprene coated in front of coil. The internal cabinet shall be
furnished in 18-gauge galvanized steel. Adequate work area for installation of control valves or electrical equipment shall be provided
on both sides of the internal cabinet.

The cabinet shall be provided with a neutral eggshell baked enamel prime coat as standard. (Available if specified) Powder
coated baked enamel, color selected from standard.

All cabinets shall be supplied with adjustable rear mounting brackets which will provide adjustment to correct alignment of the
unit at installation to non square or out of frue walls, joists, studs or surfaces. Adjustable leveling legs (two each base leQ) are available
when specified.

RECESSED UNITS

Allrecessed unitsshalllbe supplied with a"Wall Seal" assembly.This assembly shall provide protection to the wall or ceiling construction
material. The "Wall Seal" shall be supplied in an eggshell baked enamel prime coat as standard. (When specified) Baked enamel colors
may be selected from standard.

CEILING MOUNT OR RECESSED UNITS

All"C" and "RC" units shalll be supplied with a hinged front panel. The multiple hinges shall provide full swing through 90°. A safety
chainshallbe provided as standard to prevent the face panel from swinging fully open accidentally. This chain must be easily detached
to allow full access for servicing. Speed control switch will be shipped with wiring diagram for installation where desired.

FILTERS
Al filters supplied as standard shall be reusable aluminum media with a 69% arrestance level. Filters shall be slide in type which
are locked into position with a cotter pin.

FANS
Fan wheels shall be centrifugal, forward curved, double width of electro galvanneal steel. Fan housings shall be of formed galva-
nized sheet metal.

COlLs

STANDARD ONE ROW -The durable mechanically bonded copper/aluminum coil presents the best of today ‘s hydronic heating technology.
All element assemblies are submersion tested at factory at 250 PSI and are rated at a working pressure of 300 PSI. All units are designed so that
field modifications can be made to reverse the coail position if required.

HIGH CAPACITY COIL - Thisis a hot water coil designed to provide increased capacity when the required load exceeds that of the standard
coil for a given size. Its construction is similar to the standard coil however, there are two rows of tubes. Element assemblies are submersion tested
at 250 PSI and are rated at a working pressure of 300 PSI.

MOTORS

Standard PSC motors shall have integral thermal protection and start at 78% of rated voltage. Optional PSC High Static motors will be
capable of operating in high static conditions up to.4 inches of water column. All motors shall be factory run-tested and assembled in unit prior
fo shipping. Optional ECM and high static motors will have a solid state control board and a 3 speed switch. All motors shall be factory run-
tested and assembled in unit prior to shipping.

ELECTRICAL
All primary internal wiring shall be done at the factory and every unit shall be factory tested for reliability.

FRESH AIR DAMPERS ON DESIGANTED UNITS ONLY

When desired specify either of the following:

1. Where noted 25% Manual Outside Air Dampers shall be provided. A manually operated damper quadrant shall provide from 0%
to 25% outside air through the use of a single blade damper.

2.Where noted 25% Motorized Outside Air Dampers shall be provided. A synchronous motor (115/60/1) interlocked with the blower
shall automatically open the outside air damper when blower starts. The single blade damper shall be adjustable from 0% to 25%
outside air. When the blower stops or there is a loss of power, the damper shall return to the closed position. A damper override switch
shall be provided to prevent damper operation when desired.

WARRANTY

The products in this catalog are warranted by Sterling, to be free from defects in material and workmanship for a period of one
(1) year from the date of shipment from Sterling's plant. Sterling's liability under this warranty is limited to replacing or repairing at our
option, FO.B. our plant any defective component or assembly returned to our factory prepaid and with proper return authorization
document. All repairs or replacements are made subject to factory inspection.In the interest of product improvement, Sterling reserves
the right to make changes without notification.
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Commercial Hydronic Products

COLOR SELECTOR

Standard Enamel Finishes for Commercial
Finned-Tube, Convectors, Cabinet Unit
Heaters, Panel Radiators and Fan Coils

A Metallic colors not available on Panel Radiators.

P-1 / White

VP-1 / Bright White

VP-2 / Egg Shell

WB-2 / Almond

SB-7 / Soft Dove

260 North Elm Street, Westfield, MA 01085

MCS-3

These are color reproductions and approximate
the actual colors as closely as possible. The
actual color you see will depend on the monitor,
colors, and screen resolution on the computer or
device you are viewing this on.

Special Colors can also be provided. Please
consult the factory for pricing and samples.

SB-1 / Light Grey

DB-1 / Dark Bronze

DB-5 / Flat Black
METALLIC COLORS - Available at additional cost

SA-1 / Silver Aluminum A

MGC-2 / Champagne A

MC-3 / Bronze Mica A
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