Vitodens 100-W, WB1B Technical Da

Reviewed for Code Compliance
Two pipe system (room air independent Inspections Division

Approved with Conditions

Vent system | o= Date: 08/30/13

diameter (in)

Maximum
equivalent 86 | 164 | 200
length ft. (m) | (20) | (50) | (61)

*stainless steel is not available in 2

Flue  combustion air: CPVC, PVC, ABS and
st stainless steel {field supplied)

g 1 Flue gas: CPVC and stainless steel
Intake (field supplied)

PP(s): (Viessmann supplied)
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Two pipe system {room air independent) vertically vented

Vent system 2% 3 4

:?,__“\ diameter (in)

—M Intake Maximum

LR equivalent 86 (20) 164 (50) 200 (61)
T length fi. {m)

*stainless steel is not available in 2

Combustion air: CPVC, PVC, ABS and stainless steel
o {field supplied)

Flue gas: CPVC and stainless steel {field supplied)
PP(s): (Viessmann supplied)
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Two pipe system (room air independent) hybrid
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Vent system 9% 3 4
diameter (in}
Maximum

=] equivalent 88 (20) 164 {50) 200 (61)
length ft. {m)

*stainless steel is not available in 2”

Combustion air: CPVC, PVC, ABS and stainless steel
(field supplied)

Flue gas: CPVC and stainless steel (field supplied)
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11 Q PP(s): (Viessmann supplied)
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