April 15, 2015

722 Congress Street - Signage and Awning Descriptions

EXISTING CHIMNEY
BEYOND

EXISTING BUILDING | NEW CONSTRUCTION UPBLAST
EXHAUST FAN METAL DRIP CAP
3.0
HANGING SIGN FIBER CEMENT HEMMED METAL TRIM AT MATERIAL
T PANELS TRANSITION, COLOR MATCH TO
e U] METAL SIDING
- I TOP OF PARAPET
i / EL.+11-9 1/2"
[mh [} = CORRUGATED METAL SIDING
HEMMED METAL TRIM SURROUND,
/ COLOR MATCH TO METAL SIDING
CASEMENT
YORDPROM COFFEE CO. . WINDOW
s , ’ ’ METAL CLAD POST AT CORNER,
- ] e COLOR MATCH TO WINDOWS
\@/ ® METAL INSIDE CORNER TRIM,
] v \’ i ¢ COLOR MATCH TO METAL SIDING
- 3-0" MAX HEIGHT FROM
2 GRADE TO TOP OF
E‘LL COUNTER, AS REQ'D FOR
= = ADA COMPLIANCE
. | ==
T TOP OF SLAB /4
L] 1] ] EL. +0-0" W/
- — MENU BOARD GRADE /3
EL.-0-1"W
CASEMENT S.S. CLAD COUNTER
WINDOW
TRIPLE GLIDER
TAKE-OUT WINDOW

WEST ELEVATION - CANOPY OPEN

=10

HANGING SIGN UPBLAST
EXHAUSTFAN | 3.1 METAL FASCIA 3.0, ?__— EXISTINGBUILDING
- BEYOND
CANOPY AT /ﬁ METAL DRIP CAP
| — FIBER CEMENT PANELS

ENTRY

TOP OF PARAPET
GEL 110 12" | | \
> f ¥ ]
< B.O. CANOPY Py N ——1
EL. +9-0" fIGGY‘ S I 1 7, 7 7 — ld
i) % 7 Z =]
g / ) //@ |/ ]
LT \
) T N .
1 N\
AWNING AT TAKE OUT f \\
WINDOW BEYOND L f ]
T b
FACE OF BUILDING / N« 7
BEYOND i .3 /
’ 2
L3 I 2L
TOP OF SLAB i i /
S oo
—_ A HEMMED METAL — CONCRETE BASE
L HEMMED METAL TRIM \'— CORRUGATED TRIM SURROUND, INSIDE CORNER TRIM,
METAL SIDING INFILL WITH COLOR MATCH TO WOOD SLAT SCREEN
METAL ABOVE, METAL SIDING

D GRADE
NFEL 01" METAL INSIDE CORNER SURROUND, COLOR
TRIM, COLOR MATCH MATCH TO WINDOWS
TO METAL SIDING COLOR MATCH
TO WINDOWS

SOUTH ELEVATION

1/4" = 10"

19 Commercial Street
Portland Maine 04101

leslie benson DESIGNS

ferrer rogers DESIGN
207 .865.6774 217 . 553 .0672
lesliebdesigns@gmail.com

amy@ferrerdesign.com



