integrity ALL ULTREX CASEMENT/AWNING

from: MARNIS
Windows and Doors

UNIT FEATURES

Approved for Historic Preservation

FRAME AND SASH:
The frame and sash exteriors are mads of Ulrex®, an advanced fiber reinforced material that is rasistant to thermal ¢ Certificate of Appropriateness
coating system meets all the requirements of AAMA 624-10. Exterior colors: Stone White, Pebble Gray, Bronze, Ever O 2 /1 9 /1 5
The interior coating meets all the reguirements of 00022716 in Sione White. Date:
FRAME:
Composite frame thicknessis 1 1/2" (38}. Total frame depth is 3 3/32” (79). Ulirex is 0.070" — 0.077" (2) thick.
SASH:

Composite sash thickness is 15/16" (24}. Ultrex is 0.070" — 0.077" (2) thick. Sashes can be replaced but not reglazed.

JAMB EXTENSION:

Standard jamb depth is 2" (571). 4 8/16" (116) and 6 9/16" (167) maintenance free jamb extension available.

HARDWARE (CASEMENT):

Standard Casement hardware includes top and botiom hinges. The hinge track is stainiess steel with an injected molded hings shos. The hinge arm
is coated with E-Gard. A snubber on the jamb and stile, certain heights have 0, 1 or 2 sets, inferlock the sash o the frame on the hinge side. The locking
hardware consists of a multi-point locking mechanism that is actuated from a single point of operation. The roto cperator is Zinc die cast with an E-Gard
coating. The hardware finish options are: Stone Whiie, Almond Frost, Brass, Satin Nickel and Oil Rubbed Bronze. Optional factory applied Window
Opening Control Device is available (min size: 18 9/16” (471) X 23 1/2" (597) - max size 35 1/2" (802) x 71 1/2" (1816). This device works in accordancs
to ASTM 20890~10 standard specification for window fall prevention devices with emergency escape. Available in almond frost and white finishes.

Optional coastal hardware is available.

HARDWARE (AWNING):
Standard Awning hardware includes left and right hinges. The hinge track is stainless steel with an injected molded hings shoe. The hings amm is coated
with E-Gard. A single point lock on each jamb/stile, and a roto operator. The hardware finish options are: Stone White, Almond Frost, Brass, Satin

Nickel, and Oil Rubbed Bronze. Optional coastal hardware is available.

INSTALLATION:

Factory applied folding nailing fin. Optional installation brackets for masonry appiications are available. Factory supplied field mull kits are available
for standard assemblies.

GLAZING:

All units are manufactured with a 11/16" (17) 1G with Low E2, E3 or E1 coatings including argon gas fill. Tempered glass and/or obscure glass are
available as an option. All giass is of a select quality complying with ASTM C 1036. Insulating glass is manufactured and tested to pass level ASTM
E 2190 and is IGCC certified. The glazing seal is a silicone bedding on both interior and exterior surfaces uiilized in a sandwich style sash. STC/OITC
values are available for 3.1/3.1 standard glass. Optianal 3.1/4.7 STC/OITC Upgrade glass is available. STC and OITC ratings are tested in accordance
with ASTM E 80-08. Ses the Product Performance chapter for vaiues.

WEATHER STRIP:
The primary weather strip is a black extruded PVC foam filled bulb that attaches 1o all four sides of the frame. The secondary weather—sirip is a black

exiruded PVC hollow that is aitached fo the sash.
INSECT SCREEN:

Charcoal color fiberglass screen cloth. Rolled form aluminum frame finish is Stone White. Features a bottom rail lift and top rail mounted springs that
allow it to be removed from the interior of the unit.
GRILLES-BETWEEN-THE-GLASS:

11/18” (17mm) contoured aluminum bar placed between two panes of glass. Patterns: Standard rectangular pattem or opiionat 9 lite Prairie cut.
Exterior color will match exterior of sash color. The interior finish is always Stone White. GBGs are not available on impact units.

ACCESSORIES:
Field applied j-charnel, & 1" (25) ar a 3"(76) frame expander, or flush fin installation kit. Factory applied: sheet rock return for 1/2” (13) or 5/8” (18)

drywall, & 3/4” (19) receiver, a frame filler or 2 flush fin. Generat: mull kits are available for field assembly. Kits include instructions, mull covers, muil
plugs and brackets.
EXTERIOR CASING:

Non-integral to the unit. Faslened io the exterior wall with barb and keif 27 (51) brick mould as a full surround or with sill nosing. 3 1/27 (29) flat casing
availabie as Tull surround or with siif nosing. Also avaifable with 1" (25) ranch style sill and header averhang.

NOTE: NFRC Values are now located on www.integritywindows.com
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