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Delete Condition 

Conditions Section: Close
Monitoring 

Painted brick mould to be retained, repaired, or reproduced in-kind, as needed.


Condition Date: 10/5/2016  Notes:


Status: Final


Compliance Date:


Compliance Needed By:


Sign Off:


Condition Type


For openings with extra height, an extra thick, painted pressure-treated sill may be added at the bottom of the

opening, to slightly raise the sash above the ground.


Condition Date: 10/5/2016  Notes:


Status: Final


Compliance Date:


Compliance Needed By:


Sign Off:


Condition Type


The solid, painted panel that is to be replaced (where laundry vents are located) is to be set back in the masonry

opening, at the same depth as a window.


Condition Date: 10/5/2016  Notes:


Status: Final


Compliance Date:


Compliance Needed By:


Sign Off:


Condition Type


Masonry work is to be performed by a qualified mason, who is to contact HP staff for review of mortar and brick
samples prior to making repairs or filling in windows.


Condition Date: 10/5/2016  Notes:


Status: Final


Compliance Date:


Compliance Needed By:


Sign Off:


Condition Type


Brick infill of the two rearmost east windows is to be set back in the existing masonry opening, and not toothed in - for
easier reversability and to recall the former existence of windows.


Condition Date: 10/5/2016  Notes:


Status: Final


Compliance Date:


Compliance Needed By:


Sign Off:


Condition Type
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