
SIGA CORVUM 12/48 CORNER TAPE

SEALANT (OR APPROVED EQUAL) 

JAMB - SEE STRUCT.


1/2" GWB RETURN. PROVIDE

CORNER REINFORCING AT ALL


EXPOSED EDGES


1/2" BLOCKING STRIPS. VOID FILLED

W/ RIGID XPS INSULATION


MINERAL WOOL BATT INSULATION

OR DENSE PACKED CELLULOSE


I-JOISTS ALIGNED WITH STUDS.

AT OPENINGS,  CUT VOIDS IN WEB

TO ALLOW FLOW OF CELLULOSE


DENSE PACKED CELLULOSE


2x2 VERTICAL STRAPPING


3/4" PLYWOOD WINDOW BUCK

ASSEMBLY


1x POLYASH COMPOSITE TRIM (OR

APPROVED EQUAL)


SIGA WIGLUV TAPE - WINDOW

TO WRB 

SIGA MAJVEST WRB


SPRAY FOAM OR EXPANDING

TAPE SEALANT


WINDOW MOUNTING BRACKET CLIP


SIGA CORVUM 12/48 CORNER

TAPE SEALANT (OR APPROVED


EQUAL)


3


1x4 POLYASH COMPOSITE TRIM

(OR APPROVED EQUAL)


2x2 VERTICAL STRAPPING


SIGA WIGLUV 60 TAPE -
WRB TO FLASHING


PREFINISHED ALUMINUM

FLASHING. HEM EXPOSED

EDGE


SIGA MAJVEST WRB


SPRAY FOAM OR EXPANDING

TAPE SEALANT


1/2" GWB RETURNS


1/2" RIGID W/ RIGID XPS

INSULATION


WINDOW MOUNTING BRACKET

CLIP


PROVIDE CORNER BEAD FOR

ALL EXPOSED  EDGES. TYP.


SIGA CORVUM 12/48 CORNER

TAPE SEALANT (OR APPROVED


EQUAL)


3/4" PLYWOOD WINDOW

BUCK


HEADER - SEE STRUCT.


SEALANT


1 3/4" XPS OR MINERAL

WOOL INSUL BETWEEN


STRAPPING.


MINERAL WOOL BATT

INSULATION OR DENSE


PACKED CELLULOSE


1x2 HORIZONTAL STRAPPING 24" O.C.


3

SPRAY FOAM OR EXPANDING TAPE

SEALANT


SIGA- WIGLUV  230 VAPOR PERMEABLE

WINDOW FLASHING TAPE. (OR APPROVED

EQUAL). LAP OVER INTERIOR RIGID

INSULATION AND  FORM END DAMS. LEAVE

ENOUGH SPACE FOR SPRAY FOAM

NOZZEL. FOR ANY LAP JOINTS, INTERIOR

TAPE SHOULD LAP OVER EXTERIOR


SIGA MAJCOAT WRB -LAP OVER SILL

GUSSET


WINDOW SILL FORMED FROM 2x3 POLYASH

TRIM (OR APPROVED EQUAL). FASTEN

TROUGH SIDES TO JAMB TRIM (NOT

THROUGH TOP)


1 1/8" PLYWOOD SILL GUSSET (MADE

FROM RIM JOIST MATERIAL)


3/4" HORIZONTAL STRAPPING


SIDING 1: FIBERCEMENT CLAPBOARDS

SHOWN


9 1/2" VERTICAL WOOD I-JOISTS. FILL

CAVITY WITH DENSEPACKED CELULOSE


1 1/8" PLYWOOD SILL GUSSET (MADE

FROM RIM JOIST MATERIAL)


SIGA WIGLUV VAPOR PERMIABLE

WEATHER  PROOF TAPE- WINDOW TO

WRB


1x4 CLEAR POPLAR APRON

TRIM


SIGA SICRALL 60 VAPOR

IMPERMIABLE INTERIOR


TAPE SEALANT


CONTINUOUS SEALANT


3/4" HARDWOOD VENEER

PAINT GRADE PLYWOOD


HARDWOOD 1" NOSING


1/2" RIGID INSULATION FURRING

AND THERMAL BREAK


1 1/8" RIM JOIST AS

WINDOW BUCK SILL


3/4" BLOCKING AT BEARING

POINTS. REFER TO INSTALLATION


INSTRUCTIONS.


9 1 /2" 

1-1/2" VERTICAL STRAPPING


T.O. SLAB

0' - 0" 

A 

4" MIN. CRUSHED

STONE BED


HARDWOOD THRESHOLD


3/4" PLYWOOD BUCK


EDGE OF WALL BEYOND


2x4 CONT. SILL w/ 1" DIA. HOLES

AT NUTS TYP.


2x4 CONT. PT SILL w/ 1 /2" X 12"

LONG HOOKED ANCHOR BOLTS @


3'-0" O.C. PLUS 1 '-0" FROM

BUILDING CORNERS, ENDS OF

PLATES AND OPENINGS. TYP.


SILL SEAL GASKET

OVER TAPE AND SLAB


VAPOR BARRIER


VAPOR BARRIER. TURN UP

AND WRAP PERIMETER OF


SLAB AS SHOWN. 

8" TYPE 9 EPS RIGID

INSULATION. TYPICAL


COLD -APPLIED PEEL AND STICK MEMBRANE

SEALING TAPE, 'T' SHAPED. ADHERE OVER

CONCRETE, SLAB VAPOR BARRIER, AND UP

SHEATHING.


STRIP OF REINFORCED VAPOR BARRIER

ACROSS TOP OF WALL. LEAVE RESERVE ON

INTERIOR TO LAP OVER SLAB VAPROR

BARRIER AND TAPE-SEAL.


SYNTHETIC STUCCO PARGE COAT OVER

EXPOSED CONCRETE


FIBER CEMENT CLAPBOARD


STONE STEP


PACK SOLID WITH RIGID INSULATION


2X BLOCKING FLUSH WITH FACE OF

CONCRETE FOUNDATION WALL 

WRB FROM TOP OF WALL

TURNED UP FACE OF BLOCKING


SIGA WIGLUV 230 VAPOR

PERMIABLE WEATHER  PROOF

TAPE- SILL TO WRB, TURN UP AT

INTERIOR TO FORM END DAM 

2X BLOCKING


HARDWOOD STRIP TO FILL

GAP BETWEEN DOOR FRAME


AND SLAB


A


CANOPY


1/2" GWB RETURNS


1/2" RIGID W/ RIGID XPS

INSULATION


PROVIDE CORNER BEAD FOR

ALL EXPOSED  EDGES. TYP.


SIGA CORVUM 12/48 CORNER

TAPE SEALANT (OR APPROVED


EQUAL)


3/4" PLYWOOD WINDOW

BUCK


HEADER - SEE STRUCT.


SEALANT 

1 3/4" XPS OR MINERAL

WOOL INSUL BETWEEN


STRAPPING.


FORMALDEHYDE FREE

FIBERGLASS BATT,


MINERAL WOOL BATT

INSULATION OR DENSE


PACKED CELLULOSE


1x POLYASH COMPOSITE TRIM (OR

APPROVED EQUAL) 

2x2 VERTICAL STRAPPING


SIGA WIGLUV 60 TAPE -
WRB TO FLASHING


PREFINISHED ALUMINUM

FLASHING. HEM EXPOSED

EDGE


SIGA MAJVEST WRB


1" RIGID XPS INSULATION


2X BLOCKING


1x2 HORIZONTAL STRAPPING


B


SIMPSON 1662

EXTERIOR DOOR

STAIN-GRADE FIR


A


SIMPSON 1662

EXTERIOR DOOR

STAIN-GRADE FIR


2' - 8" 4' - 0"


6 '
 -
 8

"


6
' -

 8
"


SIGA CORVUM 12/48 CORNER TAPE

SEALANT (OR APPROVED EQUAL)


JAMB - SEE STRUCT.


SEALANT 

1/2" BLOCKING STRIPS. VOID

FILLED W/ RIGID XPS INSULATION


MINERAL WOOL BATT INSULATION

OR DENSE PACKED CELLULOSE


I-JOISTS ALIGNED WITH STUDS.

AT OPENINGS,  CUT VOIDS IN WEB

TO ALLOW FLOW OF CELLULOSE


DENSE PACKED CELLULOSE


2x2 VERTICAL STRAPPING


3/4" PLYWOOD DOOR BUCK

ASSEMBLY 

1x POLYASH COMPOSITE TRIM

(OR APPROVED EQUAL)


SIGA MAJVEST WRB


SPRAY FOAM OR

EXPANDING TAPE


SEALANT


SIGA CORVUM 12/48 CORNER

TAPE SEALANT (OR APPROVED


EQUAL)


1/2" GWB RETURN. PROVIDE

CORNER REINFORCING AT ALL


EXPOSED EDGES


1x2 HORIZONTAL STRAPPING


E 

9' - 0" 

4
' -

 0
" 

A


3' - 0" 

5
' -

 0
"


3' - 4" +/- 

7
' -

 2
" 
+
/-

2' - 0"


3
' -

 0
"


F 

C1 

D


G 

3' - 4" +/- 

7
' -

 2
" 
+
/-

C2


MAIN ENTRY

DOOR, PART

GLAZED


FULLY GLAZED

ENTRY DOOR


B 

3' - 0" 

4
' -

 0
"


5 '
 -
 9

 1
/2

"


6 1 /2"


8
" 

B1


3' - 0" 

4
' -

 0
"


10' - 6" 

6
' -

 0
"


7' - 0" 

6 '
 -
 0

"


OBSCURED

GLASS
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WINDOW & DOOR

DETAILS


 3" = 1 '-0" 
1
TYPICAL WINDOW JAMB - AT SIDING 1


 3" = 1 '-0"

3
TYPICAL WINDOW HEAD - AT SIDING 1


 3" = 1 '-0"

2
TYPICAL WINDOW SILL - AT SIDING 1


WINDOW SCHEDULE


TAG Width Height COUNT OPERATION REMARKS


A 3' - 0" 5' - 0" 11 TILT TURN


B 3' - 0" 4' - 0" 7 TILT TURN


B1 3' - 0" 4' - 0" 3 TILT TURN OBSCURED GLASS


C1 3' - 4" 7' - 2" 1 ENTRY DOOR 3'-0" X 7'-0" DOOR LEAF


C2 3' - 4" 7' - 2" 2 ENTRY DOOR 3'-0" X 7'-0" DOOR LEAF


D 2' - 0" 3' - 0" 2 TURN ONLY


E 9' - 0" 4' - 0" 1 TILT ONLY


F 10' - 6" 6' - 0" 1 TILT TURN


G 7' - 0" 6' - 0" 1 TILT TURN


DOOR SCHEDULE


DOOR # TYPE WIDTH HEIGHT OPERATION

HARDWARE


SET REMARKS


101 B 4' - 0" 6' - 8" HINGED DOUBLE CLOSET


102 A 2' - 6" 6' - 8" HINGED PRIVACY


201 A 2' - 6" 6' - 8" POCKET PASSAGE


203 A 2' - 6" 6' - 8" POCKET PRIVACY


203A B 3' - 0" 6' - 8" HINGED DOUBLE CLOSET


204 A 2' - 6" 6' - 8" POCKET PASSAGE


204A A 2' - 6" 6' - 8" HINGED CLOSET


205 A 2' - 8" 6' - 8" HINGED BEDROOM


206 B 4' - 0" 6' - 8" HINGED DOUBLE CLOSET


207 A 2' - 8" 6' - 8" HINGED BEDROOM


208 B 4' - 0" 6' - 8" POCKET CLOSET


303 A 2' - 6" 6' - 8" POCKET BEDROOM


304 A 2' - 8" 6' - 8" POCKET PRIVACY


305 A 2' - 0" 6' - 8" HINGED CLOSET


 3" = 1 '-0" 
5
EXTERIOR DOOR THRESHOLD 

 3" = 1 '-0"

6
EXTERIOR DOOR HEAD - AT SIDING 1


 1/4" = 1 '-0"

DOOR LEGEND


 3" = 1 '-0" 
4
TYPICAL DOOR JAMB - AT SIDING 1


 1/4" = 1 '-0"

WINDOW LEGEND
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