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LAYOUT & MATERIALS NOTES:                                             

1. ALL DIMENSIONS, LOCATIONS AND CONTROLS SHALL BE VERIFIED IN THE FIELD BY THE CONTRACTOR PRIOR TO ANY CONSTRUCTION
ACTIVITIES. ANY DISCREPANCIES SHALL BE REPORTED IMMEDIATELY TO THE OWNER OR OWNER'S REPRESENTATIVE.

2. DO NOT SCALE THE DRAWINGS FOR REQUIRED DIMENSIONS. ANY DISCREPANCIES IN DIMENSIONING SHALL BE REPORTED IMMEDIATELY
TO THE OWNER'S REPRESENTATIVE.

3. ALL ANGLES ARE 90 DEGREES UNLESS OTHERWISE SHOWN.

4. ALL EDGES OF PAVING SHALL BE STAKED OUT BY THE CONTRACTOR AND REVIEWED BY THE OWNER'S REPRESENTATIVE PRIOR TO
CONSTRUCTION.

5. PROVIDE A SMOOTH TRANSITION WHERE NEW WORK MEETS EXISTING.

6. ALL DISTURBED AREAS NOT OTHERWISE TREATED SHALL BE LOAMED AND SEEDED.

GRADING, DRAINAGE AND UTILITIES NOTES:

1. REFER TO SHEET C1.0 FOR BOUNDARY AND TOPOGRAPHIC INFORMATION.

2. PRIOR TO ANY CONSTRUCTION ACTIVITIES, CONTRACTOR SHALL VERIFY ALL AFFECTED GRADES.  ANY DISCREPANCIES SHALL BE
REPORTED IMMEDIATELY TO THE OWNER OR OWNER'S REPRESENTATIVE.

3. ALL AREAS NOT REQUIRING GRADING SHALL BE LEFT UNDISTURBED.  CONTRACTOR SHALL NOT DISTURB THESE AREAS AND PRESERVE
EXISTING VEGETATION.

4. GRADE ALL NEW WORK FOR POSITIVE DRAINAGE AND NO PUDDLING.  MATCH EXISTING GRADES SMOOTHLY AND CONTINUOUSLY.

5. OWNER AND PROJECT ENGINEER WILL BE CLOSELY MONITORING FINISH GRADING IN THE FIELD. CONTRACTOR SHALL PERFORM FINISH
WORK AS DIRECTED BY THE OWNER OR PROJECT ENGINEER TO ACHIEVE THE FINISH GRADE CONDITIONS SHOWN ON THE PLANS.

6. ALL SITE IMPROVEMENTS MUST CONFORM TO THE CITY OF PORTLAND'S TECHNICAL GUIDELINES AND STANDARDS.

EROSION CONTROL NOTES:

1. THE CONTRACTOR SHALL INSTALL ALL EROSION AND SEDIMENTATION CONTROL MEASURES PRIOR TO CONSTRUCTION.  ALL
EROSION CONTROL MEASURES SHALL BE INSTALLED IN ACCORDANCE WITH THE DRAWINGS, SPECIFICATIONS.

2. THE CONTRACTOR SHALL COMPLY WITH THE MAINE EROSION AND SEDIMENT CONTROL BMPS MANUAL AS PUBLISHED BY
THE MAINE DEPARTMENT OF ENVIRONMENTAL PROTECTION'S BUREAU OF LAND AND WATER QUALITY, MARCH 2016 OR
LATEST EDITION.

3. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED PRIOR TO ANY SITE EXCAVATION OR REGRADING.  ALL DISTURBED
AREAS ON SITE NOT COVERED BY BUILDINGS OR PAVED AREAS SHALL BE STABILIZED WITH LOAM AND SEED, OR BY OTHER
METHODS AS REQUIRED BY THE WRITTEN EROSION CONTROL PLAN.

4. DISTURBED AREAS SHALL BE LIMITED TO ONLY THOSE AREAS UNDER ACTIVE CONSTRUCTION.  FOR DISTURBED AREAS
THAT ARE NOT UNDER ACTIVE CONSTRUCTION AND THAT CAN NOT YET UNDERGO FINAL GRADING, INSTALL TEMPORARY
SEEDING AND MULCHING (REFER TO WRITTEN EROSION CONTROL PLAN).

5. PERMANENT SEEDING OR STABILIZATION SHALL BE CARRIED OUT IMMEDIATELY AFTER FINAL GRADING IS COMPLETED, OR
TEMPORARY MEASURES SHALL BE APPLIED SUCH AS MULCHING OR SEEDING UNTIL PERMANENT STABILIZATION MEASURES
ARE IN PLACE.

6. TOPSOIL SHALL BE STOCKPILED IN AREAS AWAY FROM PROTECTED NATURAL RESOURCES AND IN AREAS WHICH HAVE A
MINIMAL POTENTIAL FOR EROSION; REFER TO OWNER FOR LOCATION OF MATERIAL STOCKPILE.

7. ALL EROSION CONTROL MEASURES SHALL BE ROUTINELY INSPECTED AND REPAIRED IN ACCORDANCE WITH THE WRITTEN
EROSION CONTROL PLAN FOR THE DURATION OF THE PROJECT UNTIL ALL AREAS ARE STABILIZED.  REMOVE ACCUMULATED
SILT AND SEDIMENT AS NEEDED AND MAINTAIN SILT FENCE IN GOOD, OPERABLE CONDITION.

BUILDINGS
PAVEMENT

IMPERVIOUS INFORMATION

EXISTING
5,405 SQ. FT.
3,564 SQ. FT.

8,969 SQ. FT.

PROPOSED
5,142 SQ. FT.
5,785 SQ. FT.

10,927 SQ. FT.

NET IMPERVIOUS + 1,958 SQ. FT.

PROJECT DRAWINGS

C1.1 SITE PLAN
C1.2 EXISTING CONDITIONS AND DEMOLITION PLAN
C1.3 SITE DETAILS
D1.1 DRAINAGE ANALYSIS

CITY OF PORTLAND SITE PLAN NOTES

1.

2.

3.

4.

5.

6.

7.

8.

9.

LANDSCAPING SHALL MEET THE "ARBORICULTURAL SPECIFICATIONS AND STANDARDS OF PRACTICE AND LANDSCAPE GUIDELINES" OF THE
CITY OF PORTLAND TECHNICAL AND DESIGN STANDARDS AND GUIDELINES.

THE ENTIRE SITE SHALL BE DEVELOPED AND/OR MAINTAINED AS DEPICTED ON THE SITE PLAN. APPROVAL OF THE PLANNING AUTHORITY OR
PLANNING BOARD SHALL BE REQUIRED FOR ANY ALTERATION TO OR DEVIATION FROM THE APPROVED SITE PLAN, INCLUDING, WITHOUT
LIMITATION: TOPOGRAPHY, DRAINAGE, LANDSCAPING, RETENTION OF WOODED OR LAWN AREAS, ACCESS, SIZE, LOCATION, AND SURFACING
OF PARKING AREAS AND LOCATION AND SIZE OF BUILDINGS.

ALL POWERLINE UTILITIES SHALL UNDERGROUND.

SIDEWALKS AND CURBING SHALL BE DESIGNED AND BUILT WITH TIPDOWN RAMPS AT ALL STREET CORNERS, CROSSWALKS AND DRIVEWAYS
IN CONFORMANCE WITH THE  CITY OF PORTLAND TECHNICAL AND DESIGN STANDARDS AND GUIDELINES.

ALL EROSION CONTROL MEASURES SHALL BE CONSTRUCTED AND MAINTAINED IN ACCORDANCE WITH THE MAINE EROSION AND SEDIMENT
CONTROL BMPS PUBLISHED BY THE BUREAU OF LAND AND QUALITY, MAINE DEPARTMENT OF ENVIRONMENTAL PROTECTION, LATEST EDITION
MARCH 2016.

ALL EROSION CONTROL MEASURES SHALL BE INSTALLED PRIOR TO ANY SITE EXCAVATION OR REGRADING.

ALL DISTURBED AREAS ON THE SITE NOT COVERED BY BUILDINGS OR PAVED AREAS SHALL BE STABILIZED WITH LOAM AND SEED OR OTHER
METHODS AS REQUIRED BY BEST MANAGEMENT PRACTICES (SEE ABOVE).

PRIOR TO CONSTRUCTION, A PRECONSTRUCTION MEETING SHALL BE HELD AT THE PROJECT SITE WITH THE CONTRACTOR, DEVELOPMENT
REVIEW COORDINATOR, PUBLIC WORK'S REPRESENTATIVE AND OWNER TO REVIEW THE CONSTRUCTION  SCHEDULE AND CRITICAL ASPECTS
OF THE SITE WORK. AT THAT TIME, THE SITE/BUILDING CONTRACTOR SHALL PROVIDE THREE (3) COPIES OF A DETAILED CONSTRUCTION
SCHEDULE TO THE ATTENDING CITY REPRESENTATIVE.  IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO ARRANGE A MUTUALLY
AGREEABLE TIME FOR THE PRECONSTRUCTION MEETING.

EXISTING VEGETATION SHALL BE CONSERVED IN AREAS SHOWN ON THIS SITE. FENCING OR OTHER PROTECTIVE BARRIERS SHALL BE
ERECTED OUTSIDE THE DRIP-LINE OF INDIVIDUAL, GROUPINGS OF TREES DESIGNATED FOR PRESERVATION PRIOR TO THE ONSET OF
CONSTRUCTION. REGRADING SHALL NOT TAKE PLACE WITHIN THE DRIP-LINE OF TREES DESIGNATED FOR PRESERVATION. NO STORAGE OR
CONSTRUCTION MATERIALS SHALL BE PERMITTED WITHIN THE DRIP-LINE OF TREES TO BE PRESERVED.

GENERAL NOTES:

1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING "DIG SAFE" AND LOCAL UTILITY COMPANIES AT LEAST THREE (3)
BUSINESS DAYS, BUT NOT MORE THAN 30 CALENDAR DAYS, PRIOR TO THE COMMENCEMENT OF ANY EXCAVATION, IN
ACCORDANCE WITH MAINE STATE LAW.  "DIG SAFE" TELEPHONE NUMBER IS 811 OR 1-888-344-7233.

2. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR ALL AND ANY MEANS, METHODS, AND TECHNIQUES EMPLOYED TO
PERFORM THE WORK SHOWN ON THE PLANS.

3. ALL WORK SHALL COMPLY WITH ALL LOCAL, STATE, AND FEDERAL REGULATIONS INCLUDING ALL SAFETY REGULATIONS (OSHA).

4. ALL WORK SHALL BE IN CONFORMANCE ALL UTILITY COMPANIES STANDARDS.

5. THE CONTRACTOR SHALL SECURE ALL NECESSARY PERMITS FOR THE WORK SHOWN ON THESE PLANS PRIOR TO
CONSTRUCTION.

6. ALL PAVEMENT/CONCRETE CUTS SHALL BE SAW CUT TO RESULT IN CLEAN EDGES.  A TACK COAT SHALL BE APPLIED ALONG
THE PAVEMENT CUT EDGES AND THE NEW PAVEMENT BUTTED TO IT, UNLESS OTHERWISE DIRECTED BY THE OWNER OR
OWNER'S REPRESENTATIVE.

7. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED PRIOR TO ANY SITE EXCAVATION OR REGRADING.  REFER TO THE
WRITTEN EROSION CONTROL PLAN AND DRAWINGS FOR FURTHER EROSION CONTROL GUIDELINES.

8. CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS SHOWN ON THE DRAWINGS.  IF ANY DISCREPANCIES ARE FOUND, THE
OWNER OR OWNER'S REPRESENTATIVE SHALL BE NOTIFIED IMMEDIATELY.

PARCEL INFORMATION:                                       

1. OWNER OF RECORD: ROMAN CATHOLIC BISHOP OF GREATER PORTLAND, 510
OCEAN AVENUE, PORTLAND, MAINE. CUMBERLAND COUNTY REGISTRY OF
DEEDS BOOK 953, PAGES 29 AND 30.

2. STREET ADDRESS: 297 & 285 DANFORTH STREET, PORTLAND, MAINE

3. PARCEL SHOWN HEREON IS CITY OF PORTLAND, TAX MAP 57, LOTS B-12 &
B-15.

4. TOTAL AREA OF PARCEL: 20,485 S.F. (0.47 ACRES)

5. CURRENT ZONE: R-6 RESIDENTIAL

6. SITE BENCHMARK: EXISTING HYDRANT AT THE CORNER OF DANFORTH AND
EMERY STREETS, ELEVATION TOP FLANGE BOLT OVER MAIN OUTLET = 128.22'.

PLAN REFERENCES:

1 TOPOGRAPHIC AND PROPERTY BOUNDARY INFORMATION TAKEN FROM A PLAN
TITLED "EXISTING CONDITIONS PLAN OF LAND OF THE SAINT LOUIS CATHOLIC
CHURCH PARCEL", PREPARED BY MAINE SURVEY CONSULTANTS OF P.O. BOX
485, HARRISON, MAINE, DATED MARCH 2018.

ZONING INFORMATION*:                                     

EXISTING PROPOSED
1. CLASSIFICATION: R-6 RESIDENTIAL

2. CONDITIONAL USE: CHANCELLERY

3. LOT AREA: 20,123 S.F.

4. LOT COVERAGE MAXIMUM: 27% 26%

5. MAXIMUM BUILDING HEIGHT: EXISTING BUILDING NO CHANGE

6. MINIMUM STREET FRONTAGE: 287 FEET 287 FEET

7. FRONT BUILDING SETBACK: EXISTING BUILDING NO CHANGE

8. SIDE BUILDING SETBACK: EXISTING BUILDING NO CHANGE

9. REAR BUILDING SETBACK:  EXISTING BUILDING NO CHANGE

*ZONING STANDARDS FROM CITY OF PORTLAND LAND USE (CHAPTER 14),
REVISED 9/15/14.

SURVEY PLAN REFERENCES:

1) PLAN OF DANFORTH, SALEM, MAY, SCHOOL & BRIGGS STREETS DATED
12-4-1975 PREPARED BY OWEN  HASKELL, INC.

2) CITY OF PORTLAND BLUE SHEETS SHOWING DANFORTH STREET DATED
SEPT. 1925 #83.

3) CITY OF PORTLAND BLUE SHEETS SHOWING EMERY STREET DATED OCT.
1925 #106.

4) TOPOGRAPHIC SURVEY BY E.C. JORDAN DATED JANUARY 1916.

5) PLAN OF LAND BETWEEN DANFORTH, EMERY & NEW COURT STREET DATED
NOVEMBER 6, 1971 RECORDED IN CCRD PB 3, PG 27.

6) PLAN OF LAND BETWEEN DANFORTH, EMERY & COURT STREET DATED
OCTOBER 31, 1863  RECORDED IN CCRD PB 2, PG 32.

SURVEY PLAN NOTES:                                       

1) ELEVATIONS ARE BASED ON NGVD29 VERTICAL DATUM.

2) HORIZONTAL DATUM IS THE MAINE COORDINATE SYSTEM 1983 WEST.

3) THE PARCEL AREA IS 20,173 SQUARE FEET OR 0.46 ACRES

STW-1

STW-2

SNOW MAY BE STORED WITHIN THE SNOW STORAGE AREAS.

ANY SNOW THAT CAN NOT BE STORED ON SITE SHALL BE PHYSICALLY REMOVED AND
TRANSPORTED OFFSITE IF NECCESSARY.

SNOW TRANSPORTED OFFSITE SHALL BE BROUGHT TO A MAINE DEP APPROVED "SNOW
DUMP" OR MEET THE EXEMPTION REQUIREMENTS SPECIFIED WITHIN CHAPTER 573 WHEN
THE ABOVE REQUIREMENTS CANNOT BE MET DUE TO AN ABUNDANCE OF SNOW.

THE SNOW CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO VEGETATION,
LANDSCAPING, CURBING, LIGHTING, FENCING ETC. RESULTING FROM THEIR ACTIVITIES.

THE SNOW CONTRACTOR SHALL USE SALT OR CHLORIDE SUBSTITUTE TO DEICE THE
PARKING LOT.

THE OWNER IS RESPONSIBLE FOR SNOW REMOVAL BEING UNDERTAKEN IN A TIMELY
FASHION.

SNOW CLEARANCE NOTES

1.

2.

3.

4.

5.

6.

FOR LEGEND SEE SHEET C1.2
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