Reviewed for Code Compliance
Inspections Division
Approved with Conditions

09/25/14

08/07/2014

8/7/14, 6:05 PM: /Volumes/DESIGN/_ACTIVE-CLIENTS/211-211 Danforth/211-05-ARCHICAD/211-20140805-PERMIT.pIn 2 1 1

USG” ‘ DESIGN STUDIO
D 32233352357022922229333233: UL L5117 or GA-FC-5710

IV Wood Dimensional Lumber
140
hes Fire Rating 2 hour
System Thickness 12-1/4"

Assembly Description

[Assembly not recommended when sound
control is a major consideration]

e 1" nominal wood sub and finished floor
2x10 wood joist 16" o.c.

resilient channel or equivalent

2 layers 5/8" Sheetrock® Brand
Firecode® C Core Gypsum Panels
joints finished

For more information, visit L5114 -
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N N Exterior Walls - Wood Stud (Loadbearing) R i 6" 0.0 g
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D AN D < GA‘FC'547O e Cement Board - 1/2 or 5/8 in. thick board, applied vertically or horizontally - DUROCK® Cement Board Next b %54’ firestopped
Gen (products.asp?product=durock-cement-board)
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LR B LI -" S8 -t s : i : D ETAE TN aie i . ec, \ SN LU ¥ e et PRy ctoie WOOd DlmenS|0na| Lumber ¢ ShI:_athlllng Materials - Min 15/32 in. thick, 4 ft wide, wood structural panels min grade Sheathmg app“ed 1. Nailheads — Exposed or covered with joint finisher.
LR INCRA 3 o . .\.x..-"..- .:..:" -}..- .'--'... -":.“:..:. o R R AR RS o R ,s“-.. e ® .-‘-" ..'\-'. ..-.“.- -:;-..' ‘.':. .n?' o vertica y
- i 2. Joints — d d with fib d joint finisher. I , inal 3/32 in. thick
Fire Rating STC/ Sound Test System Thickness [ hiood Stuch - x) wood studs spaced Tiax 1. 20 e B e e e e o oy, 2 tiec aypsum vencer
N A . ® patts an ankets - o INn. mineral wool patt Insuiation _ ‘ ‘ ‘ . ‘ - ‘
1 hour / 1 1 . 25 In. e Gypsum Board - 5/8 in. thick gypsum board applied vertically or horizontally. - SHEETROCK® UltraLight g;;g'i':_;):g, Coe.rlnf;tmc_":;ggk“g'ifn};;gz'”i-n'fgigrmoffa{f&'"- shank diam, 1/4 In. diam heads, and 8d cement coated nails
Firecode X Gypsum Panels (products.asp?product=sheetrock-ultralight-gypsum-panels-firecode-x)
Detail Description 4. Gypsum Board — * — 5/8 in. thick, two layers applied either horizontally or vertically. Inner layer attached to studs
wi_th the 1—7/6_3 in._n_ails spaced 6 in. OC. Outer _Ia_yer gttached to studs over inngr Igy_er w_ith the 2-3/8 in. I_ong nails spaced
e 1" nominal T&G sub and finish floor United States Gypsum Company : 550 W. Adams, Chicago, IL. 60661 : www.usgdesignstudio.com (http://www.usgdesignstudio.com) E,'yr;_r%fcfsgtevrvt.'fﬁ'Jﬂf.’,ﬂfo',?f,iiidéyff Sﬁ“;j;bﬁs”itf!}i_'” face layers staggered with joints in base layers. Joints of each base
. n M ° ° °
FC 5407.(‘! HOUB) qu.e quer 5"/8 (1 5.9 mm) Fire-Shield GypSl.'l'm Board Gpplled G'!' r!ghi qules to ¢ 2x10 wood joists 16" o.c. Reference URL: http://www.usgdesignstudio.com/assembly.asp?id=920593&assemblyCategory=921052 When used in widths other than 48 in sum board to be installed horizontall
wood I-JOISiS 24"0.c. with 1-1/4 Type W or S dI’YWCI" screws 24"oc. Face Iayer 5/8" Fire-Shield m 5/8" 1:2 Red Top Gypsum Plaster-perlite over 3/8" Rocklath® Brand Firecode® Core Plaster Base o i
Gypsum Board applied at right angles to I-joists with 1-7/8" Typwe W or S drywall Screws 12"o.c. htto: /)WWW LsaCom/content/usacom/en/oroductssolutions/oroducts/nterior-banels/oansls-&drvwal When Steel Framing Members (Item 6) are used, base layer attached to furring channels with 1 in. long Type S bugle-
qi, jO|niS Clnd Infermedldfe |-jOISfS Clnd 1 '1 /2n Type G screew 12" o.c p|dced 2!! quk on e“.her p Dk-l > . qd I bq - p p p p Yy r%e:;jlsgeiill socg:e:ws spaced max 24 in. OC; face layer attached with 1-5/8 in. long Type S bugle-head steel screws spaced
side of end joints. Joints offset 24" from base layer joints. Wood I-joists supporting 1/2" wood rocklath-firecode-core-plaster-base.html)
structural panels applied at right angle to trussees with 8d nails. Ceiling provides one hour fire = optional veneer plaster AMERICAN GYPSUM CO — Types AGX-1, AG-C, AGX-11.
resistance protection for trusses.
United States Gypsum Company : 550 W. Adams, Chicago, IL. 60661 : www.usgdesignstudio.com (http://www.usgdesignstudio.com) BEIJING NEW BUILDING MATERIALS PUBLIC
Reference URL: http://www.usgdesignstudio.com/assembly.asp?id=920921&assemblyCategory=921054 LTD CO — Type DBX-1.
CERTAINTEED GYPSUM WYV INC — Types 1, FRPC, EGRG, ProRoc Type C or ProRoc Type X.
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