MATCH EXISTING

|_

Z

LLl

O

<

)

0

<

O

T z
|_

2

05 N
o<W T
= =10 O
< N —
= XA <

@ FIXED CASEMENT TO MATCH
EXISTING ADJACENT
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WINDOW SCHEDULE LEGEND

T =TEMPERED GLASS O/F S = OPERABLE / FIXED
STOREFRONT

FG = FIBERGLASS

AL =ALUMINUM

DH = DOUBLE HUNG

AW = AWNING

LV =LOUVER

F =FIXED

GL = GLIDER

OC = OPERABLE CASEMENT

WINDOW TYPES
1/4" = 1'-0"

WINDOW SCHEDULE
ROUGH % = DETAILS FOR TEMPERED GLASS LOCATIONS SEE WINDOW ELEVATION TYPES
(n's
% | % E S = FOR MASONRY OPENING DIMENSIONS COORDINATE COURSING WITH EXTERIOR ELEVATION SHEETS AND
= OPENING T%Z T o| w | , | & | & |PLANANDSECTION DETAI SHEETS
L Q| WHW 23 3|z | 2|5 =2
N <C 0@ T | T - 75 = (I REMARKS
A F | V.LF. X V.LF. - - - - WD - MATCH EXISTING ADJACENT WINDOW

WINDOW NOTES:

WOOD RETURNS AT WINDOW
HEAD AND JAMBS
/WINDOW UNIT

5/4 WOOD SILL EXTENSION WITH
/EASED EDGES, OWNER TO CONFIRM

J

/1 X4 WOOD APRON TRIM, WITH
1 EASED EDGES, OWNER TO
CONFIRM

211 DANFORTH STREET
PORTLAND, MAINE
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RYAN SENATORE

ARCHITECTURE
565 CONGRESS STREET
PORTLAND, MAINE 04101

207-650-6414
senatorearchitecture.com

CONSULTANTS:

1.) COORDINATE AND ADJUST ROUGH OPENING DIMENSIONS TO ACCOMMODATE SILL PAN FLASHING SYSTEM
2.) CONTRACTOR TO VERIFY THAT ALL EGRESS OPENINGS MEET EGRESS REQUIREMENTS

3.) ALL GLAZING LOCATED WITHIN 18" OF FINISHED FLOOR TO BE TEMPERED GLASS

4.) ALL EXTERIOR GLAZING TO BE INSULATED

5.) FRAME ALL OPENINGS WITH ELEVATIONS

6.) SEAL WINDOW TO ROUGH OPENING WITH LOW EXPANDING FOAMINSULATION - SEE DETAILS

TYPICAL WINDOW TRIM
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