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MODEL YC - COMBINATION BALL VALVE,
'Y'-STRAINER 4 UNION WITH TWO P/T PORTS
AND HOSE -END DRAIN VALVE WITH CAP ¢
CHAIN.
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MECHANICAL = ELECTRICAL

AUTOFLOW VALVE PIPING SCHEMATIC W/ 2-WAY VALVE
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NOTE - MODEL NUMBERS BASED ON FLOW DESIGN INC. FOR PIPE SIZES 2" AND SMALLER.
NOTE - DETAIL APPLIES TO HEATING COIL.

FROM MAIN.
SEE MECH. DWGS SEE MECH. DWGS

'3 @ 18" OC. EA. WAY
GAS SERVICE

[SOLATION VALVE. *4" CHAMFER (TYP. 4 SIDES)

REDUCER TO APPLIANCE
CONNECTION SIZE (IF
REQUIRED).

DRILL SLAB @ I'-6" OC.
AROUND PERIMETER. GROUT
*3 DULS @ 18" OC. USING HILTI
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Portland Maine @412
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— POCKET, LINE SIZE. N
DOUNFEED GAS PIPING ROUGHEN CONC. SURFACES,

APPLY NON-REWETTABLE

CONNECTION DETAIL BONDING AGENT
NTS COORDINATE SIZES AND LOCATIONS CONC. SLAB
NOTE APPLIANCES WITH REGULATORS WITH MECHANICAL EQUIPMENT.

LOCATE PIPING SHOUN HEREIN

UPSTREAM OF THE APPLIANCE TYP. CONCRETE PAD ON SLAB

REGULATOR. PROVIDE A TEST -

PLUG DOUNSTREAM OF THE

APPLIANCE REGULATOR.

HARBOR TERRACE
BOILER REPLACEMENT

284 Danforth Street, Portland, ME
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