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30A-2P 3) #6 & (1) #1006 IN 1°C BY-PASS METER W/100A, 2P W/FULL-LENGTH PULL STRING A AMPERE
GENERATOR | N |/( .)_,# ™ # Eg‘;‘;ﬁgw TENANT CIRCUIT BREAKER AND -
RECEPTACLE I "~ L LOCKABLE BREAKER DOOR w v VOLT
| 20A1P BBU EQU?JSENT \ ' KWH KILOWATT — HOUR
I () FLOORS 1 THRU 7
| | CABINET CABINET LOORS T THRY 4 c CoNDUIT
| | PROP. 1" GROUND CONDUIT
R B 2 ON_GROUND. FLOOR GRC GALVANIZED RIGID CONDUIT
SERVICE GROUND PER —=| PPC POWER PROTECTION CABINET
NEC - TAP LINE SIDE OF EXIST. MAIN - - = - ==
- W/(2) # & (1) $26-2"C —_| 18 \
—[o] 3 . ELECTRICAL NOTES -
-~ 240V, 16, 3W MANUAL EXIST. 12004, 480V MAIN E = | 1. ALL ELECTRICAL WORK SHALL CONFORM TO THE REQUIREMENTS OF THE NATIONAL
BYPASS METER DISCONNECT IN EXIST UTILITY \ TELCO DEMARC ON ELECTRICAL CODE (NEC) AS WELL AS APPLICABLE STATE AND LOCAL CODES.
ROOM ON GROUND FLOOR
GROUND FLOCR 2. ALL ELECTRICAL ITEMS SHALL BE U.L. APPROVED OR LISTED AND PROCURED PER
SPECIFICATION REQUIREMENTS. LANDLORD
(3) #3/0 & (1) $26-2°C 3. THE ELECTRICAL WORK INCLUDES ALL LABOR AND MATERIAL DESCRIBED BY DRAWINGS LEASING
GROUND FLOOR AND SPECIFICATION INCLUDING INCIDENTAL WORK TO PROVIDE COMPLETE OPERATING AND
APPROVED ELECTRICAL SYSTEM. -
4. GENERAL CONTRACTOR SHALL PAY FEES FOR PERMITS, AND IS RESPONSIBLE FOR
— 1 2
y 5. ELECTRICAL AND TELCO WRING OUTSIDE A BUILDING AND EXPOSED TO WEATHER SHALL
SCALE: NOT TO SCALE E-1 SCALE: NOT TO SCALE E-1 BE IN WATER TIGHT GALVANIZED RIGID STEEL CONDUITS OR SCHEDULE 80 PVC (AS CONSTRUCTION
PERMITTED BY CODE) AND WHERE REQUIRED IN LIQUID TIGHT FLEXIBLE METAL OR
NONMETALLIC CONDUITS. AJE
6. BURIED CONDUIT SHALL BE SCHEDULE 40 PVC.
7. ELECTRICAL WIRING SHALL BE COPPER WITH TYPE XHHW, THWN, OR THININSULATION.
8. RUN ELECTRICAL CONDUIT OR CABLE BETWEEN ELECTRICAL UTILITY DEMARCATION I PROJECT NO: 4PB-0360-A I
POINT AND PROJECT OWNER CELL SITE PPC AS INDICATED ON THIS DRAWING.
PROVIDE FULL LENGTH PULL ROPE. COORDINATE INSTALLATION WITH UTILITY COMPANY.
| DRAWN BY: eve |
9. RUN TELCO CONDUIT OR CABLE BETWEEN TELEPHONE UTILITY DEMARCATION POINT AND
PROJECT OWNER CELL SITE TELCO CABINET AND BTS CABINET AS INDICATED ON THIS
DRAWING PROVIDE FULL LENGTH PULL ROPE IN INSTALLED TELCO CONDUIT. PROVIDE I CHECKED BY: MT I
GREENLEE CONDUIT MEASURING TAPE AT EACH END. -
10.  WHERE CONDUIT BETWEEN BTS AND PROJECT OWNER CELL SITE PPC AND BETWEEN BTS AND
PROJECT OWNER CELL SITE TELCO SERVICE CABINET ARE UNDERGROUND USE PVC, SCHEDULE SUBMITTALS
40 CONDUIT. ABOVE THE GROUND PORTION OF THESE CONDUITS SHALL BE PVC CONDUIT.
1. ALL EQUIPMENT LOCATED OUTSIDE SHALL HAVE NEMA 3R ENCLOSURE.
HOLD DOWN CLAMP FASTENED 12. PPC SUPPLIED BY PROJECT OWNER.
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TELCO CONDUIT THIS DOCUMENT IS THE CREATION, DESIGN,
PROPERTY AND COPYRIGHTED WORK OF
GROUND WIRE /CONDUIT T-MOBILE NORTHEAST, LLC. ANY DUPLICATION
OR USE WITHOUT EXPRESS WRITTEN CONSENT IS
STRICTLY PROHIBITED. DUPLICATION AND USE BY
GOVERNMENT AGENCIES FOR THE PURPOSES OF
CONDUCTING THEIR LAWFULLY AUTHORIZED
REGULATORY AND ADMINISTRATIVE FUNCTIONS IS
SPECIFICALLY ALLOWED.
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4"x4°x12" (FOR CONDUIT) PVC SLEEPERS. INSTALL EVERY = 284 DANFORTH STREET
6'~0" WHEN MOUNTED ON ROOF. ATTACH SLEEPER TO ROOF PORTLAND, ME 04102
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