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FASTENERS TO ATTACH THE

PIPE | ANNUAL | MIN. FILL| F O O O PROPOSED UNISTRUT TO THE
MAX. DIA. OF | NOMINAL
conburr | STaCE | MATERIEL | RATING THROUGH | ANNULAR | FILL MATERIAL TYPE 12" LONG : CEILING/WALL (SEE NOTE) ASE OFFICE:
3 4 1 /2 PENETRANT SPACE IN. UNISTRUT P1000 7A LYBERTY WAY
PIPE / -1/ 2 ” % SP 1100 PUTTY RIGID GALVANIZED CONDUIT UNISTRUT PIPE Q O WESTFORD, MA 01886
CONDUIT| 3/4” | 3/4 1 (NUMBER & SIZE MAY CLAMP (TYP.) . \ 1(972) 755-1882
2" 1” FS 1900 SEALANT VARY WITH APPLICATION) 127 LONG UNISTRUT PIPE
UNISTRUT P1000 e
METALLIC PIPE OR_ CONDUIT % 4 RIGID GALVANIZED CONDUIT CLAMP (TYP.) o
TO BE CENTERED WITHIN ONE 2"¢ SCHEDULE 40 PVC PIPE NOTE: (NUMBER & SIZE MAY
FIRESTOP SYSTEM. PIPE . TO BE CENTERED WITHIN
SHALL BE RIGIDLY N FIRESTOP SYSTEM. PIPE SHALL " VARY WITH APPLICATION) -
SUPPORTED ON BOTH SIDES N . 1. MASONRY — 3/8” SLEEVE ANCHORS
OF WALL/FLOOR ASSE”B'-Y% SIDES OF WALL/FLOOR ASSEMBLY 3. DRYWALL — PROVIDE WOOD BLOCKING CONDUIT SUPPORT DETAIL
A & USE WOOD LAG BOLTS 3 SCALE:  NTS.
/ SEALANT, MIN. OF 1 1/4” THICK, FLUSH
- WITH BOTH SURFACES OF WITH BOTH SURFACES OF WALL FOR 2 HR. ||| R RroN WiRpLEse ©
WALL (SEE TABLE) SEALANT: ASSEMBLY, 5/8" THICK FOF 1 HR. CONDUIT SUPPORT DETAIL 118 FLANDERS ROAD, 3RD FLOOR
A »
TREMCO INC, TREMSTOP—WBM ASSEMBLY. A 5/8" CROWN AROUND CONDUIT 2 ) SeALE NTS WESTBOROUGH, MA 01581
WITH A 1° MIN. LAP AROUND OPENING : N.T.S. RIGID GALVANIZED CONDUIT
: , (NUMBER & SIZE MAY VARY
UL SYSTEM NUMBER: WL2038 SEALANT: INTERNAT'L PROTECTIVE COATINGS WITH APPLICATION)
F RATING — 1 & 2 HR. CORP—FSP 110 PUTTY OR FS1900 SEALANT UL SYSTEM NUMBER: WL2038
F RATING — 1 & 2 HR. GALV. UNISTRUT
CABLE CLAMP (TYP.)
DETAIL IN GYPSUM WALLBOARD PVC_CONDUIT PENETRATION
DETAIL IN GYPSUM WALLBOARD
Zl, =2 PRE INSTALLED 1” GALV.
=g 33 UNISTRUT CHANNEL
2 2 FLOOR MAX MIN. MAX.  [MIN. FILL
N
)d = OR | Mt | PIPE | ANNULAR | ANNULAR | MaT. | MR- TORM 1 ©
) I < T':: WALL ) DIA. SPACE SPACE THICK. ) ' COOPER B—LINE DURA—BLOK
¥ 0 F [3-3/4"] 1-1/2" | 3/8" 2—-1/8" 17 2-3/4" 2 CABLES ATTACHED TO CABLE PART NO. DB10, TYP. EVERY
UL SYSTEM NUMBER: CAJ2057 | F_13=3/4"| 6" 3/8” 3/4” 17 2-3/4" > TRAY WITH CABLE TIES 6” O.C. 4’0" (H5"xW6"xL9.6")
T F RATING — 2 HR. F[3-3/4" e 3/8" " 2 1=3/4" | 2 "GABLE TRAY WITH 8° RUNG SPACING.
P |43/ 1-1/2" | 3/8" | 2-1/8 1 3-3/4" | 3 FASTEN TO SLEEPERS WITH HOLD CONDUIT SUPPORT DETAIL
\ Foo[4-3/4" 6" 3/8" 3/4 17 3-3/4" 3 DOWN CLAMPS & 3/8"x1—1/2" 4 SCALE: N.T.S.
TO BE CENTERED WITHIN FIRESTOP TR Y/ ey Ry ST _ =y . PART NO. LT—12—4D OR EQUAL NOT FOR CONSTRUCTION
SYSTEM. A NOM. ANNULAR SPACE 1 FOR BUILDING PERMIT ONLY
OF 5/16" IS REQUIRED WITHIN THE w |5-3/4"] & 3/8" 3/4” 17 3-3/4" 3
FIRESTOP SYSTEM PIPE SHALL BE T z z r . > ROOF PAD ADHERE
R e IeD o 2o e S T0 SegPERs, NoT CoB R W R Y
SIDES OF WALL/FLOOR ASSEMBLY w [6-3/4 & | 3/8 " 2 | 2-3/4 | 3 10 ROOF MEMBRANE WITHOUT THE. EXPRESS WRATEN CONSENT. OF THE
PACKING MATERIAL SHALL BE A MIN. S gL)lf:AIf: |;(E1 R?S 'Z,O_Ng Povg o CREATOR IS STRICTLY PROHIBITED.
OF 1 1/2” THICK OF MIN. 6 PCF AT ALL CABLE TRAY DRAWING SCALES ARE INTENDED FOR 24"x36" SIZE
MINERAL WOOL BATT INSULATION PRINTED MEDIA ONLY. ~ALL OTHER PRINTED SIZES
FIRMLY PACKED IN OPENING. FILL :JrglNgg IS:T_Y_(EDSIWEI_II:II_ITERS ARE DEEMED "NOT TO SCALE”.
VOID W/ A MIN. OF 2" THICK OF UL SYSTEM NUMBER: CAJ1020 > =N E RIS SPLICE PLATE ' BMITTAL
SEALANT APPLIED FLUSH W/THE TOP F RATING — 3 HR. 127 #6 GREEN STRANDED CONCRETE EVERY &'-07) - >
SURFACE OF BOTH SIDES OF - COPPER WITH 2—HOLE DATE | DESCRIPTION

FLOOR/WALL SEALANT: SPECSEAL 500,
501, 502 OR 505 SEALANT BY
SPECIFIED TECHNOLOGIES, INC.

LUG BONDING JUMPER

04/26/17 |FOR BUILDING PERMIT ONLY

ONE METALLIC PIPE, CONDUIT OR TUBING TO BE/
INSTALLED EITHER CONCENTRICALLY OR ECCENTRICALLY 5
WITHIN THE FIRESTOP SYSTEM. PIPE, CONDUIT OR

05/02/17 |REVISED FOR BP

CABLE TRAY DETAIL

SCALE: N.T.S.

PVC CONDUIT PENETRATION DETAIL TUBING TO BE RIGIDLY SUPPORTED ON BOTH SIDES OF
IN_CONCRETE_OR MASONRY FLOOR OR WALL. FORMING MATERIAL SHALL BE A MIN.
OF 1 1/2” THICK OF MIN. 4.0 PCF MINERAL WOOL
BATT INSULATION FIRMLY PACKED IN OPENING, USG
INTERIORS—TYPE SAF. THICKNESS OF SEALANT APPLIED
FLUSH W/THE TOP SURFACE OF BOTH SIDES OF
FLOOR/WALL (SEE TABLE), USG INTERIORS-TYPE SS
—
WALL MOUNT COVERED
VARIES VERTICAL CABLE TRAY SITE INFO:
PIPE & CONDUIT PENETRATION DETAIL KIT SITE PRO NO.: o
IN CONCRETE OR MASONRY WMC4, OR EQUAL SITE NAME:
GROUT ALL VOIDS Y (8'Hx11-1/2"Wx5-1/4"D) PORTLAND_9_ME
AROUND SLEEVES .
UL SYSTEM NUMBER: WL2038 LOCATION CODE:
SEALANT —\ F RATING — 1 & 2 HR.
n « 1/2"¢ THREADED ROD WITH s 6x12 HYBRID CABLES 380406
6 % NOTE: HILTI-HY 70 ADHESIVE. 2” T ROUTED WITHIN COVERED SITE ADDRESS:
D « EMBEDMENT INTO CMU WALL CABLE TRAY. PROVIDE
NOTE: | 284 DANFORTH STREET
_/ 1. CONTRACTOR TO X—RAY PRIOR TO (2 PER WALL MOUNT BRACKET) | | SNAP—IN HANGERS WITH
CONDUIT DRILLING OR CORING TO LOCATE \ CUSHION INSERTS AT PORTLAND, ME 04102
CORE HOLE 1 1/2” LARGER THAN EXISTING REBAR. DO NOT CUT REBAR | \:\L : WALL MOUNT KITS CUMBERLAND COUNTY
THE DIAMETER OF THE CONDUIT. ) ) WALL MOUNT BRACKETS F;/Z
CORE DRILLS TO BE SEALED WITH (2 PER CABLE TRAY N |
VA ELASTOMERIC SEALANT. SECTION @ 48” 0.C.) e SHEET TITLE:
F CONSTRUCTION DETAILS
GROUND JUMPER AT— | |, ¢ g
SPLICES (TYP.) NEXIUS PROJ. NO: SHEET NUMBER:
) VZ11509
1 [YPICAL CONDUIT PENETRATION DETAILS —— S
SCALE: N.T.S. - A_4

VERTICAL

6 SCALE: N.T.S.

CABLE TRAY DETAIL
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