Date:

Reviewed for Code Compliance
Inspections Division

Approved

10/03/14

with Conditions

3-6"

1 1/2° MTL PIPE RAIL

HORIZ WELD @ EACH
END TO ANGLE — MAX
SPACING LESS THAN 4"

1 1/2° MIL PIPE RAILL

VERTS WELD @ EACH END
TO ANGLE

L CONCRETE COMPOSITE SLAB

10 | sTAR pETAL

STEEL CHANNEL

| SCALE: 3/4"=1'-0"

9 | sTAR pETAL

PRE-FORMED TREAD PAN &
RISER FILL W/ CONCRETE.

MC—12x STRINGER.

1/4" CLOSURE PLATES WELD
& GRIND SMOQTH.

| SCALE: 3/4"=1-0"

S

MC-12x CHANNEL —

/ 2'-10"  HANDRALL

CONCRETE COMPOSITE SLAB —

PRE-FORMED TREAD PAN &
RISER FILL W/ CONCRETE.

STEEL CHANNEL

8 | star peTAL

| SCALE: 3/4"=1'-0"

PRE-FORMED TREAD PAN &
RISER FILL W/ CONCRETE.

1/4" CLOSURE PLATES WELD

& GRIND SMOQTH.

BOLT STRINGER TC FLOOR

7 | staR pETAL

| SCALE: 3/4"=1'-0"

CONTINUOUS RAILING
AT PERIMETER OF
STAIR OPENING _ -
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\REFERENCE DETAIL

C1 THIS SHEET FOR
1 HR CEILING INFO.

PAPER
DISPENSER
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19 EQUAL RISERS

4 | STAIR I SECTION (STAIR 2 SIMILAR)

3'—0"

SCALE: 1/4"=1"-0"

CLR.

T

2A| STAIR I PLAN-OVERALL (STAIR 2 SIMILAR)

SCALE: 1/4"=1"-0"

2 | STAIR 1 PLAN-FIRST FLOOR (STAIR 2 SIMILAR)

SCALE: 1/4"=1"-0"

NOTE:

IF DRYWALL MOUNTED PROVIDE

THRU WALL, SOLID, FIRE RETARDANT
BLOCKING. IF CMU/ CONC. MOUNTED
PROVIDE TOGGLE OR ANCHOR BOLTS.

21/4”

¥ 1-1/2" STANDARD STEEL PIPE HANDRAIL

0 ‘HANDRAIL DETAIL

| SCALE: 1 1/2"=1"-0"

ANCHOR BOLT(S) AS REQUIRED 21/4 pl

"STEEL WALL BRACKET
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C 1 1 HOUR CEILING ASSEMBLY

1-1/2" STANDARD PIPE HANDRAIL
STEEL WALL BRACKET

CONTINUOUS WOOD BLOCKING IN STUD
WALLS BEHIND ALL HANDRAILS

ANCHOR BOLTS AS NECESSARY.

5 ‘ HANDRAIL DETAIL
| SCALE: 1 1/2"=1"-0"

, 5 RISERS

8-9
15 EQUAL RISERS

9 RISERS

3| STAIR 3 SECTION
|  SCALE: 1/4=1-0"
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CLR.

3-57/8 74"

1 | STAIR3PLAN
| SCALE: 1/4"=1'0"

CEILING ASSEMBLY 1 HOUR RATING

GA FILE NO. FC5406 APPENDED GA 610-02

1. Gypsum Board -- Base layer 5/8" type X gypsum board applied at right angles to
framing with 1-1/4" Type W or S drywall screws 24" O.C. Face layer 5/8" type X
gypsum wallboard or gypsum veneer base applied at right angles to framing with
1-7/8" Type W or S drywall screwa 12" O.C. at joints and intermediate joists and
1-1/2" Type G drywall screws 12" O.C. placed 2" back either side of end joists.
Edge joints offset 24" from base layer edge joints.

2.  Framing Members -- Metal or wood framing structure

Ceiling provides one hour fire resistance protection for framing, including trusses.

Canal Landing / New Yard LLC

100 West Commercial St. Portland, ME
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Date:

25 September 2014 AS NOTED

STAIR SECTIONS
AND DETAILS




