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8" x 12" TAPPING SLEEVE & VALVE


ASSEMBLY (FIRE SERVICE)


PROVIDE INSERTA TEE


CONNECTION TO 48"


INTERCEPTOR. CONFIRM


INVERT WITH PWD


EXISTING OHW (TO BE


REMOVED BY OTHERS)


EXISTING TENSION


FABRIC BUILDING


19,200 SF

(BUILDING A)


PROPOSED LOADING


SLAB (BY OTHERS)


FUTURE BUILDING


180' x 160'


28,800 SF

(BUILDING B)
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WATER STUB


FOR FUTURE


CONNECTIONS


SANITARY STUBS


FOR FUTURE


CONNECTIONS


TEST PIT TO DETERMINE


WATER MAIN DEPTH


4" DOMESTIC


ENTRY


8" TEE AND GATE VALVE


EXISTING PAD MOUNT


TRANSFORMER


EXISTING SPRINKLER


SERVICE ENTRY
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1" BLOW OFF

SERVICE SHED (TO INCLUDE


POWER, POTABLE WATER SUPPLY


AND SEWAGE PUMPING TO FLOATS)


EXISTING FIRE


HYDRANT


EXISTING WATER TO BE


CAPPED AT PROPERTY LINE


FOLLOWING INSTALLATION OF


NEW WATER LINE TO


COMMERCIAL STREET


EXISTING NEW YARD


WATER TO BE


DISCONTINUED


EXISTING OVERHEAD ELECTRIC


TO BE REMOVED FOLLOWING


COMPLETION OF NEW POWER


SERVICE TO NEW YARD


4 ft Ø SMH 1


RIM = TBD


8" INV. IN = TBD


8" INV. IN = TBD


8" INV. OUT = TBD


4 ft Ø SMH 2


RIM = 12.5


8" INV. IN = TBD


8" INV. IN = TBD


8" INV. OUT = TBD
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SAN 5


SAN 3
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7' x 13' 8" FIRE LINE SUPPLY


METER WATER PIT


2 x 3 DUCT BANK


HYDRANT AND


VALVE ASSEMBLY 

4" x 8" TEE


AND VALVE


PROPOSED STAND PIPE


4" W/ 2 1

2" CONNECTOR


(3 TOTAL) (BY MEDOT)


FORCE MAIN FROM


WATERFRONT TO


TIE INTO INTERIOR


PLUMBING OF


BUILDING B
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NEW OVERHEAD POWER,


COMMUNICATIONS AND


CABLE TO NEW YARD


NEW UTILITY POLE (BY CMP)


NEW UTILITY POLE (BY CMP)


CMP TO CONFIRM OVERHEAD ROUTING


AND ANCHORING REQUIREMENTS
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AMENDED UTILITY PLAN 

C-4.1


CMW 

1" = 50'


1 inch =          ft.

( IN FEET )
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SEE IMT EXPANSION


PLANS BY MEDOT FOR


ALL PROPOSED UTILITIES


1. SEE CONTRACT NO. 3 LOWER FORE RIVER INTERCEPTOR PLAN SET BY CAMP,


DRESSER & McKEE, INC. PREPARED FOR PORTLAND WATER DISTRICT LAST REVISED


08.81 - REVISED FOR RECORD DRAWING. AVAILABLE FROM PORTLAND WATER


DISTRICT.


2. ALL UTILITY LOCATIONS ON THIS PLAN SHALL BE CONSIDERED APPROXIMATE AND


SHALL BE CONFIRMED IN THE FIELD BY THE SERVICING UTILITY. NORTHERN


UTILITIES SHALL CONFIRM LOCATION AND CONDITION OF OLD GAS MAINS IN THE


PROJECT VICINITY.


3. EXACT LOCATION OF NEW YARD POWER / COMMUNICATIONS / CABLE SERVICE TO


BE COORDINATED WITH MEDOT. ADDITIONAL UTILITY MANHOLES FOR


TELECOMMUNICATIONS MAY BE REQUIRED.


10/03/14


