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BLDG. C

175'x110'

19,250 S.F.

F.F.E: 14.5

BLDG. D

80'x60'

4,800 S.F.

20' x 120'

SHELL STORAGE

BLDG. (RUBB STYLE)

1

3

1

3

1

4

1

5

1

6

1

7

1

3

1

3

13

19

2

0

2

1

1

5

18

17

1
6

C.I.P.

STAIRS

RETAINING

WALL

1

4

14

14

13

13

15

14

1
3

TOP OF WALL 11' - 12'

BASED ON ADDITION

OF ONE COURSE OF

CONCRETE BLOCKS

1
3

9

1
0

1
1

1

2

1

0

1

1

1
2

2

0

2

3

1
2

ENTRY

2
4

CB (DOT)

CB (DOT)

CB (DOT)

CB (DOT)

CB (DOT)

CB (DOT)

CB (DOT)

EXISTING NEW YARD LLC

OPERATIONS YARD

IMC LOADING

DOCK

10" HP GAS

10" HP GAS

12

2

2

2
4

0

1
0

-
4

1

1

EDGE OF

BOATYARD

SURFACE
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1
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7

PROPOSED OUTFALL

THROUGH EXISTING

REVETMENT WALL

INV. OUT TBD

GRADING DEPICTED WITHIN THE RAIL CORRIDOR

IS BASED ON DESIGN PLANS BY HNTB AND IS

CONSIDERED APPROXIMATE AND INTENDED FOR

INFORMATIONAL PURPOSES ONLY.

UD-N5(DOT)

UD-N3(DOT)

UD-N4(DOT)

EXISTING CSO OUTFALL WILL REMAIN IN

PLACE AS THE PRIMARY DISCHARGE FOR

IMT AND CANAL LANDING DRAINAGE

SYSTEMS

EXISTING CSO OUTFALL WILL REMAIN IN

PLACE AS THE PRIMARY DISCAHRGE FOR

IMT AND CANAL LANDING DRAINAGE

SYSTEMS

EXISTING WATER DEPTHS BASED ON

PLAN REFERENCE #4 IDENTIFIED ON

SHEET C-2.1 (TYP)

STORM DRAIN APPURTENANCE SCHEDULE

ID

CB 1

CB 2

CB 3

CB 4

EX MH

RIM

12.40

12.60

12.60

10.40

13.66

SIZE

4 ft Ø

4 ft Ø

4 ft Ø

4 ft Ø

4 ft Ø

INV. IN / SIZE / FROM

9.09 / 15" / CB 1

6.84 / 15" / CB 2

6.84 / 12" / CB 4

6.20 / 15" / CB 3

INV. OUT / SIZE / TO

10.25 / 15" / CB 2

10.25 / 15" /

9.00 / 15" / CB 3

6.74 / 15" / EX MH

7.06 / 12" / CB 3

NORTHING

295390.70

295504.46

295597.01

295636.34

295638.52

EASTING

2926055.20

2926257.36

2926413.05

2926384.18

2926512.83

STORM DRAIN PIPE SCHEDULE

ID

SD 5

SD 6

UD 1

UD 2

UD 3

UD 4

SIZE

12"

15"

15"

15"

15"

15"

LENGTH

45'

127'

106'

228'

177'

104'

SLOPE

0.0050

0.005 (MIN)

0.1044

0.0051

0.0122

0.0052

TBD

6.20 / 30" / INTERCEPTOR

PROPOSED OUTFALL

THROUGH EXISTING

REVETMENT WALL

INV. OUT TBD

APPROXIMATE

MEAN LOW WATER

ELEVATION -4.O

SPRING HIGH TIDE

ELEVATION 7.4

NGVD 1929

SD 7 15" 45'

0.005 (MIN)
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