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CLIENT
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REVISIONS

DESCRIPTIONDATEREV

PRELIMINARY PHASE III AMENDED SITE PLAN TO

CITY OF PORTLAND

05.22.151

3091.04-DET

SITE DETAILS

1 OF 2

C-8.0

PBF

AS SHOWN

C

U-CHANNEL METAL SIGN POST

N.T.S.

B

TRAFFIC SIGN

N.T.S.

LENGTH: AS REQUIRED

WEIGHT PER LINEAR FOOT: 2.50 LBS. (MIN.)

HOLES: 3/8" DIAMETER, 1" C-C FULL LENGTH

STEEL: SHALL CONFORM TO ASTM A-499 (GRADE 60)

OR ASSTM A-576 (GRADE 1070 - 1080)

FINISH: SHALL BE PAINTED WITH TWO COATS OF AN

APPROVED MEDIUM GREEN

BAKED ON OR AIR DRIED, PAINT OF WEATHER

RESISTANT QUALITY. ALL FABRICATION SHALL BE

COMPLETE BEFORE PAINTING.

ALL SIGNAGE POST LOCATIONS TO BE REVIEWED AND

APPROVED BY UTILITY PROVIDERS PRIOR TO

INSTALLATION.
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STANDARD MUTCD SIGN

(SIGN TYPE, SIZE &

SHAPE VARIES)

SIGN MOUNTING BOLTS-
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GALVANIZED NOT
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SET 8" DIA. PVC SLEEVE,

FILL WITH PEA STONE TO

CONTROL WEEDS
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GALVANIZED U-CHANNEL

POST, 1.88 LBS/FT, SEE

DETAIL 'D' THIS SHEET
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PIPE BOLLARD DETAIL

N.T.S.

6" SCHEDULE 40 STEEL PIPE

FILLED WITH CONCRETE

PAVEMENT OR CONCRETE

SECTION - SEE DETAIL

PRIME, PAINT, AND APPLY 2 COATS

OF SAFETY YELLOW EPOXY ENAMEL

2
"

EXTEND CONCRETE NOSING

ABOVE STEEL PIPE - SMOOTH

WITH TROWEL & PAINT
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1.5' MIN. DIA.

GRANULAR

BASE

NON-PAVED AREASPAVED AREAS

6" LOAM & SEED

3,000 PSI CONCRETE BASE

F

BREAK AWAY GATE

N.T.S.

NOTE:

1. THIS DETAIL IS FOR REFERENCE ONLY. CONTRACTOR SHALL COORDINATE WITH OWNER AND

MANUFACTURER FOR DESIGN OF GATES.

2. ASSEMBLY TO BE PAINTED OSHA YELLOW.

3. PROVIDE PADLOCK BY KNOX COMPANY IF REQUIRED BY FIRE DEPARTMENT.

(2) EQUAL LENGTH GATES

SEE SITE PLAN FOR WIDTH & LOCATION

1' FROM FACE OF GUTTER

OR CURB AS APPLICABLE

3
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6" TYP.

HINGE

4,000 P.S.I.

CONCRETE

3
'

ATTACH FENCE

TO POST WITH

WIRE TIES

BEACON PLUS ORANGE

CONSTRUCTION FENCE BY

GEOTENAX CORPORATION,

4800 MONUMENT STREET,

BALTIMORE, MARYLAND 21205

1" STEEL POST SECURELY

DRIVEN INTO SOIL

E

ORANGE CONSTRUCTION FENCE

N.T.S.

8'-0" o.c.
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NOTES:

1. DIMENSIONS FOR PIPE DIAMETERS ARE NOMINAL OUTSIDE DIAMETERS.

2. REFER TO PLANS FOR LOCATION & HEIGHT OF FENCES TO BE INSTALLED.

3. REFER TO PLANS FOR GATE WIDTH AT EACH INSTALLATION.

4. ALL FENCE FABRIC, POSTS AND HARDWARE SHALL BE GALVANIZED.

5. THE CONTRACTOR IS CAUTIONED THAT THE SITE CONTAINS UNDERGROUND POWER AND

GAS FACILITIES AND THAT ALL POST LOCATIONS SHALL BE REVIEWED AND APPROVED BY

THE SERVING UTILITY COMPANIES PRIOR TO INSTALLATION. ALL COORDINATION EFFORTS

SHALL BE AT NO EXTRA EXPENSE TO THE OWNER.

INTERMEDIARY LINE

POST DETAIL

TERMINAL, CORNER &

GATE POST DETAIL

12"Ø SONOTUBE FORM

FOR ALL POSTS

3000 PSI CONCRETE

TOP OF CONCRETE

SOIL

UNDISTURBED SOIL,

TYP.

LINE POSTS DRIVEN INTO

THE GROUND WITH THE

MINIMUM DISTURBANCE

TO SURROUNDING SOILS

G

CHAIN LINK FENCE AND GATES

N.T.S.

CHAIN LINK FENCE INSTALLATION SCHEDULE

FENCE

HEIGHT

(A)

TOP RAIL

PIPE DIA.

(B)

LINE POST

PIPE DIA.

(C)

CORNER, TERMINAL &

GATE POST PIPE DIA.

(D)

4' 1.66" 1.90" 2.375"

6' 1.66" 1.90" 2.375"

8' 1.66" 2.375" 2.875"

10' 1.66" 2.875" 2.875"

POST DIAMETER SCHEDULE

GATE SIZE PIPE DIAMETER

6' AND LESS
3" O.D., 5.79 LBS/FT

6' TO 10'
4" O.D., 9.10 LBS/FT

FABRIC SHALL HAVE

KNUCKLED TOP & BOTTOM

CORNER & TERMINAL POST

(D) WITH ACORN CAP (TYP.)

1/4" x 3/4" BAR STRETCHER

STRETCHER BAR BANDS
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TOP RAIL - SEE SCHEDULE

FOR DIAMETER (B)

LINE POST - SEE

SCHEDULE FOR

DIAMETER (C)

SEE POST

DETAILS THIS

SHEET

1 5/8" Ø

BRACE

RAIL

NO. 7 G.A.

TENSION

WIRE

NO. 9 G.A. CLIPS

2'-0" O.C. MAX. (RAILS)

1'-0" O.C. MAX. (POSTS)

3-WIRE BARB ON 8'

HIGH FENCE ONLY

(OPTIMAL)

10'-0" MAX. TYP. 10'-0" MAX. TYP.

3/8" TRUSS

ROD WITH

ADJUSTABLE

TURNBUCKLE

9 G.A. ALUMINUM

COATED STEEL WIRE

FABRIC 2" MESH
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SEE POST

DETAILS

THIS SHEET

9 G.A. ALUMINUM

COATED STEEL

WIRE FABRIC 2"

MESH

TOP RAIL - SEE SCHEDULE

FOR DIAMETER (B)

GATE POST - SEE

SCHEDULE FOR

DIAMETER (D)

LINE POST - SEE SCHEDULE

FOR DIAMETER (C)

VERTICAL BRACE

LATCH
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8

" DIA.

BRACE RAIL

10'-0 MAX.
10'-0 MAX.12'-0" TO 20'-0"

3/8" TRUSS

ROD WITH

ADJUSTABLE

TURNBUCKLE
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4'-0" MIN. 10'-0" O.C. MAX

180° OFFSET

HINGE

EXPANSION SLEEVE

2" MESH #9 GAUGE

ALUMINUM COATED CHAIN

LINK FABRIC WITH

KNUCKLED SELVAGE TOP &

BOTTOM

1 5/8"Ø TOP RAIL GALV.

STEEL (TYP)

ALUMINUM BAND TIES

(TYP)

2 1/2" LATCH POST -

SEE  SCHEDULE

1 5/8"Ø GATE FRAME

LOCK KEEPER

3

8

" DIA. TRUSS

ROD

2 1/2" HINGE POST,

SEE SCHEDULE

STRETCHER BAR

3/4" x 1/4"

BARBANDS

1

5

8

" DIA.

BRACE RAIL

SEE POST

DETAILS

10'-0" O.C. MAX

3/8" TRUSS

ROD WITH

ADJUSTABLE

TURNBUCKLE
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12' WIDE DOUBLE SWINGING GATE

4' WIDE PEDESTRIAN SINGLE SWING GATE

CHAIN LINK FENCE

F
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I
D

E

VERTICAL

BRACE

ALL JOINTS

WELDED TO

MAKE A SOLID

FRAME

GATE POST (B)

A TYPICAL PAVEMENT MARKINGS
N.T.S.

L

APPROX. LANE C

NOTE:

ALL TRAFFIC MARKINGS TO BE

SOLID WHITE REFLECTIVE

TRAFFIC PAINT AS PER

DIMENSIONS SHOWN.
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8'-5"

LANE WIDTH VARIES

SEE SITE PLAN
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REFLECTIVE

TRAFFIC PAINT

STOP BAR
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5 1/2"
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NOTE:

THE CONTRACTOR IS CAUTIONED THAT THE SITE CONTAINS

UNDERGROUND POWER AND GAS FACILITIES AND THAT ALL POST

LOCATIONS SHALL BE REVIEWED AND APPROVED BY THE SERVING

UTILITY COMPANIES PRIOR TO INSTALLATION. ALL COORDINATION

EFFORTS SHALL BE AT NO EXTRA EXPENSE TO THE OWNER.

NOTE:

THE CONTRACTOR IS CAUTIONED THAT

THE SITE CONTAINS UNDERGROUND

POWER AND GAS FACILITIES AND THAT

ALL POST LOCATIONS SHALL BE REVIEWED

AND APPROVED BY THE SERVING UTILITY

COMPANIES PRIOR TO INSTALLATION. ALL

COORDINATION EFFORTS SHALL BE AT NO

EXTRA EXPENSE TO THE OWNER.

5' MIN.

EXISTING UGE

OR GAS PIPE


