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RADON RISER


EDPM ROOF 

SOFFIT ABOVE. 

POWERED RECESSED UV/PRIVACY

SHADES. REMOTE CONTROLLED

IN SEPARATE FREQUENCY. SEE SPECS.


BUILT-IN BOOKSHELVES


SOFFIT ABOVE.


SOFFIT ABOVE. 

OVERHEAD

SHELVES


INSULATED

ATTIC

HATCH


SOFFIT ABOVE.


SKYLIGHT


WALLS SEPARATING COMMON

STAIRS OR ELEVATOR/MECH

SHAFTS ARE CONSIDERED FIRE

BARRIER PROVIDE CONTINUITY PER

IBC 707.5. SEE TOP OF WALL

DETAILS & IBC CODE SUMMARY


GAS FIREPLACE


SKYLIGHT

CATHEDRAL 
CEILING

ABOVE


FULL HEIGHT SHELVES

FRAMED WALL ABOVE


SIM.

MECH


SHAFT


M. SHAFT


DN

COAT

38


A: 16.14 sq ft


LAUNDRY/BROOM

39


A: 23.88 sq ft


OFFICE 
41


A: 207.77 sq ft


CLOSET 
42


A: 9.07 sq ft 

BATHROOM 2 
43


A: 41.47 sq ft 

BEDROOM 2

44


A: 158.85 sq ft


CLOSET

45


A: 11.70 sq ft 

MASTER BATH

46


A: 75.39 sq ft MASTER BEDROOM

49


A: 247.26 sq ft 

CLOSET

47


A: 4.33 sq ft 

CLOSET

48


A: 77.62 sq ft 

ENTRY/KITCHEN CORRIDOR 
37


A: 174.85 sq ft 

BEDROOM CORRIDOR 
40


A: 54.70 sq ft 
KITCHEN


52

A: 142.64 sq ft 

PANTRY

53


A: 9.39 sq ft


DINING/LIVING

50


A: 564.16 sq ft


DECK

51


A: 136.52 sq ft
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1 A-6.1 

4 A-6.2


5


A-6.2


POWERED RECESSED UV/PRIVACY

SHADES. REMOTE CONTROLLED

IN SEPARATE FREQUENCY. SEE SPECS.


GLASS ENCLOSURE

AND 2'-6" TO 3'-0"

WIDE DOOR - EXACT

SIZE & LAYOUT TO

BE COORD W/FIXT.

SELECTIONS


DROPPED

SOFFIT ABOVE


ACCESS HATCH TO

FIT WITHIN JOIST

BAY MIN R.O. 22"X30"

& 30" HEADROOM

ABOVE HATCH PER

IRC 807.1 - GC TO

FIELD VERIFY PRIOR

TO INSTALLATION


PARTIAL WALL BELOW

COUNTERTOP. EXACT

MODEL TBD.


COUNTERTOP

SUPPORTS

BY QUARTZ

FABRICATOR, TYP.

EXACT LAYOUT TO BE

CONFIRMED BY OWNER


POWERED RECESSED

BLACKOUT SHADES. REMOTE


CONTROLLED IN SEPARATE

BEDROOM FREQUENCY. SEE SPECS.


ACCESS HATCH TO FIT WITHIN JOIST 
BAY MIN R.O. 20"X30" & 30" HEADROOM 
ABOVE HATCH PER IBC 1209.2 - GC TO

FIELD VERIFY PRIOR TO INSTALLATION


GAS FIREPLACE


SKYLIGHT


CATHEDRAL

CEILING

ABOVE


FULL HEIGHT SHELVES


FRAMED WALL ABOVE


SIM. 

1/4":12


UNIT 2 ELEV.

36


A: 18.88 sq ft


NOTES 
1. INTERIOR WALL FRAMING TO BE 2X4 UNLESS NOTED OTHERWISE. 

SYMBOL KEY 
1. ONE HOUR FIRE-RATED ASSEMBLY


    SEE A-4.1 ASSEMBLY DETAILS


2. EXTERIOR HOSE BIB


3. POWERED RECESSED ROLLER SHADES: UV/PRIVACY


    ALT: SURFACE MOUNTED


4. POWERED RECESSED ROLLER SHADES: BLACKOUT


    ALT: SURFACE MOUNTED


HB


N
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