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COMPOSITE FRIEZE BOARD

PAINTED TO MATCH ADJACENT SIDING


SIDING TYPE & COLOR VARIES. SEE ELEVATIONS


METAL FLASHING, PAINTED TO MATCH ADJACENT SIDING 

PAINTED MDO SOFFIT 

COMPOSITE TWO-PART PAINTED FASCIA BOARD


ASPHALT SHINGLES


METAL DRIP EDGE PAINTED

TO MATCH FASCIA


METAL FLASHING PAINTED TO MATCH ADJACENT SIDING


COMPOSITE TRIM 5/4 WIDTH PTD. TO MATCH WINDOW, TYP.


A


B


SOFFIT VENT STRIP

A


AIR BARRIER &VAPOR

RETARDER MEMBRANE


LOOSE FILL


3/4"
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/2
"


119'-4" T.O. SUBFLOOR


SECOND FLOOR


10"


SIDING OVER 1X STRAPPING

WALL BASE

GWB


FINISH FLOOR


C 

2


SPRAY FOAM INSULATION


RIGID INSULATION. SEE STRUCT. 

RED LINE REPRESENTS AIR

BARRIER MEMBRANE 

ORANGE DASH/DOT LINE REPRESENTS

VAPOR RETARDER MEMBRANE 

UNIT 2
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107'-8" T.O. SUBFLOOR


FIRST FLOOR


5

A-5.1


10" 

FINISH FLOOR 

WALL BASE


GWB


3


SPRAY FOAM INSULATION


RIGID INSULATION. SEE STRUCT.


ORANGE DASH/DOT LINE REPRESENTS

VAPOR RETARDER MEMBRANE


RED LINE REPRESENTS AIR

BARRIER MEMBRANE


UNIT 1


4
" 

1  1 /2"


1 3/4"

1 1/4" 

94'-10" T.O. SLAB


VARIES - SEE STRUCT.


BASEMENT


TOP OF FOUNDATION WALL


3
" 

4
"


8" 2"


2" FOIL-FACED POLYISO

INSULATION, TAPED & SEALED


GWB


COMPOSITE WATER TABLE PAINTED

TO MATCH ADJACENT SIDING


FLASHING W/INSECT MESH

PAINTED TO MATCH ADJACENT SIDING


SUB-SLAB VAPOR

BARRIER TAKEN UP &

LAPPED OVER POLYISO


PERF. RADON PIPE


(1) 3" EPS SUB-SLAB

INSUL. W/ OFFSET

JOINTS


D


F


EPDM GASKET


EPS AT SLAB EDGE


RED LINE REPRESENTS AIR

BARRIER MEMBRANE 

BASEMENT


A 

B 

C


D


A2 

E


F


G


ASSEMBLY NOTES


PITCHED ROOFS: ~ R-66.4

Self-Sealing Asphalt Shingles,

On Roofing Underlayment,

On Roof Sheathing (See Struct.),

On PE Truss (See Struct.) w/1'-6" Loose Fill Cellulose Insulation,

On 1x Strapping

On Vapor Retarder & Air Barrier Membrane: Intello ProClima Plus,

On 5/8" GWB Ceiling,

Dropped Ceilings where applicable - See RCP


PITCHED ROOFS (@ CATHEDRAL CEILING):

Self-Sealing Asphalt Shingles,

On Roofing Underlayment,

On Roof Sheathing w/ Taped Seams (Air Barrier)(See Struct.),

On PE Truss (See Struct.), w/Dense Pack Cellulose Insulation full cavity

On 1x Strapping

On Vapor Retarder Membrane: Intello ProClima Plus,

On 5/8" GWB Ceiling


PITCHED ROOF (@ EAVES):

Self-Sealing Asphalt Shingles,

On Roofing Underlayment,

On Roof Sheathing (See Struct.),

On PE Truss or Roof Framing Per Structural (See Struct.)

On Painted 3/4" MDO Soffit,

See Details for Fascia, Venting and Drip Edge information,

Overhangs Vary. See Roof Plan.


EXTERIOR WALL:  ~ R-33.7

Exterior Fibercement Siding (See Elevations for Extents),

On (1x K.D. strapping w/ black vinyl bug screen),

On Air Barrier: Henry VP100,

On 1/2" CDX Plywood (See Struct.),

On 10" Double Stud Framing w/Full-Depth Dense Packed Cellulose

On MemBrain Vapor Retarder Membrane (stapled over insul. netting),

On 5/8" GWB,


CONC. FOUND. WALL: ~R-14 @ CONC. FOUND. STEPPED WALL

Free Draining Backfill,

On Sheet Waterproofing w/ Dimple Mat, Fluid-Applied Damproofing,

On Reinforced Concrete Wall (See Struct.),

On 2" Foil Faced Polyiso Insul. (R-13) Taped & Sealed,

On 5/8" GWB


CONC. FOUND. WALL (AT CRAWLSPACE EXTERIOR):

Free Draining Backfill,

On Sheet Waterproofing w/ Dimple Mat, Fluid-Applied Damproofing

Reinforced Concrete Wall (See Struct.),

On 2" EPS insulation, extend 24" min. below sub-slab EPS (See details)


INTERIOR SLAB ON GRADE: ~ R-13.6

Sealed Reinforced 4" Concrete slab (See Struct),

On 15 Mil. min. Poly Vapor Barrier Taped and Sealed,

On 3" Rigid EPS Insulation,

On 6" Crushed Gravel Fill (No Fines)


EXPOSED FRAMED FLOORS:

Finish Floor Material (See Interior Finish Schedule),

On T+G Sheathing (See Struct.),

On Floor Joists (See Struct.) w/Full-Depth Dense Packed Cellulose

On 1/2" CDX Plywood,

On Henry VP100,

On 1x Furring,

On Painted MDO Soffit


SEE A-4.0 FOR INTERIOR FRAMED FLOOR DETAILS


SEE A-4.0 FOR INTERIOR FIRE RATED WALL DETAIL
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PERF. RADON PIPE


(1) 3" EPS SUB-SLAB

INSUL. W/ OFFSET
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EPDM GASKET 

2" EPS AT SLAB EDGE


WALL BEYOND


RED LINE REPRESENTS AIR

BARRIER MEMBRANE


GARAGE
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GUARD VERTICAL OR

HORIZONTAL OPENINGS


TO BE LESS THAN 4" PER

IRC 312.3


DECK GUARD TO COMPLY

WITH IRC 312


EPDM  SLOPED AT 1/4" PER FOOT


TAPERED SLEEPRS, SEE STRUCT.


1x6 DECKING


SPRAY FOAM AT UNDERSIDE OF

DECK SHEATHING. R-25  MIN.


LAP EPDM UP WALL

12 IN. MIN 

GLAZED PANEL 

STRUCTURAL POST


UNIT 1 
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FINISH FLOOR


BLOCKING AT INTERIOR WALL
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A-5.0


10"

2 1/2"


2 1/2" 2 1/2"  

2 1 /2"


DECK GUARD TO COMPLY

WITH IRC 312


TAPERED SLEEPRS, SEE STRUCT.


EPDM  SLOPED AT 1/4" PER FOOT


1x6 DECKING


RED DASHED LINE REPRESENTS

AIR BARRIER MEMBRANE


ORANGE DASH/DOT LINE REPRESENTS

VAPOR RETARDER MEMBRANE


COMPOSITE FASCIA  BOARDS


3/4" MDO SOFFIT


LAP EPDM UP WALL

12 IN. MIN


UNIT 2 

1 '-6"


GRID


2

A-5.3 

B 

A2 

RED DASHED LINE REPRESENTS

AIR BARRIER MEMBRANE 

ORANGE DASH/DOT LINE REPRESENTS

VAPOR RETARDER MEMBRANE 

DENSE PA
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0 1' 2' 3'
SCALE: 3/4"   =    1'-0" 1 
TYPICAL WALL SECTION


0 1' 2' 3' SCALE: 3/4"   =    1'-0" 2 
WALL SECTION THROUGH DECK
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