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 8"D. ROUND COLUMN WRAP

FOR STRUCTURAL COLUMN.

PAINTED FIBERGLASS,

CELLULAR PVC OR SIMILAR.


FALSE 8"D. ROUND POST WRAP

TO MATCH ADJACENT COLUMN

WRAPS. PAINTED FIBERGLASS,


CELLULAR PVC OR SIMILAR. 

2"D. ROUND HANDRAIL

PAINTED WOOD HANDRAIL.


3/4"D. ROUND

BALUSTERS, PAINTED


MAIN STRUCTURE WALL

BEYOND


CONCEALED

HANDRAIL POST


COMPOSITE TRIM W/METAL

DRIP EDGE. ROOF EDGE


PROFILE TO MATCH MAIN

ROOF


WHITE CEDAR DECKING,

CLEAR FINISH


TYP. BALUSTER

SPACING 3" O.C.


1x6 PAINTED REMOVABLE

SKIRTING W/ 1/2"

GAP BETWEEN BOARDS


SKIRTING TO ACT AS CRAWL

SPACE ACCESS PER IRC 408.4 MIN.

CLEAR OPENING DIMENSIONS:

18" HIGH X 24" WIDE


6" RISERS

11" TREADS WITH 1" NOSING 

ENTRY

PORCH


1
0
 1

/2
"


5
 1

/2
"


2 3/4"


4
"


5
 1

/4
"


GRID


SECOND FLOOR


2 1 /2"


119'-4" T.O. SUBFLOOR


WOOD CAP WITH DOUBLE -
SLOPED SURFACE AND EASED


EDGES, PTD.


1X DECKING 

1/2" TEMPERED GLASS.

REQUIRED DIMENSIONS


TO BE CONFIRMED BY

FABRICATOR


WOOD RAIL WITH DOUBLE -
SLOPED SURFACE AND EASED

EDGES & DRIP PROFILE, PTD.


DECK GUARD TO COMPLY

WITH  IBC 1013


TAPERED SLEEPRS, SEE STRUCT.


EPDM  SLOPED AT 1/4" PER FOOT


COMPOSITE FASCIA  BOARDS, PTD.


3/4" MDO SOFFIT, PTD.


STRUCTURAL POST, PTD.


0 6'' 1 ' 2'
SCALE: 1"       =    1'-0" 4 
ENTRY BALUSTER SECTION


SCALE: 1 1/2"=    1'-0" 2 
EAST DECK-RAIL AND DECK DETAIL
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