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ENLARGED BUILDING SECTION @ STAGE PIT
SCALE: 1/4" = 1'-0"
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VINYL BASE

PTD GWB

EXISTING WINDOW
TO BE REMOVED AND
INFILLED WITH MTL.
FRAMING GWB,
PATCH & PAINT AS 
NECESSARY

ALTERNATING 
TREAD STAIR #5 
TO CATWALK

RIGGING AND CATWALK
BEAMS, SEE STRUCTURAL

CATWALK SYSTEM
OVER STAGE, 
REF: 3/A3.2

ALTERNATING 
TREAD STAIR #4
TO LIGHT GRID

ALTERNATING TREAD 
STAIR #6 TO FLY

SIDE CURTAINS
& VALANCES

PROSCENIUM CURTAIN
AND TEASER VALANCE

SEE DETAILS ON A3.3 FOR STAGE
FLOOR ASSEMBLY

CONCRETE SLAB

STEPPED CONCRETE 
SEATING PLATFORMS,
SEE DETAILS.

THEATER SEATING

PTD GALV
STL DOORS

DOORS BEYOND,
SEE SCHEDULE

CLAD WOOD
FIXED WINDOWS
2" HDWD.s  TRIM TYP

HVAC DUCTS
PTD BLACK

STEEL TRUSSES 
PTD BLACK

CATWALK
LEVEL

HARDWOOD VENEER PLYWOOD
PANELS ON METAL FRAME

RECESSED CAN
PENDANT LIGHTS

GWB. , PTD BLACK

HARDWOOD VENEER
WALL PANELS WITH
2" HARDWOOD TRIM &
1/2" REVEALS

CONCRETE RISERS & STAIRS
CARPET COVERED TREADS 
AND RISERS

3'
-6

"

1'
-9

"

GUARD RAIL WITH
SOUND BOARD

LIGHT CATWALK

BOTTOM OF OVERHANGING
UPPER FLOOR LEVEL

HARDWOOD TRIM ON
STRUCTURAL STEEL
SUPPORT COLUMNS

CONTROL ROOM
VIEW WINDOWS
IN ALUMINUM SLIDING 
WINDOW TRACK

ENTRANCE VESTIBULE
CLAD IN HARDWOOD 
VENEER PLYWOOD

STEEL TRUSSES 
PTD BLACK

DIAGONAL STEEL
CROSS BRACES

WIRE PARTITION AND GATE
AT STAIR

WALL MOUNTED
LIGHT FIXTURES

EXISTING DANCE STUDIO

HARDWOOD VENEER PLY
ON FRAMING AT FACE 
OF STAGE

1 1/2" DIA. PTD STEEL RAILINGS
WITH HARDWOOD HANDRAIL

MOTORIZED 
BLACKOUT SCREENS, 
TYPICAL AT 
WEST WINDOWS

3
A4.2

6" HARDWOOD
BASE TRIM 6" HARDWOOD

BASE TRIM

HARDWOOD TRIM @ EDGES.
END CAPS & TOP CAPS, TYP.

48" WIDE, 
FABRIC COVERED
ACOUSTICAL PANELS

SLOPING SUSPENDED
GWB CEILING, PTD.

48" WIDE, FABRIC COVERED
ACOUSTICAL PANELS

2" HARDWOOD TRIM

2" HARDWOOD TRIM

ALIGN (VIF)

ALIGN (VIF)

HARD
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HARDWOOD TRIM ON
STRUCTURAL STEEL
COLUMN BEYOND

G16

SUSPENDED ACT 
CEILING/NEW

NEW GWB PARTITION
NEW HMF AND DOOR

WEST FLY 113BEYOND
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EL: 158'-0"

3'
-1

1 
1/

2"

6
A3.2

14
'-6

"
5'

-4
"

CONC. STOOP
BEYOND

HARDWOOD VENEER
WALL PANELS WITH
2" HARDWOOD TRIM
& 1/2" REVEALS

TOP OF HARDWOOD
VENEER WALL PANELS

109

EXISTING WINDOWS BEYOND, 
TO REMAIN.  PROVIDE NEW FLASHING 
AND COUNTER FLASHING
BELOW TO TIE INTO ROOFING

PTD GWB
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G08
DRAMA ROOM STORAGE

G03

116

MUSIC 
CLASSROOM

OPP. HAND CONCRETE SLAB

HARDWOOD TRIM ENCLOSURE
FOR WINDOW SHADES

METAL ACOUSTIC DECKING
PAINTED BLACK

BUILDING SECTION
SCALE: 1/4" = 1'-0"
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9
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NEW GWB PARTITION

SUSPENDED GWB 
CEILING, PTD.

LINE ON EXISTING
CONSTRUCTION

LINE ON EXISTING
CONSTRUCTION
TO REMAIN

FULL HEIGHT GWB PARTITION
TO UNDERSIDE OF METAL DECK

PAINTED GWB 
ON METALSTUDS

MOTORIZED 
BLACKOUT SCREENS, 
TYPICAL AT 
WEST WINDOWS

HARDWOOD VENEER
WALL PANELS 
AT SIDEWALL PILASTERS

48" WIDE, FABRIC COVERED
ACOUSTICAL PANELS

HARDWOOD VENEER
WALL PANELS 
AT SIDEWALL PILASTERS

CORRIDOR N/S
110

CORRIDOR 
G01BG01

x
Ax.x

HVAC DUCTS
PTD BLACK

FULL HEIGHT GWB PARTITION BEYOND
TO UNDERSIDE OF METAL DECK

SEATING REMOVED FOR CLARITY
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EL: 132'-4 1/2"

EL: 133'-9""

EL: 135'-1 1/2"

EL: 136'-6"

EL: 137'-10 1/2"

EL: 139'-3"

EL: 140'-7 1/2"

EL: 142'-0"

EL: 125'-6"

EL: 126'-10 1/2""

EL: 128'-3"

EXISTING CONSTRUCTION

5/8" HARDWOOD VENEER PLYWOOD
CLASS 'B' RATING

                ON 1/2" PLYWOOD
1 1/4' FABRIC COVERED ACOUSTIC 

WALL PANELS

MATERIALS LEGEND

LEVEL OF SCAFFOLDING 
TO BE PROVIDED BY 
GENERAL CONTRACTOR

1 1/2"  STEEL BAR STOCK
VERTICALS
GRIND TOP EDGE TO MATCH
HANDRAIL PROFILE
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UNISTRUT SYSTEM
FOR SUPPORT OF 
CEILING PANELS BELOW

NOTE:  THEATER CEILING PANEL SECTION
DETAIL 2 / SHEET A-7.3

11/2" DIAMETER STEEL
PIPE, TYP.

3'-6"

DETAIL at THEATER RISER
SCALE: 1" = 1'-0"

DETAIL at THEATER STAIR CASE
SCALE: 1" = 1'-0"

4
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THEATER STAIR PLAN
SCALE: 1/2" = 1'-0"

3
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11/2" DIAMETER STEEL
VERTICALS, 48" OC MIN.

1/4" STEEL KICKPLATES
FLOOR GRATING

DETAIL at CATWALK
SCALE: 3/4" = 1'-0"
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DETAIL at CATWALK
SCALE: NTS
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CONTROL
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NEW DANCE
STORAGE
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MECHANICAL PLENUM SPACE

SLOPED STEEL BEAM
BEYOND

POURED CONCRETE 
ON METAL DECK

MECHANICAL DIFFUSERS
TYPICAL, ONE AT EACH 
FIXED SEAT.

NOTE:  (280) 6" DIAMETER 
HOLES TO BE CUT INTO 
CARPET AND RISERS TO 
ACCOMMODATE DIFFUSER

STEEL BEAM & ANGLE

SUSPENDED, ONE HOUR RATED,
GWB CEILING

NOTE:  SEATING NOT SHOWN
             FOR CLARITY

CARPETED RISERS AND 
SEATING PLATFORMS
TYPICAL

RUBBER NOSING
TYPICAL AT FRONT 
EDGE OF RISERS

MECHANICAL PLENUM SPACE

SLOPED STEEL BEAM
BEYOND

FIELD FORMED
POURED IN PLACE STAIRS

LINE OF THEATER
RISER BEYOND

SUSPENDED, ONE HOUR RATED,
GWB CEILING

CARPETED STAIR TREADS 
AND RISERS

RUBBER NOSING
TYPICAL AT FRONT 
EDGE OF TREADS

PLATE ADDED AT INTERSECTION OF THEATER RISERS 
FOR FORMATION OF STAIR RISERS
CONCRETE FILLED

5
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4
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NOTE:  SEATING NOT SHOWN
             FOR CLARITY

EQ.
EQ.

EQ.
EQ.

EQ.
EQ.

PLATE ADDED AT INTER-
SECTION OF THEATER 
RISERS FOR FORMATION 
OF STAIR RISERS
FILL TO THEATER RISER 
LEVEL WITH CONCRETE

FIELD FORMED
POURED IN PLACE STAIRS

1 1/2" DIAMETER HARDWOOD 
RAILING ON STEEL FRAME
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12 EQUAL TREADS @ 12 1/2"

1 1/2" HARDWOOD RAILING
ATTACHED TO STEEL SUBFRAME 
WITH COUNTERSUNK  SCREWS 
FROM BELOW

1 1/2"  STEEL BAR STOCK
VERTICALS
FIELD WELD TO STAIR PAN

1 1/2" HARDWOOD RAILING
ATTACHED TO STEEL FRAME
GUARD RAILING
CARPETED 
RISER FACE



NOTE:  (280) 6" DIAMETER 
HOLES TO BE CUT INTO 
CARPET AND RISERS TO 
ACCOMMODATE DIFFUSER

BEVEL EACH RISER
3/4". TYPICAL
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1 1/2" HARDWOOD RAILING
ATTACHED TO  1/4" X 1"
STEEL SUBFRAME WITH 
COUNTERSUNK  SCREWS 
FROM BELOW

GRIND TOP EDGE  OF 
VERTICALS TO MATCH
HANDRAIL PROFILE


