
75 York Street
Portland, Maine 04101
phone 207 772 4656
fax 207 828 4656

TITLE

PROJECT

REVISION /DATE:

STATUS: 
                         
                   

DWG NO.

THIS DRAWING IS THE PROPERTY OF
SCOTT SIMONS ARCHITECTS

AND IS NOT TO BE COPIED OR
REPRODUCED IN PART OR WHOLE.

WAYNFLETE ARTS CENTER
PHASE TWO


ADDITION/ RENOVATION

360 SPRING STREET
PORTLAND, ME

DATE:
09.07.2007

PROJECT NO.
2003-0040.00
DRAWN BY:

ISSUED FOR BIDDiNG
CONSTRUCTION DOCUMENTS

2007 c  Scott Simons Architects

6"

ENLARGED
BUILDING SECTIONS

A-3.3

BUILDING SECTION
SCALE: 1/4" = 1'-0"

1

FIRST FLOOR
EL: 142'-0"

SECOND FLOOR
EL: 154'-0 1/2"

12
'-0

 1
/2

"

GROUND FLOOR
EL: 127'-6"

14
'-6

"

HARDWOOD VENEER PLYWOOD  CEILING
PANELS ON METAL FRAME

HARDWOOD VENEER
PLYWOOD WALL
PANELS WITH
2" HARDWOOD TRIM &
1/2" REVEALS 
ON 1/2" PLYWOOD BACKUP
ON 5/8" GWB 
ON  METAL FRAMING

HVAC DUCTS
POSITION OF DUCTWORK DEPENDANT 
ON TRUSSWEB CONFIGURATION
PAINTED BLACK

STEEL  ROOF TRUSSES 
SEE STRUCTURAL
NOTE:  TRUSS WEB CONFIGURATION NOT SHOWN
STRUCTURE TO BE PAINTED BLACK

LIGHT CATWALK

PTD HM DOOR AND FRAME
FIRE RATED 

1/2" REVEAL

1/2" REVEAL

1 1/2" WOOD HANDRAILING
WALL MOUNTED W/ S.S. BRACKETSHARDWOOD VENEER PLYWOOD 

AT FACE OF STAGE

PAINTED WOOD TRIM

6" HARDWOOD BASE WITH
1/2" REVEAL @ PANEL EDGE

6" HARDWOOD BASE WITH
1/2" REVEAL @ PANEL EDGE

PTD. GWB ON METAL STUD FRAMING

2" HARDWOOD
TRIM

2" HARDWOOD
TRIM

1/2" REVEAL

1/2" REVEAL
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15°

SECOND FLOOR SLAB
EL: 154'-0 1/2"

FRONT EDGE OF CEILING SOFFIT
EL: 150'-4 1/2"

TOP OF CONTROL BOOTH
EL: +153'-4"

48" WIDE FABRIC COVERED
ACOUSTICAL PANELS ON GWB

BLOCKING

2" CONCRETE ON 1 1/2
DECK. (EXISTING)

20" OPEN WEB STEEL
JOIST (EXISTING)

STEEL BEAM 
(EXISTING TO BE REPLACED)
SEE STRUCTURAL

1/2" GWB ON SUSPENDED 
METAL FRAMING

HARDWOOD TRIM

3
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5/8" GWB ON
METAL FRAMING

P. LAM. COUNTER TOP
& BRACES

2" HARDWOOD TRIM

2X4 LEDGER

1/4"  TEMPERED GLASS IN FULLY 
RECESSED ALUMINUM SLIDING 
WINDOW TRACK

2'
-6

" A
FF

ACT, @ 8'-0" AFF

ACOUSTIC BATT INSULATION

5/8" GWB ON METAL FRAMING

2" HARDWOOD TRIM

BLOCKING

9"

7
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ANGLED WALL BEYONDANGLED WALL BEYOND

4
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X
A-X.X

X
A-X.X

X
A-X.X

X
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ACOUSTIC BATT INSULATION

EXTEND GWB AT UNDERSIDE
OF FRAMING TO BEYOND
COLUMN LINE H

48" WIDE FABRIC COVERED
ACOUSTICAL PANELS ON GWB

BLOCKING

FACE OF GWB WALL BEYOND AT 
TECH ROOM 202

1/4"  TEMPERED GLASS IN FULLY 
RECESSED ALUMINUM SLIDING 
WINDOW TRACK

H

H

3/4" PLYWOOD CAP 
ON METAL JOISTS

1/2" PTD  GWB ON 6" METAL 
FRAMING, EXTEND TO UNDERSIDE 
OF ROOF DECK



LINE OF ROOF TRUSS
SEE STRUCTURAL

SOLID WOOD BLOCKING
@ BRACES TYP.

FACE OF GWB WALL BEYOND AT 
TECH ROOM 202

5
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HARDWOOD TRIM AND VENEEER 
PLYWOOD CLAD STRUCTRUAL COLUMN

4º

6" HARDWOOD BASE WITH
1/2" REVEAL @ PANEL EDGE

HARDWOOD TRIM AT 
DOOR AND WINDOW JAMBSHARDWOOD TRIM AT THRUST STAGE

SUPPORT BENT

MICROPHONE / TV OUTLET
DUPLEX OPUTLETS
CENTER ON STAGE 
OPENING

SURFACE MOUNTED 
SPEAKER CLUSTER, 
PROVIDE BLOCKING 
AND CONCEALED 
CABLE ACCESS

ACOUSTIC METAL 
ROOF DECKING
PAINTED BLACK

PTD. GWB ON METAL 
STUD FRAMING AT FACE OF PROSCENIUM
EXTEND TO UNDERSIDE OF ROOF DECK

PROSCENIUM CURTAIN 
AND TEASER VALANCE

33'-2"

18
'-6

"

6
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2'
-0

"

PROSCENIUM HEAD
EL: 146'-0"

STAGE ELEV.
EL: 127'-6"

SLAB ELEV. AT STAGE
EL: 127'-2"

PIT ELEV.
EL: 125'-6"

HARDWOOD TRIM AT 
PROSCENIUM HEAD

PROSCENIUM HEAD
EL: 146'-0"

2'
-1

"
2"

2'
-1

" 

5/8" PTD GWB ON
METAL STUDS

2'-0"2'-0"

7 
3/

4"

6"

FULLY RECESSED 
MOTORIZED PROJECTION 
SCREEN WITH AUTOMATIC 
CEILING CLOSURE
AND EXTRA DROP
BEHIND HANDWOOD PLY

PROJECTION SCREEN 
IN LOWERED POSITION

FIRE STROBE
CENTER IN PANEL
TYPICAL

FIRE STROBE
CENTER IN PANEL
TYPICAL

10
'-6

"
10

'-0
"

10
'-0

"

TOP OF STEEL
EL: 147-8"

ATTACH GWB  TO 
CASE WITH 
ADHESIVE

GWB FINISH
BEAD

8 1/4"

1'-2 1/4"

6" 8 1/4"

1'-2 1/4"

5/8" PTD GWB ON
METAL STUDS

EXISTING CONSTRUCTION

5/8" HARDWOOD VENEER PLYWOOD
CLASS 'B' RATING

                ON 1/2" PLYWOOD
1 1/4' FABRIC COVERED ACOUSTIC 

WALL PANELS

MATERIALS LEGEND

PTD. GWB ON METAL STUD FRAMING

SECTION DETAIL@ CONTROL BOOTH  [201]
SCALE: 3/4" = 1'-0"

2

A-3.3

DETAIL @ THEATER COLUMNS
SCALE: 3" = 1'-0"
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8"
3'-2"

6"

2"

3'
-8

 1
/2

"

1 14 "
12 "

AL
IG

N

ACOUSTIC BATT
INSULATION

5/8" GWB ON 
METAL FRAMING
BOTH SIDES

LEDGER

FABRIC COVERED ACOUSTIC 
PANEL(1 1/4") ON 'ZEE' CLIPS

PLYWOOD

P-LAM

5/4" HARDWOOD TRIM

3/4" HARDWOOD TRIM

LINE OF HARDWOOD TRIM
BEYOND

15°

DETAIL @ SILL
SCALE: 3" = 1'-0"
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1'-0"

3
4"

3
4"1 12"

1
2"5 12"1 12"

3
4"

3
4"

7 
1 2"

HARDWOOD CAP

1 1/2" X 6 1/2" BLOCKING

3/4" H.W. VENEER PLYWOOD

1/2" PLYWOOD BLOCKING
AROUND COLUMN ALL SIDES

5"X5" HSS TUBE
VERIFY W/ STRUCTURAL PLANS

AL
IG

N

2"
12 "

DETAIL
SCALE: 3" = 1'-0"
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5/8" GWB ON 
SUSPENDED 
METAL FRAMING

5/4" WOOD TRIM

'ZEE' CLIP

5/8" GWB

3"

FABRIC COVERED
ACOUSTIC PANEL(1 1/4")

15°

2" HARDWOOD TRIM

HARDWOOD TRIM

2"2"

3 4"
1"

6"X6" STEEL COLUMN
SEE STRUCTURAL

WOOD BLOCKING AS REQUIRED
3/4" PLYWOOD PTD. BLACK

5/8" HARDWOOD PLY ON
1/2" GWB TYP.

HARDWOOD TRIM

6" METAL FRAMING

6" METAL 
FRAMING

2'-0"

1" 1"

PLAN DETAIL: JAMBS @ PROSCENIUM OPENING
SCALE: 1 1/2" = 1'-0"
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6"  METAL
FRAMING

8"
1 2"

7 
1 2"

1 2"

1
2" 1"

3
4"

3
4"

3" 3"

NOTE:
ALL TRIM @ STAGE EDGE
AND REMOVABLE THRUST
TO BE RADIUSED / BENT
SEE PLAN A-1.1

3/4" HARDWOOD TRIM
RADIUSED (SEE PLAN)

3/4" PLYWOOD, BENT
KERFED AS REQ'D
(SEE PLAN)

2 
1 2"

3/4" HARDWOOD TRIM
BENT (SEE PLAN)

1 2"

3/4" PLYWOOD PANEL W/
HARDWOOD VENEER
BENT (SEE PLAN)

1/2" PLYWOOD

3/4" MARINE GRADE MASONITE OVER
1" HOMOSOTE OVER 3/4" PLYWOOD
ON PT 2X4 SLEEPERS AT 12" OC
TYPICAL @ STAGE

3/4" HARDWOOD BASE
W/ 3/8" DEEP DADO

6" METAL
FRAMING

3/4" PLYWOOD
PAINTED BLACK

SECTION DETAIL: 
HEAD @ PROSCENIUM OPENING
SCALE: 1 1/2" = 1'-0"
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ALIGN

HARDWOOD TRIM

HARDWOOD TRIM

4"

1 1/2" x 6" 
WOOD BLOCKING

VERIFY BEAM 
W/ STRUCTURAL

1"
1"

5/8"  PAINTED GWB

1 14"

4'-0" WIDE REMOVABLE "THRUST STAGE" PANELS
3/4" MARINE GRADE MASONITE OVER
1" HOMOSOTE OVER 3/4" PLYWOOD
ON METAL FRAMING TYPICAL @ THRUST

CONCRETE SLAB AND 
RETAINING WALL
SEE STRUCTURAL
NOTE:  THEATER FACE OF 
CONCRETE SLAB
AND WALL TO BE SEGMENTED, 
PROVIDE PRESSRE TREATED 
BLOCKING TO ACHIEVE RADIUS

2 6

HARDWOOD TRIM

LINE OF JAMB TRIM 
BEYOND., 
ALIGN WITH 
HEAD TRIM

ALIGN

HARDWOOD TRIM

4"
1"

1"

5/8" PAINTED GWB

1 14"

FULLY RECESSED 
MOTORIZED PROJECTION 
SCREEN WITH AUTOMATIC 
CEILING CLOSURE
AND EXTRA DROP

SECTION A SECTION B


SECTION DETAIL AT FRONT EDGE OF STAGE 
AND REMOVABLE THRUST STAGE SECTIONS
SCALE: 1 1/2" = 1'-0"

9

A-3.3

2"

8"

WOOD
BLOCKING

HARDWOOD TRIM

C.9 C.9

EQ.EQ. EQ.EQ.

1.9

C.9

6" METAL FRAMING

2"

3/4" PLYWOOD
PAINTED BLACK

WOOD BLOCKING
AS REQUIRED

PLAN DETAIL: 
JAMBS ABOVE PROSCENIUM OPENING
SCALE: 1 1/2" = 1'-0"

7
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1.9

C.9

2"

6"X6" STEEL COLUMN
SEE STRUCTURAL

2'-0"

5/8" HARDWOOD PLY ON
1/2" GWB TYP.

HARDWOOD TRIM 
ALIGN W/ OPENING BELOW

202
CONTROL BOOTH

SURFACE MOUNTED SPEAKER 
CLUSTER, PROVIDE BLOCKING 
AND CONCEALED CABLE ACCESS

EQ.
EQ.

EQ.
EQ.


