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NEW TAPERED RIGID 
INSULATION: (SEE ROOF PLAN 

FOR LIMITS OF NEW MATERIAL)

WALL FLASHING & THRU-WALL 
COUNTER FLASHING

NEW TPO ROOFING

EXTERIOR WALL SYSTEM:
-STANDING SEAM/GALVANIZED 

METAL SIDING ON 
-BUILDING FELT ON 

-5/8" EXT. PLYWOOD
-6" METAL STUD W/ 

CELLULOSE INSULATION 

EXIST. ROOF

EXTERIOR WALL & ROOF 
EXPANSION JOINT

EXTERIOR WALL SYSTEM:
-STANDING SEAM/GALVANIZED 

METAL ROOFING ON 
-BUILDING FELT ON 

-5/8" EXT. PLYWOOD
-6" METAL STUD W/ 

CELLULOSE INSULATION 

ASPHALT SHINGLE ROOFING 
ON 15# FELT

ON VENTING NAIL BOARD
ON RIGID INSLUATION

ACOUSTIC STRUCTURAL 
METAL DECKING 

(PAINTED BLACK)

FRAME ROOFTOP PENETRATION 
INDEPENDENT OF THEATER 
STRUCTURE.
PROVIDE EXTERIOR EXPANSION 
JOINTS @ PERIMETER

STRUCTURAL STEEL BRACING

5/8" GWB (PTD) ON METAL STUDS

FIRESTOPPING

NEW CONCRETE SLAB ON METAL 
DECKING ON OPEN WEB JOISTS
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1 1/4" FABRIC-COVERED 
ACOUSTIC PANEL MOUNTED 
WITH ZEE CLIPS TO PTD GWB ON 
METAL FRAMING

SUSPENDED 1 
HOUR-RATED 
GWB CEILING

SUSPENDED 
GWB CEILING
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STORAGE
123

STORAGE
G03

NEW CONCRETE 
SLAB ON GRADE
ON RIGID 
INSULATION

COMPRESSIBLE FILLER

NEW SLAB ON 
GRADE ON 2" 
RIGID INSULATION

1 1/4" 
FABRIC-COVERED 
PANEL

METAL ZEE CLIPS 
MOUNTED TO METAL 
STUDS THROUGH 
GWB

PTD GWB OVER 
METAL STUDS

HARDWOOD BASE 
ON WOOD BLOCKING

5/8" GWB PTD
ON 1 1/2 METAL FURRING
WITH 1 1/2" RIGID INSULATIONSHEET 

WATERPROOFING

WALL SECTION @ JOINT OF OLD / NEW CONSTRUCTION
SCALE: 3/4" = 1'-0"

2BASE @ ACOUSTICAL PANELS
SCALE: 3" = 1'-0"
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