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SCALE:  1 1/2"=1'-0"1 PLAN DETAIL 
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SCALE:  1 1/2"=1'-0"8 PLAN DETAIL 

SCALE:  1 1/2"=1'-0"7 PLAN DETAIL 
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PLAN DETAIL @ UPPER FLOOR  

PLAN DETAIL  EXT. WALL & INT. PARTITION @ COLUMN

ZINC COATED COPPER SHEET METAL
OVER ICE & WATER SHIELD ON PT
WOOD BLOCKING
BACKER ROD AND SEALANT 
AT EDGE OF EFIS

ZINC COATED COPPER CAP 
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MANAGEMENT SYSTEM
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SCALE:  1 1/2"=1'-0"4 PLAN DETAIL 

SCALE:  1 1/2"=1'-0"2 PLAN DETAIL 

SCALE:  1 1/2"=1'-0"3 PLAN DETAIL 
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SCALE:  1 1/2"=1'-0"10 PLAN DETAIL  EXT. WALL @ BAY WINDOW

ENGINEERED
WOOD COLUMNS,
CLEAR FINISH2 

1 2"

B.4

A.5

B

D

2

1.3

CORRIDOR
110

OFFICE
G07

1'-0"

9"

11 38"

5"

8

1'-2"

SLOPED GRANITE  SILL BELOW

3 
1 4"

6"

C.8C.7

2 12"2 12" 2 12"2 12"

6'-9"

7

7

41'-4"

TYPICAL, SEE STRUCTURAL

5"

EXISTING WALL

NEW WALL CONSTRUCTION

REMOVE WINDOWS AS REQUIRED AND
IN-FILL WITH NEW WALL CONSTRUCTION

CORNER GUARD

METAL STUD WALL W/
6" INSULATION

3 12"

1'-2"

9"
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SCALE:  1 1/2"=1'-0"6 PLAN DETAIL 
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SCALE:  1 1/2"=1'-0"11 PLAN DETAIL @ GROUND FLOOR 
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