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SCALE:  1/4" = 1'-0"4 WINDOW ELEVATIONS

SCALE:  NTS1 WINDOW SCHEDULE
SCALE:  3" = 1'-0"3 PLAN DETAIL @ WINDOW BUMPOUT @ DRAMA ROOM & MUSIC CLASSROOM

SCALE:  1/4" = 1'-0"2 PLAN @ WINDOW BUMPOUT @ DRAMA ROOM & MUSIC CLASSROOM

SCALE:  3" = 1'-0"5 JAMB DETAIL @ MASONRY OPENING

SCALE:  3" = 1'-0"6 ENLARGED PLAN DETAIL/JAMB AT WINDOW AT MUSIC OFFICE 117 & OFFICE G07
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1" INSULATED GLASS, TEMPERED, IN 
HARDWOOD FRAME WITH CLEAR FINISH

3'-1" X 4'-7 5/8"3'-0" X 4'-7 1/8"

6'-9" X 3'-10"

6'-9" X 8'-9 1/2"

NOTES:

1.  ALL OPERABLE WINDOWS SHALL BE INSTALLED WITH SCREENS.
2.  ALL WINDOWS WITH WOOD EXTERIORS SHALL BE MAHOGANY, FINISHED IN FIELD BY G.C.
3.  WINDOWS TYPE C, C1, D1 AND D2 SHALL HAVE PRE-PRIMED WHITE WOOD INTERIORS.
4.  WINDOWS TYPE K AND L SHALL HAVE MAHOGANY WOOD INTERIORS WITH CLEAR FINISH (FINISHED IN FIELD BY G.C.).
5.  ALL POLYCARBONATE GLAZING SHALL BE CEAR INSULATED.
6.  ALL SIMULATED DIVIDED LIGHTS (SDL'S) SHALL MATCH EXISTING ADJACENT WINDOWS (REPLACED DURING FIRST PHASE OF CONSTRUCTION WORK).
7.  ALL LAMINATED GLASS SHALL FACE INTERIOR, TEMPERED GLASS SIDE SHALL FACE EXTERIOR.

1-3/A-5.1

1" INSULATED GLASS, TEMPERED, IN 
HARDWOOD FRAME WITH CLEAR FINISH

1-3/A-5.1
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2 MULLED UNITS, 1 OPERABLE
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