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TOP OF SHEATHING
EL. + 17'-6 5/8"

BUILD PARAPET ON TWO END WALLS AS REQUIRED ___
TO MAINTAIN UNIFORM ROOF EDGE AND TO ALIGN
WITH EXISTING ROOF EDGE

LINE OF EXISTING ROOF EDGE SHOWN
DASHED, ALIGN NEW ROOF EDGE WITH
EXISTING AND CONTINUE AROUND EXTENT
OF NEW ADDITION

N
~

oSV S =

—T fﬂ LW\\\\/MV\\A i N — .nw\H\W\W/ N / : : ‘ q\w\\\ \ /W 4 W ] \/ /./WM‘W\\

TYPICAL VEGETATED ROOF ASSEMBLY - (TOP TO BOTTOM)
e PRE-GROWN VEGETATED ROOF TRAYS

e GEOTEXTILE FABRIC (PER ROOFING MEMBRANE MNFR)
e FULLY ADHERED EPDM ROOF MEMBRANE

" COVERBOARD

VAPOR PERMEABLE AIR BARRIER
5/8" ROOF SHEATHING

STRAPPING AND 1/2" GWB

TAPERED XPS RIGID INSULATION (MINIMUM 2", SLOPE 3" PER 1)

ROOF JOISTS WITH 5" CLOSED CELL SPRAY FOAM INSULATION.

ALIGN TOP EDGE OF

METAL FLASHING /
4 1/2" GRAVEL STOP AND WEEP TRIM. ROOF TRAY WITH

EXIST'G ROOF EDGE
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EL. + 16'-11"

SOUTH BUILDING SECTION

SCALE: 1 1/2"=1'-0"

3/4" x 2 1/2" HEAD TRIM, STRETCH AS
REQUIRED TO MEET CEILING

SIGA CORVUM 12/48 VAPOR IMPERMIABLE
INTERIOR TAPE SEALANT
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SPRAY FOAM AND SEAL JOIST
BAY AT EXTERIOR WALL

1/2" RIGID XPS RIM JOIST
INSULATION

TYPICAL ABOVE GRADE FOUNDATION WALL ASSEMBLY -
(EXTERIOR TO INTERIOR)
e SHIPLAP SIDING - MATCH COURSING WITH EXISTING 5
o 1/4" DRAINAGE WRAP (HOMESLICKER™ ) |\ oo
e ADVANTECH ZIP SYSTEM WALL SHEATHING CAP
e 2x6 STUD WALL. ENTIRE STUD CAVITY TO BE FILLED W/
DENSE PACKED CELLULOSE.

e 2x HORIZONTAL STRAPPING 24" O.C.(ENSURE

COURSING STARTS AT EYE LEVEL FOR PICTURE

HANGING)
o 1/2" GWB PAINT AND SEAL AS VAPOR INHIBITOR

TYPICAL SLAB ASSEMBLY - (EXTERIOR TO INTERIOR)

e 6" CRUSHED STONE.

e 4"RIGID XPS INSULATION (2 LAYERS OF 2" WITH
SEAMS STAGGERED)

e 6 MIL MIN. POLYETHELENE VAPOR INHIBITOR.
TURN UP AND SEAL TO EXTERIOR WALL.

e CONCRETE SLAB ON GRADE, SEE STRUCTURAL .
e 2X2 PT SLEEPERS (TIMBERSIL PREFERRED
TREATMENT) 24" O.C. W/ 1 1/2" RIGID XPS

BETWEEN
¢ 1" NOMINAL WARMBOARD
e 1/2" PLYWOOD OR ADVANTECH 9
e HIGH RECYCLED-CONTENT SPORT FLOORING

EL. +/- 18-1"VIF

METAL FLASHING OVER 3/4" x 2 1/8" ALIGN TOP OF NEW
CONTINUOUS BLOCKING TRIM WITH TOP OF
EXISTING TRIM

EL. +/- 17'-8 1/2" VIF

METAL FLASHING OVER 1 1/2" x 4 1/8"
CONTINUOUS BLOCKING

|| \

= BEAM - SEE STRUCTURAL
3/4" XPS RIGID INSULATION

> SIGA WIGLUV 230 PERMEABLE
WINDOWFLASHING TAPE

CLOSURE STRIP TO MATCH SIDING
SHIM AND INSULATION

LIFT AND SLIDE DOOR AS SCHEDULED

FLASHING TAPE SILL PAN. (SIGA WIGLUV 230
PERMEABLE WINDOWFLASHING TAPE) TURN
UP BEHIND DOOR AND FORM END DAMS
1x CAMBIA™ (OR APPROVED EQUAL)
APRON TRIM. SLOPE TOP AND RABBET
DRIP LINE INTO BOTTOM
FASTEN LEDGER THROUGH TO WALL W/
GALVANIZED 1/2" DIA. LAG BOLTS. STACK
GALV. WASHER TO STAND OFF LEDGER
1/2", SEE STRUCTURAL

PT LEDGER. FLASH TOP.

GALVANIZED JOIST HANGER
TYPICAL DECK ASSEMBLY - (TOP TO BOTTOM)
e 1X4 IPE DECKING, SPACE w_.| _ T.O. FINISH FLOOR
e PT DECK JOISTS. REFER TO STRUCTURAL EL. + 8'-8" VIF
e CORRUGATED PLASTIC SHEETING DRIP
GUARD. LAP SEAMS HANG FROM JOISTS (ALIGN WITH TOP OF
AND SLOPE TO INTERIOR GUTTER ALONG EXISTING PORCH)
EAST DECK WALL. TOP OF DECKING
%H&%a\ 7 ==\ /,BQN. — %@??\;\ X\ /,E — %3\\\ X\ /3 m_l. +\| m.l\_: <=H

2" RIGID XPS CAVITY FILLER
PT SILL

SILL SEAL.

BRUSH-ON CAPILARY BREAK
ACROSS ENTIRE TOP OF WALL.

31/2"ECOSTUD™ 'Z' STUD
SYSTEM 24" O.C W/ 3 1/2" RIGID
XPS INSULATION BETWEEN

1/2" GWB.

GRADE TO SLOPE AWAY FROM

\\ BUILDING. 5% SLOPE FOR &' MIN.
FINISH GRADE
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TOP OF S.0.G.

— EL. + 0-0"

GRANULAR BACKFILL

REINFORCED FOUNDATION
WALL AND FOOTING REFER TO
STRUCTURAL DRAWINGS.

4" EXTERIOR DRAIN TILE. DRAIN
TO DAYLIGHT OR "DRY WELL" IF
PITCH IS UNAVAILABLE.
SURROUND IN 6" CRUSHED
STONE AND WRAP IN
GEOTEXTILE FABRIC
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Scott Simons Architects
Scott Simons Architects
75 York Street, Portland, Maine 04101
www.simonsarchitects.com
207.772.4656

STRUCTURAL ENGINEER

Becker Structural Engineers, Inc.
75 York Street

Portland, ME 04101

phone 207.897.1838

Nathan Merrill, PE

email: jim@beckerstructural.com

BUILDER

Steve Brann Building & Remodeling
39 South Freeport Road

Freeport, ME 04032

ph: 207.865.6674

alt: 207.671.7353
stevebrann@stevebrannbuilding.com
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