Wood Tilt Pacs
Unit Features

Wood Tilt Pac: WTP

Wood Magnum Tilt Pac: WMTP
Sash: Approved for Historic Preservation
’ Certificate of Appropriateness

« Double Hung Tilt Pac . 02/17/16

o Sash thickness: 1 5/16" (33) Dat
o Top rail width: 2 15/32" (63)
o Bottom rail width: 3 3/4" (95)
o Stile width: 1 25/32" (45)
e Magnum Double Hung Tilt Pac
o Sash thickness: 1 3/4" (44)
o Top rail width: 2 1/4" (57)
o Bottom rail width: 3 1/2" (89)
o Stile width: 2 1/4" (57)
o Bottom rail bevel 14 degrees
e Removable exterior glazing stops

Hardware:
e Lock: high pressure zinc die-cast cam lock and keeper
o Optional keyed lock
o Two locks on glass sizes of 36" (914) and wider
o Color: Satin Taupe
o Optional: Bronze, White, Plated Brass, Antique Brass, Satin Chrome, Oil Rubbed Bronze, Satin Nickel, Polished Chrome
¢ Double Hung Tilt Pac balance system: coil spring block and tackle with nylon cord and fiber filled nylon clutch
¢ Double Hung Magnum Tilt Pac: double coil spring block and tackle with nylon cord and fiber filled nylon clutch
e Jamb track: vinyl extrusion, foam backing
o Color: Beige or White
¢ Sash retainer plate: standard for magnum units, optional for double hung - polycarbonate theroplastic
= Color: Bronze or White i
e Optional sash lifts: high pressure zinc die-cast
o Color: Satin Taupe
e Optional: Bronze, White or Brass

Weather Strip:
o Double Hung weather strip: dual durometer double leaf at check rail; bulb type dual durometer weather strip at bottom rail
o Double Hung Magnum weather strip: continuous leaf weather strip at head jamb parting stop which seals against top sash; dual
durometer double leaf at check rail; bulb type dual durometer weather strip at bottom rail

¢ Color: beige

Insect Screens:
¢ Full sized wood screen is standard

o Optional wood half screen, or aluminum full or half screen

o All screens are shipped loose

o Aluminum screen colors: Pebble Gray, Bahama Brown, Evergreen, Bronze, Stone White, Ebony, Cobalt Blue, Wineberry,
Coconut Cream, Hampton Sage, Cashmere, Arctic White, Cumulus Gray, Desert Beige, Sherwood Green, Sierra White, Cadet
Gray, Cascade Blue, or French Vanilla

o Screen Mesh: Charcoal fiberglass

o Optional Screen Mesh: Charcoal Aluminum Wire, Black Aluminum Wire, Bright Aluminum Wire, Bright Bronze Wire or
Charcoal High Transparency (CH Hi-Tran) fiberglass

Glass and Glazing:
» Glazing method: single glaze, single glazed with energy panel or hermetically sealed insulated glass
¢ Glazing seal: silicone glazed
o Standard glass is insulating Low E2 Argon or Air
« Optional glazing available: Low E1 Argon or without Argon, Low E3 Argon or without Argon, clear, tints, tempered, obscure,
decorative glass options
e Insulated glass will be altitude adjusted for higher elevations, Argon gas not included
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