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EXISTING STAIR


TO REMAIN


NEW FIRE ESCAPE STAIR


FOR SECOND


FLOOR APARTMENT


10" DIA. SONO-TUBE W/


18" BIGFOOT BASE. PROVIDE


2- VERT. #4 REINF. BARS. B.O.


FOOTING SHALL BE 4'-6" BELOW


GRADE. T.O. FOOTING SHALL


BE 3" ABOVE ADJACENT GRADE.


TYPICAL OF 10


CENTERLINE OF NEW DOOR


ON FIRST FLOOR ABOVE. VERIFY


NEW DOOR LOCATION IN FIELD.


2 X 6 CROSS BRACING.


ATTACH TO COL. W/ 2-

1/2" X 4" GALV. LAG

SCREWS. TYP. @ FOUR


CORNERS


.


6 X 6 P.T. COLUMN W/ SIMPSON GALV.


POST BASE. EXTEND TOP TO MIDDLE OF


LANDING FRAMING. REMOVE 1 1/2" D X 3 5/8" H


L- SHAPED SECTION AT OUTSIDE CORNER OF


LANDING TO WEAVE OUTSIDE PORTION OF 2- 2X8


LANDING FRAMING. ATTACH OUTSIDE 2X8'S TO


POST W/ 4- 1/4" X 4" L RSS SCREWS BY SIMPSON.


PROVIDE SIMPSON A34Z OR A34SS ANGLE TO


INSIDE MEMBER OF 2-2X8 LANDING FRAMING.


ANCHOR TO 2X8 AND 6X6 POST W/ 8- 8D - 1 1/2"L


ST. STEEL NAILS PER ANGLE LEG.


2 X12 P.T. STRINGER W/

CONT. 2 X 4 STIFFENER

AT BOTTOM. TYP. OF 4


PER STAIR RUN


LANDING CONSTRUCTION: 2-P.T. 2 X 8'S AT

PERIMETER WEAVE @ COLUMNS W/


2- P.T. 2 X 8 JOISTS EQUALLY SPACED (FLUSH

FRAME W/ GALV. SIMPSON HANGERS).


PROVIDE DECKING TO MATCH EXISTING DECK.


2 X 8 P.T. LEDGER

ANCHORED TO WALL

W/ 2- 1/2"  X 4" GALV.

LAG SCREWS (TOP &


BOTTOM) AT 1'-0" O.C.

TYP. OF 4- PAIR MIN.


PROVIDE MTL. Z

FLASHING AT TOP.


D
N




D
N




EXISTING

DECK TO

REMAIN


ENTRY/ EXIT


NOTE:

VERIFY ALL PIER DIMENSION

LOCATIONS W/EXISTING 2ND

FLOOR FINISH TO EXISTING

DECK HEIGHT AND RISE AND

RUN LAYOUT PRIOR TO PIER

CONSTRUCTION. PROVIDE

GALVANIZED OR STAINLESS

STEEL FASTENERS AND

HARDWARE.


NEW FIRE ESCAPE NO WORK ON THIS SIDE

12 GILMAN STREET16 GILMAN STREET

NEW FIRE ESCAPE
 NO WORK ON THIS SIDE


12 GILMAN STREET
16 GILMAN STREET 

0 4' 8'
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