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1. ROOF SHEATHING 5/8" ADVANTECH 12" O.C. FIELD
NAILING, 6" O.C. EDGE NAILING. PROVIDE
BLOCKING AT PANEL EDGES FOR NAILING.

7. PROVIDE H1 HURRICANE TIES AT ALL
~ RAFTER TO TOP PLATE CONNECTIONS.

6. NEW LEDGER 2X12 W/ 1/2" THROUGH BOLTS TO EXISTING WALL @ 16" O.C. ANCHOR

i

LEDGER TO EXISTING STUDS WITH 3" TIMBERLOK SCREWS, (2) PER STUD

5. RAFTERS: 2X12 @ 16

4. HEADER UP TO 4' SPAN: (2) 2X8; UPTO 6'
SPAN: (2) 2X10; UPTO 8' SPAN: (2) 2X12

6. (2) 2X6 POST

9. PROVIDE SIMPSON LTT20-B
STRAP NAILED TO DOUBLE

STUD AND EDGE JOIST, (2)

LOCATIONS.
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~— 5.(2) 2X10 FLUSH FRAME

PROPOSED EAST WEST SECTION
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3. (2) 2X10 BELOW JOISTS

1. EXISTING PIERS 8" DIA. 4'-0"
DEPTH MIN. VERIFY IN FIELD.
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