
PROJECT GENERAL NOTES


1. THESE GENERAL NOTES ARE INTENDED TO COMPLIMENT THE

CONTRACT DOCUMENTS. REFER TO THE CONTRACT DOCUMENTS FOR

DETAILED INFORMATION AND ADDITIONAL REQUIREMENTS.


2. ALL WORK INCLUDED IN THIS CONTRACT SHALL CONFORM TO ALL

FEDERAL, STATE, AND LOCAL LAWS, STATUTES, ORDINANCES, CODES,

RULES AND REGULATIONS, OR LAWFUL ORDERS OF PUBLIC AUTHORITY.

PROMPTLY REPORT ANY NONCONFORMITY DISCOVERED TO THE

ARCHITECT.


3. THE INTENT OF THE CONTRACT DOCUMENTS IS TO INCLUDE ALL ITEMS

NECESSARY FOR THE PROPER EXECUTION AND COMPLETION OF WORK

BY THE CONTRACTOR AND TO PROVIDE A COMPLETE, FULLY

OPERATIONAL BUILDING.  PROVIDE ALL LABOR, MATERIALS AND

INCIDENTALS NECESSARY TO ACHIEVE THIS INTENT.


4. FAILURE OF THE DRAWINGS OR SPECIFICATIONS TO INDICATE EACH

INCIDENTAL SHALL NOT RELIEVE THE CONTRACTOR FROM PROVIDING

THE NECESSARY ITEMS AS PART OF THIS CONTRACT. THE DRAWINGS

SHOW THE DESIGN, LOCATION, DESCRIBE THE QUALITY LEVEL AND

CONSTRUCTION TECHNIQUES IN A GENERAL SENSE ONLY.


5. ALL DETAILS ARE TYPICAL. WHAT IS SHOWN IN ONE CONDITION APPLIES

TO ALL OTHER SIMILAR CONDITIONS, UNLESS NOTED OTHERWISE.


6. VERIFY THE FOLLOWING ITEMS AND REPORT ANY DISCREPANCIES TO

THE ARCHITECT PRIOR TO PROCEEDING WITH WORK, AND PROCEED

WITH THE WORK ONLY AFTER SUCH DISCREPANCIES ARE RESOLVED:


• EXISTING CONDITIONS

• WALLS, FLOORS, ROOFS, AND SUBSTRATES WHERE PRODUCTS


AND SYSTEMS ARE TO BE INSTALLED.

• SIZE AND CONDITION OF WINDOW, DOOR, LOUVER, AND OTHER


OPENINGS WHERE PRODUCTS AND SYSTEMS ARE TO BE

INSTALLED.


• THE EXISTENCE, SIZE, AND LOCATION OF ALL EXISTING UTILITIES,

MECHANICAL AND ELECTRICAL SYSTEMS.


• DISCREPANCIES BETWEEN OR WITHIN THE CONTRACT

DOCUMENTS.


• UNSUITABLE SOILS: REPORT THE LOCATION OF ALL UNSUITABLE

SOIL MATERIALS BELOW ANTICIPATED LEVELS OF FOOTINGS OR

SLABS PRIOR TO SETTING FORMS.


• MECHANICAL, ELECTRICAL AND PLUMBING WHICH IMPACT

CEILING INSTALLATION HEIGHTS OR BUILDING THE APPEARANCE.


• DIMENSIONAL DISCREPANCIES.


7. COORDINATE THE WORK OF ALL SUBCONTRACTORS.


8. DO NOT PENETRATE STRUCTURAL BEAMS, COLUMNS, OR SHEAR WALLS

UNLESS SPECIFICALLY DETAILED OTHERWISE.


9. PROVIDE BOND-OUTS, BLOCKING, SLEEVES AND PIPES AS REQUIRED

FOR ALL WALL, FLOOR, ROOF, AND CEILING PENETRATIONS.

• MAINTAIN CONTINUITY OF FIRE RATED ASSEMBLIES AND SMOKE


ASSEMBLIES. SEAL ALL PENETRATIONS TO CONFORM TO U.L.

RATED ASSEMBLIES AND ALL NFPA AND IBC REQUIREMENTS.

REFER TO THE CODE PLANS FOR ADDITIONAL CODE

REFERENCES.


• ALL PENETRATIONS SHALL COMPLY WITH THE ACOUSTICAL

ASSEMBLY RATING REQUIRED FOR EACH WALL OR FLOOR

ASSEMBLY.


10. COORDINATE THE WORK TO ACHIEVE THE GIVEN VISUAL AND

PERFORMANCE REQUIREMENTS OF MECHANICAL, ELECTRICAL AND

PLUMBING SYSTEMS WITHIN THE INDICATED SPACE.


11. PROVIDE WORK HOLES OR ADEQUATE ACCESS AS REQUIRED TO

INSTALL NEW SYSTEMS IN CONCEALED SPACES.


12. PRODUCTS SHALL BEAR UL CLASSIFICATION WHERE REQUIRED BY

DESIGN. DO NOT REMOVE OR PAINT OVER UL CLASSIFICATIONS.


13. DEFINITIONS:


• NEW:  INDICATES ITEMS THAT SHALL BE FURNISHED AND

INSTALLED BY THIS CONTRACT.  TYPICALLY USED TO ENSURE

CLARITY BETWEEN VARIOUS COMPONENTS OF THE DRAWINGS.

NOT ALL ITEMS ARE LABELED AS "NEW" WHEN IT IS OBVIOUS BY

OTHER INDICATION.


• EXISTING: EXISTING BUILDING OR SITE COMPONENTS WHICH ARE

IN PLACE AT THE START OF CONSTRUCTION.  NOT ALL ITEMS ARE

LABELED AS "EXISTING" WHEN IT IS OBVIOUS BY OTHER

INDICATION.


• REPAIR:  RESTORE TO SUITABLE OR APPROPRIATE OPERATING

AND AESTHETIC CONDITION.


• RESTORE:  BRING BACK TO FORMER CONDITION, BY REPAIRING

OR PATCHING AS REQUIRED.


• PATCH:  RESTORE TO CONDITION MATCHING EXISTING

ADJACENT CONSTRUCTION, SURFACE TEXTURE AND FINISH.


• N.I.C. (NOT IN CONTRACT): WORK WHICH IS NOT INCLUDED IN

THIS CONTRACT, BUT WHICH MAY REQUIRE CONTRACTOR

COORDINATION.


• REMOVE:  DISMANTLE AND/OR EXTRACT FROM THE PREMISES

ENTIRELY.  DISPOSE OF OFF OF THE SITE UNLESS NOTED

OTHERWISE.


• REPLACE:  DISMANTLE AND/OR EXTRACT FROM THE PREMISES

ENTIRELY.  DISPOSE OF OFF OF THE SITE UNLESS NOTED

OTHERWISE.  PROVIDE NEW MATERIAL AS INDICATED.


• DAMAGES:  EXISTING BUILDING OR SITE COMPONENTS, NOT

SCHEDULED FOR WORK, WHICH ARE DAMAGED.  SUCH

ELEMENTS AND COMPONENTS SHALL BE REPLACED OR

RESTORED TO ORIGINAL CONDITION BY METHODS APPROVED BY

THE ARCHITECT.


• DEMOLISH:  DISMANTLE AND/OR EXTRACT FROM THE PREMISES

ENTIRELY.  DISPOSE OF OFF OF THE SITE UNLESS NOTED

OTHERWISE.


• SALVAGE:  REMOVE AND REINSTALL OR REMOVE AND DELIVER

TO THE OWNER, AS INDICATED.  SALVAGED COMPONENTS MAY

BE FOR LIMITED REUSE, TO MATCH EXISTING CONDITIONS OR TO

PATCH AND REPAIR AS INDICATED.


ROOF GENERAL NOTES


1. PROTECT ALL OPENINGS CUT IN THE ROOF. PROVIDE TEMPORARY

ROOFING IF WORK IS TO BE UNFINISHED DURING ADVERSE WEATHER

CONDITIONS THROUGHOUT THE CONSTRUCTION PHASE.


2. PROVIDE FLASHING AT ALL ROOF PENETRATIONS.  PENETRATIONS MAY

NOT BE INDICATED ON THE ROOF PLAN. REFER TO STRUCTURAL,

MECHANICAL AND ELECTRICAL PLANS FOR NUMBER, LOCATION, AND SIZE

OF PENETRATIONS.


3. PROVIDE A 2 FEET WIDE WALKWAY WITH PROTECTION STRIPS ENTIRELY

AROUND ALL ROOF TOP MECHANICAL UNITS AND CREATE A PROTECTION

STRIP PATHWAY, 2 FEET WIDE, FROM THE ROOF ACCESS LOCATION(S) TO

EACH MECHANICAL UNIT.


4. PROTECT ROOFING MATERIALS FROM CONSTRUCTION OPERATIONS.


5. PROVIDE CURBS AND PRESSURE TREATED WOOD BLOCKING AS

REQUIRED FOR ALL ROOF MOUNTED EQUIPMENT, UNLESS NOTES

OTHERWISE.


6. COORDINATE LOCATION OF ROOF TOP EQUIPMENT TO PROVIDE SAFE

ACCESS FOR SERVICE. PROVIDE FALL PROTECTION IN THE EVENT

EQUIPMENT IS LOCATED WITHIN 10' OF ROOF EDGE AND PARAPET DOES

NOT EXIST.


VERTICAL CIRCULATION GENERAL NOTES


1. ALL HANDRAIL AND GUARDRAIL COMPONENTS SHALL BE ABLE TO WITHSTAND

A HORIZONTAL LOAD OF 250 POUNDS AT ANY POINT.


2. GUARDRAILS SHALL NOT ALLOW THE PASSAGE OF A 4-INCH SPHERE

BETWEEN MEMBERS.


3. ALL RAMP, STAIR, LADDER, ALTERNATING TREAD DEVICE, HANDRAIL AND

GUARDRAIL COMPONENTS SHALL COMPLY WITH THE APPLICABLE

PROVISIONS OF THE LATEST VERSION(S) IBC, NFPA 101, AND THE ADA.
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GENERAL ARCHITECTURAL NOTES


1. THE DRAWINGS USE A SYSTEM OF KEYED NOTES ON PLANS, ELEVATIONS

AND DETAILS.  INSTRUCTIONS FOR SPECIFIC COMPONENTS OF THE WORK

ARE KEYED TO THE DRAWINGS.  BUILDING SYSTEMS (PARTITIONS, ROOF &

FOUNDATION) ARE KEYED TO FLOOR PLANS, WALL SECTIONS, ROOF PLAN

AND OTHER DETAILS AS APPROPRIATE.


2. MAINTAIN MINIMUM MANEUVERING CLEARANCES AT DOORS IN

COMPLIANCE WITH THE ADA ACCESSIBILITY GUIDELINES (ADAAG),

INCLUDING BUT NOT LIMITED TO THE FOLLOWING EXCERPT FROM 2010

ADA STANDARDS FOR ACCESSIBLE DESIGN:


3. ALL MOUNTING HEIGHTS AND CLEARANCES AT TOILET ROOMS AND

ELSEWHERE SHALL COMPLY WITH THE LATEST VERSION OF THE ADA

ACCESSIBILITY GUIDELINES (ADAAG).


• BARRIER-FREE CLEARANCES ARE GIVEN.  THESE CLEAR

DIMENSIONS SHALL BE MAINTAINED IN CASES OF DISCREPANCY.


• ALL DIMENSIONS GIVEN FOR FIXTURE AND ACCESSORY LOCATIONS

ARE CLEAR DIMENSIONS FROM FINISHED SURFACES, UNLESS

NOTED OTHERWISE.  COORDINATE ACTUAL DIMENSIONS WITH

WALL CONSTRUCTION AND FINISHES.


• LOCATE ALL CONTROLS, FLUSH VALVES, SHUTOFFS AND SIMILAR

ITEMS IN ACCORDANCE WITH THE LATEST VERSION OF THE ADA

ACCESSIBILITY GUIDELINES (ADAAG).


• SOME ITEMS MAY INDICATE A RANGE IN MOUNTING HEIGHT.

MAINTAIN A CONSISTENT MOUNTING HEIGHT, WITHIN THE GIVEN

RANGE, THROUGHOUT THE PROJECT, UNLESS NOTED OTHERWISE.


4. MAINTAIN CLEAR DIMENSIONS IN ACCORDANCE WITH THE LATEST

VERSION OF THE ADA ACCESSIBILITY GUIDELINES (ADAAG).


5. ALL GRAB BAR COMPONENTS SHALL BE ABLE TO WITHSTAND A LOAD OF

250LBS AT ANY POINT.


6. INSTALL BLOCKING BEHIND ALL SURFACE-APPLIED FIXTURES, TRIM, GRAB

BARS, SHELVES, CHAIR RAILS, PICTURE RAILS, BASE MOLDINGS, TACK OR

MARKER BOARDS, WINDOW TREATMENT, WALL OR BASE CABINETS OR

COUNTERS, AND MISCELLANEOUS ACCESSORIES MOUNTED ON STUD

WALLS.


7. ALL EXPOSED WOOD NOT INDICATED TO BE PAINTED SHALL BE NATURAL

FINISH (CLEAR).


8. FLOORING AND FLOOR FINISHES SHALL BE INSTALLED TO A MAXIMUM

DIFFERENTIAL OF 1/16" BETWEEN DISSIMILAR MATERIALS.  PROVIDE

TRANSITION STRIPS OR THRESHOLDS (1/2" MAXIMUM) OF SAME MATERIAL

AS FLOORING AND/OR AS NOTED ON THE DRAWINGS, BETWEEN

DISSIMILAR FLOORING MATERIALS


9. PATCH AND LEVEL EXISTING SUBFLOORS TO RECEIVE NEW FLOOR

FINISHES AS INDICATED IN THE ROOM FINISH SCHEDULE.


10. ALL EXPOSED PIPES UNDER LAVATORIES AND SINKS SHALL BE INSULATED

OR OTHERWISE CONFIGURED TO PROTECT AGAINST CONTACT.


11. INSTALL 2 COAT HOOKS CENTERED ON THE INSIDE OF SINGLE USER

TOILET ROOM DOORS, MOUNTED AT 48”AFF AND 60”AFF.


SHEET


SCALE:


JOB NO.


PDT Architects

COPYRIGHT


49 DARTMOUTH STREET

PORTLAND, MAINE


04101

207-775-1059


www.pdtarchs.com


Reuse or reproduction of the

contents of this document is not


permitted without written

permission of PDT Architects.


1
2 3 4 5 6


A


B


C


D


E 

A


B


C


D


E


1
2 3 4 5 6 

DRWN:    CHK:


ISSUE


TITLE:


ISSUE:

L
o
w
e
ll 
S
tr
e
e
t 
R
e
n
o
v
a
ti
o
n
s



1
5
 L

o
w
e
ll 
S
tr
e
e
t,
 P

o
rt
la

n
d
, 
M

a
in

e
 0

4
1
0
1



A001


16064


Author Checker


General Notes &

Material Legend


September 7, 2017


Permit Set


Revision Schedule


# Date Description


12/08/17

http://www.pdtarchs.com

