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A-301

4

A-301

7
'-
6
" 
V
IF

Existing foundation

(unverified)

Walk-in cooler over


insulation

Existing ceiling to


remain

At roof, remove existing tar and


gravel roof and add 4" rigid


insulation, protection board and


EPDM roofing membrane


New storefront,


as scheduled

Existing ceiling to


remain

New plumbing vent,


see roof plan


New plumbing vent,


see roof plan

Typical at

Coping 

Slope Existing to remain


New metal flashing, counter flashing


and drip edge to cover to insulation


 Existing

porcelain

finish material

 Existing CMU

structure

Provide new

aluminum

coping

Provide new aluminum coping and


counter flashing

 Drip edge

 Drip edge

 New roof ing


membrane and

added insulation, see

building section

There appears to be adequate


space to install 4" of new rigid


insulation and provide a sufficient


flashing detail, Contractor to review/


verify condition in field


TO EXIST FLOOR


BO RO STOREFRONT


Existing Structure, Contractor to


verify existing conditions in field


Scheduled Storefront

Existing metal panel, repainted


Sealant and backer rod


Existing Concrete Curb,


Contractor to verify condition


in field

Existing metal panel, repainted


Aluminum pan flashing w/


drip, extend under


aluminum sill an turn up at


interior and sides


Existing

ceiling

Existing

Floor 

Existing sidewalk

Porcelain panel beyond


+0'-0"

+0'-6"

0 2' 4' 6'
SCALE: 3/8"   =    1 '-0" 

1
LONGITUDINAL SECTION


0 2' 4' 6'
SCALE: 3/8"   =    1 '-0" 

2
TRANSVERSE SECTION


0 6'' 12'' 18''
SCALE: 1 1/2"=    1 '-0" 

3
DETAIL AT COPING


0 6'' 12'' 18''
SCALE: 1 1/2"=    1 '-0" 

4
DETAIL AT NEW STOREFRONT
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