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4" Max.


8
'-
3
"


EXISTING TRUSS AND ROOF


SYSTEM SHALL REMAIN


OPEN-UP AREA FOR


INVESTIGATION OF


JOINT. MAY REQUIRE STEEL


GUSSET PLATE BOLTED OR ADD'L


THRU BOLTS (TBD).TYP. 2 EN DS.


ALLOWANCE: 2 FOR $1000 

EXISTING UPPER ROOF


SHALL REMAIN


EXISTING RIDGE BOARD


SHALL REMAIN


.


BASE BID: EXISTING CEILING


SYSTEM TO REMAIN. ADD 1/2"


GWB TO EXISTING CEILING. PRIME


AND TWO TOP COATS PAINT.


ALTERNATE#1: REMOVE EXISTING


CEILING SYSTEM IN IT'S ENTIRETY,


INCLUDING PLASTER, LATH,


CEILING JOISTS, ETC.. TYPICAL FOR


LIVING, DINING/OFFICE, KITCHEN,


STAIR AND CLOSET AREAS


BASE BID: EXISTING UNEXPOSED ROOF


SHALL REMAIN. ALTERNATE#1: PROVIDE


NEW CATHEDRAL CEILING SYSTEM


(EXTEND TO NEW COLLAR TIES),


INCLUDING NEW 5/8" GWB, PRIMED


AND 2- TOP COATS PAINT ON 1X3 WD.


STRAPPING @ 16" O.C. W/ 7 1/4" (R-49


MIN.) SPRAY-IN CLOSED CELL


POLYURETHANE INSULATION IN EACH


RAFTER BAY. ABOVE LIVING, KITCHEN/


DINING AND SITTING ONLY.


EXISTING FINISHES, INCLUDING CEILING &


CLG. INSULATION IN BEDROOM, HALL AND


BATHROOM SHALL REMAIN. NO WORK


UNLESS NOTED OTHERWISE.


BASE BID: EXISTING UNEXPOSED ROOF SHALL


REMAIN. ALTERNATE#1: PROVIDE 2X6 WOOD


WALL ABOVE EXISTING LIVING/ BEDROOM


WALL. EXTEND TO ROOF SYSTEM. PROVIDE


FLUSH FINISH AT HORIZ. CONNECTION LINE.


PROVIDE 1/2" GWB, PRIMED AND 2-TOP


COATS, 3" (R-20 MIN.) SPRAY-IN CLOSED CELL


POLYURETHANE INSULATION.


BASE BID: EXISTING UNEXPOSED ROOF SHALL REMAIN. ALTERNATE#


1(SHOWN SHADED): PROVIDE 2X4 WOOD WALL ABOVE EXISTING


LIVING & SITTING ROOM EXTERIOR GABLE WALL FINISH THAT IS


EXPOSED DUE TO CATHEDRAL CEILING. EXTEND TO  UNDERSIDE OF


EXISTING ROOF SYSTEM AND NEW COLLAR TIES. PROVIDE FLUSH


FINISH AT HORIZ. CONNECTION LINE. PROVIDE 1/2" GWB, PRIMED


AND 2-TOP COATS, 3" (R-20 MIN.) SPRAY-IN CLOSED CELL


POLYURETHANE INSULATION.


G.C. to confirm min. steel plate


washers at top and bottom of steel


rods (Plate 1/2" min. thick x 3" Square


or 3 1/4" dia. w 1 1/16" hole at center)


at top and bottom (typ. 4 pieces) or


replace w/ plate washers indicated


(Allowance for 4 = $600)


G.C. TO CONFIRM BOLTED


CONNECTION OF INCLINED 4 X 6 WEB


MEMBER TO TOP AND BOTTOM


CHORDS OR INSTALL ADD'L THRU- BOLTS


(T & B) AT BOTH ENDS OF TRUSS.


ALLOWANCE FOR 4 PIECES = $400


NEW METAL HANGERS AT BEAM TO TRUSS


CONNECTION. TYP. OF 4. ALLOWANCE: TOTAL=


$800. INSTALL SOLID 2X BLOCKING ON TOP OF


HEAVY TIMBER TRUSS AT ENDS OF BEAMS TO


RECEIVE HANGER FASTENERS (2 LOCATIONS ON


BOTH SIDES OF ROOF. TYP.)


2 X 4 VERTICAL KING POST (HANGER) AT


EACH RAFTER. FASTENDED TO RAFTER


(ADJACENT TO EXISTING RIDGE BOARD) AND


FASTEN TO COLLAR TIE W/ 4-16D NAILS TOP


AND BOTTOM RESPECTIVELY (TYP.)


INSTALL A CONTINUOUS 2 X 8 COLAR TIE @ EACH EXISTING RAFTER. FASTEN TO


EXISTING RAFTERS AT EACH END W/ 14-16D NAILS OR 8-12 GA X 4" LONG


WOOD SCREWS. PROVIDE (OPTIONAL) 2 X 8 X 3'-0" LONG SPLICE PIECE AT


THE CENTER OF THE SPAN FASTENED TO EACH "BUTT" SPLICED 2 X 8 COLLAR TIE


W/ 16-16D NAILS AT EACH SIDE OF SPLICE (32 NAILS TOTAL). TYP.


G.C. to confirm min. steel plate washers at top


and bottom of steel rods (Plate 1/2" min. thick x 2


1/2" Square or 2 7/8" dia. w 1 1/16" hole at center)


at top and bottom (typ. 2 pieces), or replace w/


plate washers indicated (Allowance for 2 = $300)


.


.


.

REMOVE EXISTING FINISH ON


BOTTOM TRUSS CORD AND


PREPARE SURFACE TO RECIEVE


PRIME AND TWO TOP COATS PAINT.


VERIFY IN FIELD 4" TRUSS


BEARING MIN. TYP. EACH END


ALLOW FOR 1" +/- VERTICAL


MOVEMENT IN FINISHES. TYP.


OPTION: USE SIMPSON


HU88 HANGER IF COLLAR


TIES ARE CONCEALED.


TYP.
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