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Project:  501 Danforth Street  Bartlett Design 


Location:  Portland, Maine  942 Washington Street, Bath, ME


Date:  April 22, 2013 (T) 207-443-5447 (F) 207-443-5560 


 


LIGHTING FIXTURE SCHEDULE 


All fixtures are 120 volt, unless specifically noted otherwise.


Equivalent lighting fixtures will also be considered for approval.


Lamp designations refer to Philips products except where noted otherwise.


Equivalent lamps by Osram -Sylvania or General Electric will also be considered for approval.


 


    Dimensions: Aperture Diameter:  4-1/5”
Recess Height:  7-3/4”
 


Type B1 


Description:  Small aperture white finished bevel trim downlight with high specular aluminum dual


reflector and regressed frosted lens. Provide electronic dimming ballast.


Lamps: (1) PL-T18W/827/X/4P/ALTO


Manufacturer: USA Illumination #6014-10-F-VRT618-NC-120-DM


 


    Dimensions: Aperture Diameter:  6”
Recess Height:  5-3/8”
 


Type B2 


Description:  White finished bevel trim downlight with specular aluminum reflector and regressed


Solite lens. Provide electronic non-dimming ballast.


Lamps: (1) PL-T32W/827/X/4P/ALTO


Manufacturer: USA Illumination #6610-10-BL732-NC-120


 


          Dimensions: Aperture Diameter:  6”
Recess Height:  5-3/8”
 


Type B3 


Description:  Similar to Type B2 except with electronic dimming ballast.


Lamps: (1) PL-T32W/827/X/4P/ALTO


Manufacturer: USA Illumination #6610-10-BL732-NC-120-DM
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 Dimensions: Diameter:  20-3/4”    Height:  7”
  


Type C1 


Description:  Decorative surface ceiling light with frosted smooth glass diffuser and antique brass


finish, lamps included. Provide electronic Mark 7 dimming ballast.


Lamps: (2) PL-T32W/827/4P/ALTO


Manufacturer: Lightway #PLVC-21-A-2T32-3-M16-FSG-DIM7


 


          Dimensions: Diameter: 16-1/2”    Height:  5-1/4” 


Type C2 


Description:  Similar to Type C1 light except for fixture size, lamp wattage electronic non-dimming


ballast.


Lamps: (2) PL-C26W/827/4P/ALTO


Manufacturer: Lightway #PLVC-17-A-2Q26-3-M16-FSG


 


    Dimensions: Diameter: 11”    Height:  3” 


Type C3 


Description:  Surface ceiling light with white smooth acrylic diffuser and gloss white housing finish,


lamps included. Provide electronic non-dimming ballast. UL listed for damp locations.


Lamps: (1) PL-C26W/827/4P/ALTO


Manufacturer: Lightway #CCLC-11-A-1Q26-2-W2-WAS-01


 


Dimensions: Diameter: 19”    Height:  3-3/8” 


Type C4 


Description:  Similar to Type C3 light except for fixture size, lamp quantity. Provide Mark 7 dimming


ballast.


Lamps: (3) PL-C26W/827/4P/ALTO


Manufacturer: Lightway #CCLC-19-A-3Q26-3-W2-WAS-DIM7


 


    Dimensions:
Length = 13 1/4”    Height = 5 1/4”    Projection = 5 1/8” 


Type: E1 


Description: Wall mounted emergency light with self contained sealed nickel cadmium battery with


ten year rated life. Battery shall be rated to operate fixture lamps for 90 minutes upon loss


of normal power. Mount bottom of fixture at 7’
- 0” AFF. Fixture housing shall be white. 


Lamps: (2) By Manufacturer


Manufacturer:  Dual Lite # LZ35-12V
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      Dimensions: Length:  51”
Width:  11”
Height:  3” 


Type J1 


Description:  Surface mounted fluorescent light with solid white acrylic end caps and white smooth


acrylic lens. Provide electronic non-dimming ballast.


Lamps: (2) F32T8/TL835/PLUS/ALTO


Manufacturer: Lightway #CWAC-11-A-2F32-FL-SW-WSA-01


 


Dimensions: Length:  51”
Width:  15”
Height:  3” 


Type J2 


Description:  Similar to Type J1 except for size and lamp quantity.


Lamps: (4) F32T8/TL835/PLUS/ALTO


Manufacturer: Lightway #CWAC-17-A-4F32-FL-SW-WSA-01


 


    Dimensions: Length:  8’-0”
Width:  3-1/2”
Height:  3-1/2” 


Type J3 


Description:  Linear surface ceiling luminaire with extruded aluminum continuous housing and opal


white bottom diffuser. Provide electronic dimming ballasts. Fixture housing shall be


matte white.


Lamps: (4) F28T5/835/ ALTO


Manufacturer: A lera #M-8-STG-2DTS-SM-OA-EDU-MW


 


Dimensions: Length:  12’
Width:  3-1/2”
Height:  5” 


Type J4 


Description:  Similar to Type J3 except 12’-0” long.


Lamps: (6) F28T5/835/ ALTO


Manufacturer: A lera #M-12-STG-2DTS-SM-OA-EDU-MW


 


      Dimensions: Height:  9-1/2” 
Width:  10”    Depth:  4” 


Type W1   


Description:  Decorative surface mounted wall light with white smooth acrylic diffuser and antique


brass trim finish. Provide electronic non-dimming ballast.


Lamps:  (2) PL-C26W/835/4P/ALTO


Manufacturer: Lightway #BERW-10-A-2Q26-3-M16-WSA-01
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 Dimensions: Height:
6”
Length:
27”    Depth:  4-1/2” 


Type W2   


Description:  Decorative surface mounted wall lights with white smooth acrylic diffuser and gloss


white housing finish. Provide electronic non-dimming ballast. UL listed for damp


locations.


Lamps: (1) F17T8/TL835/PLUS/ALTO


Manufacturer: Lightway #VLCV-24-A-1F17-W2-WAS-01


     


 


      Dimensions:
Length = 13”    Height = 9”    Projection = 1 7/8” 


Type: X1


Description: Wall mounted thermoplastic exit sign with red letters and white housing. Fixture shall


include LED lamps. Provide directional arrows as indicated on the drawings.


Lamps: By Manufacturer


Manufacturer:  Dual Lite # LX-U-R-W-E


 


Dimensions:
Length = 13”    Height = 9”    Projection = 1 7/8” 


Type: X2


Description: Similar to Type X1 except ceiling mounted.


Lamps: By Manufacturer


Manufacturer:  Dual Lite # LX-U-R-W-E
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