
existing dining room NO CHANGErenovated kitchen area

12_13_17

40 Bowdoin Street

Structural details

3/4"=1'-0"

NEW Simpson U210 R joist hangers

shimmed tight (kitchen area)   hangers

 to be added east and west sides of (E) 6x10

  item 1 (see S-1.0)
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(E) 2x10 (1 3/4x 9 1/2) 16" o.c.

exist cedar shingles

exist 1/2" strapping

exist rain screen

exist 5/8" ext grade ply siding

exist. cellulose insul: REPLACE WHERE VOIDS DISCOVERED

vapor barrier; rip stop: REPAIR AS NEEDED

drywall: REPAIR AS NEEDED

batt insul: REPLACE AS NEEDED

existing concrete/rubble wall 
approx 2'-0" wide 
existing cement poridge interior
face

existing grade

1.  B/B revised EAST exterior section at kitchen/basement

1/2" ply and PEX radiant ®oor system 

3/4" CDX plywd ®oor decking

NEW 3/8" porcelain tile

Tile underlayment systems by DITRA 

(E) 2x10 (1 3/4x 9 1/2) 16" o.c.
v.i.f.

standard base plate
anchored to P/L 3/4" with 2- 0.177
diam PAF at remote corners

exist. partition

exist sub and ¯nish ®oor

exist blocking

NEW 3 1/2" lally col

location key

2. Section at kitchen/basement Lally Col

NEW Simpson U210 R joist hanger 
shimmed tight in kitchen area; both 
ends of joists see  S1.0

S-1.3

SECTION DETAILS

option: new 1 x p.t. ®oor leveling

sisters atach to (E) ®oor joists

existing masonry sill 
rehabilitatd 1996

(E) 6 x10 sill
v.i.f.

(E) 6x10 BM

STD cap plate fastened
to (E) BM as per manuf.

3/4" hot dipped galv stl.
(P/L 3/4" thick by 21" square)

3/4" stl plate to be anchored to existing slab
with 4- 1/2" diam x3" embedment HILTI HIT-HY
Adhesive Anchors in 9/16" diam holes 1  1/2" from
steel plate edges at each corner (typ)(E) 4" thick min concrete slab (v.i.f.)

ITEM 3ITEM 1 ITEM 2 

SEE Section
 A_A support
walls S-1.0
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