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PERMIT 7.25.16


THIS DRAWING IS AN INSTRUMENT OF SERVICE AND SHALL REMAIN THE PROPERTY OF WHIPPLE CALLENDER ARCHITECTS.

IT SHALL NOT BE USED FOR ANY OTHER PURPOSE THAT FOR WHICH IT IS SPECIFICALLY FURNISHED
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ARCHITECTS


P 207.775.2696


136  PLEASANT AVE.


PORTLAND, ME 04103


www.whipplecallender.com


F 207.775.3631
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EXISTING BATH PARTITIONS TO

REMAIN


REMOVE EXISTING MECHANICAL

ENCLOSURE


EXISTING FIRE ALARM SYSTEM PANEL

RELOCATED


REMOVE EXISTING MECHANICAL

ENCLOSURE


EXISTING ELECTRICAL PANEL RE-
LOCATED


EXISTING MAIN SERVICE/ ELECTRICAL

PANEL


PROPOSED RE-LOCATED SECURITY /

FIRE ALARM PANEL LOCATION


EXISTING STAIR TO WAREHOUSE TO

REMAIN


REMOVE EXISTING DOOR AND INFILL

WALL TO MATCH


REMOVE EXISTING

WALL FINISHES &

FRAMING


ENLARGE EXISTING DOOR

OPENINGS TO ACCOMMODATE A

36"  ADA COMPLIANT DOOR


REMOVE EXISTING

GLASS BLOCK 

EXISTING SPRINKLER SERVICE

LOCATION TO REMAIN


IMPROVE FRAMING OF EXISTING

WALL AND CREATE 1 HR. RATED

PARTITION- SEE 7/ A3.1


REMOVE EXISTING

WALL FINISHES &

FRAMING


REMOVE EXISTING NON-
STRUCTURAL CMU

WALL


REMOVE EXISTING NON-
STRUCTURAL CMU

WALL


REMOVE EXISTING

GLASS BLOCK 

COMPLETELY REMOVE EXISTING

BATHROOM 

EMERGENCY LIGHT

ONLY- NO EXIT SIGN


REMOVE EXISTING DOOR AND INFILL

WALL TO MATCH


EXISTING


BATHROOM
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EXISTING


BATHROOM


EXISTING STORAGE


SPACE NOT IN SCOPE-

APPROX. 11,000 S.F.
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DEMO & REMOVAL NOTES:


1. THE DEMOLITION PLAN IDENTIFIES THE GENERAL SCOPE OF

WORK FOR DEMOLITION. UN-LISTED ITEMS MAY BE ENCOUNTERED

& SHALL BE REMOVED WHERE THEY INHIBIT NEW WORK. REMOVE

ASSOCIATED HARDWARE AND ANCHORS NOT REQUIRED FOR NEW

WORK OR EXISTING TO REMAIN AS REQUIRED.


2. VERIFY STRUCTURAL CONDITIONS PRIOR TO INTERIOR WALL

REMOVALS. SHORE/ SUPPORT STRUCTURAL CONDITIONS AT ROOF

TRUSS AND WALLS WHERE REQUIRED FOR SAFE OPERATIONS


3. DURING DEMOLITION, PROTECT EXPOSED BUILDING PARTS WITH

TARPS OR OTHER MEANS AS REQUIRED.


5. THE OFFICE/ SHOWROOM AREA WILL BE UN-OCCUPIED DURING

CONSTRUCTION. THE OWNER SHALL REMOVE ALL FURNISHINGS

FROM THE WORK AREA PRIOR TO THE START OF DEMOLITION. THE

WAREHOUSE WILL REMAIN IN OPERATION DURING THE PROJECT,

CONSTRUCT BARRIERS TO PROTECT WAREHOUSE FROM DEMO

AND CONSTRUCTION OPERATIONS.


CUTTING AND PATCHING NOTES


1. WHERE EXISTING AND NEW FINISHES MEET, THE JOINT SHALL BE

SQUARE, SURFACES ALIGN AND FINISH MATCH.


2. PATCH AND LEVEL EXISTING CONCRETE SLAB AREAS TO

RECEIVE NEW FINISHES.


6. REMOVE DISCARDED/ REMOVED ELEMENTS FROM CONCEALED

SPACES PRIOR TO INSTALLING NEW WORK


7. CUT AREAS OF SLAB REMOVAL SQUARELY AND NEATLY


8. THE GENERAL CONTRACTOR SHALL SALVAGE EQUIPMENT/

FIXTURES AS DIRECTED.


9. THE OWNER WILL SALVAGE EQUIPMENT FOR RE-USE PRIOR TO

BEGINNING OF CONTRACTOR DEMOLITION.


10. SORT ALL CONSTRUCTION WASTE.


12. REMOVE ALL EXISTING EXTERIOR WINDOWS AND PREPARE

JAMB, SILL & HEAD CONDITIONS FOR P.T. WINDOW BLOCKING.

CONTRACTOR TO VERIFY ALL R.O.'S PRIOR TO ORDERING

WINDOWS.


11. ASBESTOS REMOVAL TO BE COMPLETE PRIOR TO GC STARTING

WORK.


13. NO SMOKING WILL BE ALLOWED ON SITE


SCALE: 1/4"   =    1'-0"


1
 DEMOLITION PLAN 
D1.1


See attached letter from Joe Delaney

10/31/16
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