REMOVE SIGN, PATCH HOLES WITH MORTARK

REPOINT BROKEN MASONRY AS REQUIRED\

///

Westfield Building

EXISTING OVERHEAD DOORS:

o ALL DOORS: CLEAN, LUBRICATE & CONFIRM SMOOTH OPERATION

o ALL DOORS: REPLACE AND/OR INSTALL WEATHERSTRIPPING AS
REQUIRED. REPAINT AS REQUIRED BY LEASE EXHIBITS B.

o DOORS 1 & 2: ADD NEW INSULATED VISION PANELS TO MATCH 3,
4, 5.

* DOORS 3,4,5: REPAIR VISION PANELS AS REQUIRED

e DOOR 6: SPECIAL WOOD DOOR. REPLACE MISSING WOOD & GLASS
PANELS TO MATCH EXISTING. CLEAN, PRIME, CAULK & PAINT WHITE
INSIDE & OUT

o+ DOOR 7, 9 &10: TO BE REMOVED BY TENANT & REPLACED IN THE
FUTURE

REMOVE CAT 5 AND PATCH HOLES

SCRAPE, PRIME & PAINT EXISTING DOOR JAMB GUARDS (TYP.)

CLEAN, PRIME & PAINT

ALARM BELL & PANEL —

® ®

1 EAST ELEVATION

A2.0 SCALE:1/8” = 1’-0"

INSTALL NEW INSULATED GLASS
PANELS TO MATCH EXISTING

SCRAPE, PRIME & PAINT EXISTING WOOD TRIM
EXISTING KNOX BOX TO BE RELOCATED

REMOVE METER BASE & WEATHER
HEAD, PATCH HOLES WITH MORTAR—\
\

\

rCLEAN UP & WEATHERTIGHT (2) WALL VENTS7
|
]
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******* BOX LOCATION
NEW DOOR AND FRAME IN PATCH HOLES WITH MORTAR J REPOINT BROKEN

EXISTING MASONRY OPENING

NEW 4" CLEAR ANODIZED ALUMINUM STOREFRONT WITH
INSULATED TEMPERED GLASS TO FIT EXISTING £11'W X 7'H

—PATCH (2) HOLES WITH MORTAR
EXISTING GATE TO BE REMOVED.
PATCH HOLES WITH MORTAR

2\ SOUTH ELEVATION

A2.0" SCALE:1/8” = 1’-0”

SYSTEM, ANODIZED BROWN FINISH

MASONRY OPENING. VERIFY OPENING DIMENSIONS IN FIELD

NEW FULL HEIGHT INSULATED STOREFRONT

/—SEAL OPENING @ CONDUIT

MASONRY AS REQUIRED

GENERAL NOTES:
1. ALL EXISTING WINDOWS TO REMAIN U.0.N. REPLACE MISSING &

BROKEN PANES FOR WEATHERTIGHT WINDOW SYSTEM.

REMOVE SIGN, FILL HOLES W/ MORTAR
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2. SCRAPE, PRIME & PAINT ALL EXISTING OVERHEAD STEEL DOOR
JAMB GUARDS.

| _—REPAIR EXISTING GLASS TOP 3 ROWS

| _—REPLACE EXISTING GLASS PANELS
THIS ROW
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INSTALL TWO NEW VISION PANELS TO MATCH EXISTING

REMOVE WALL BOX, FILL HOLES W/ MORTAR/ ADD (1) NEW VISION PANEL
TO DOORS #9 & #10

/7CLEAN, PRIME & PAINT VENT
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REPOINT CRACKED MASONRY—\
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REPAIR MISSING BRICKWORK

SCRAPE, PRIME & PAINT EXISTING DOOR JAMB GUARDS (TYP.

3 WEST ELEVATION
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NEW DOOR AND FRAME IN
EXISTING MASONRY OPENING
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