
R 403.1.5 

Foundation 

anchorage. 

Sill 

plates 

and w alls 

supported directly on 

continuous foundations shall


be 

anchored to the foundation in 

accordance 

w ith 

this 

section.


W ood sole 

plates 

at all 

exterior 

w alls 

on m onolithic slabs, w ood 

sole 

plates 

of braced w all 

panels 

at


building interiors on m onolithic 

slabs and all w ood sill 

plates 

shall be anchored to the foundation w ith


anchor bolts spaced 

a m axim um  of 6 feet 

(1829 

m m ) 

on center. Bolts shall 

be 

at least 

L/rinch 

(L2.7 

m m )


in diam eter 

and shall extend a m inim um  of 7 inches 

(L78 

m m ) into 

concrete or 

grouted 

cells of concrete


m asonry 

units. A nut and w asher 

shall 

be tightened on 

each anchor bolt. 

There 

shall be a m inim um  of


tw o bolts 

per plate 

section w ith 

one bolt located 

not 

m ore than 12 inches 

(305 

m m ) 

or 

less 

than seven


bolt diam eters from  each end of 

the 

plate 

section. lnterior 

bearing w all sole 

plates 

on m onolithic 

slab


foundation 

that are 

not 

part 

of a 

braced 

w all 

ponelshall 

be 

positively 

anchored w ith 

opproved fasteners.


Sill 

plates 

and 

sole 

plates 

shall be 

protected 

against 

decay and term ites w here required 

by 

Sections 

R 31.7


and R 318. C old-form ed 

steel fram ing 

system s shall be fastened 

to w ood sill 

plates 

or anchored directly


to 

the 

foundation 

as required in 

$SS!|q.n-85Q 5.3J 

or R 603.3.1.
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