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SEC TIO N  

R 4O 5 FO TJN D ATIO N  D R AIN AG E


R 405.1 C oncrete or 

m asonry foundations. D rains 

shall be 

provided 

around all concrete or


m asoffy foundations that retain earth and enclose habitable or usable spaces located 

below 


grade. 

D rainage tiles, 

gravel 

or crushed stone 

drains, 

perforated pipe 

or other approved system s


or m aterials shall be installed 

at or below  the area to be 

protected 

and shall discharge 

by 

gravity


or 

m echanical 

m eans 

into 

an approved drainage system . 

G ravel or crushed stone drains shall


extend at least I foot 

(305 

m m ) 

beyond the outside edge of the footing 

and 

6 inches 

(152 

m m )


above the top of the footing and be covered w ith 

an 

approved filter 

m em brane m aterial. The 

top


of open 

joints 

of drain tiles 

shall be 

protected 

w ith strips of building 

paper, 

and the drainage tiles


or 

perforated pipe 

shall be 

placed 

on a m inim um  of 2 inches 

(51 

m m ) 

of 

w ashed 

gravel 

or


crushed rock at least one 

sieve size 

larger than 

the tilejoint opening or 

perforation 

and 

covered


w ith 

not less 

than 6 

inches 

(152 

m m ) of the sam e m aterial.
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