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Existing Wall and Floor
System to Remain

Provide Closed Cell Foam. R-30 Min.
Typ. at exterior Floor Perimeter of Each

/ Unit within Existing Floor System. Return
- | -] Horiz. to Connect to New Wall Insul.
New Casement window Shall Meet
Egress Regmt's. Window Brand shall
match new Windows. Verify egress
window size requirements with existing
width at existing opening.
Sill height shall not exceed 42"

above finished floor. G.C. to Submit
egress info. & U-value to Bldg. Depart.

Cut-Down Existing Foundation Wall

L as Req'd by New Egress Window.
J / / Typ. of 2 Per Unit
r Existing Grade

&

Provide new P.T. 4 X 4 Window Well
Structure in Dimensions as shown.
Provide 8" Crushed Stone Base Below
I 4x4's and in Bottom of Window Well on

|
P
2-9"
4

T o . . Geotextile filter fabric. Install

3-0 +/f Verify W/ Egress Window Conftinuous ice and Water Shield on
5 to Provide Proper Clearances Grade Side of Well.
= Typ. of 2- per Unit

AN 8" Crushed Stone Base Below 4x4's and
I>—in Bottom of Window Well on
Geotextile filter fabric.

3-4" Max.

Y t—————__ Provide Closed Cell Foam. R-10 Min.

Typ. at exterior walls of Each Unit

3-6" +/- Verify w/ Window Blocking
44" Max. to Finish Floor

NEW WINDOW WELL DETAIL
SCALE: 3/4" = 10 e e

New Window

Well Detail 186-188 Dartmouth Street SPOT Architecture
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