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CARRIAGE DOORS TO BE REMOVED AND


SALVAGED. CONTRACTOR TO COORDINATE


WITH OWNER FOR SALVAGE/RESALE


CHIP AWAY CRACKS


IN  EXISTING SLAB TO


PREP FOR NEW SLAB,


SEE PROPOSED
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EXISTING STAIRS TO REMAIN


EXISTING 6"x4" WOOD


COLUMN TO REMAIN


NO DEMOLITION SCOPE PROPOSED


AT 2ND FLOOR


DEMO SYMBOL LEGEND:


EXISTING WALL TO REMAIN


WALL TO BE DEMOLISHED


FIXTURE/OBJECT TO BE


DEMOLISHED 

DOOR TO BE DEMOLISHED


ROOM/AREA TO BE GUTTED, SEE


ADDITIONAL NOTES 

PROPOSED PLAN SYMBOL LEGEND:


SHEET NUMBER


SHEET NUMBER


SHEET NUMBER


SHEET NUMBER


EXISTING WALL TO REMAIN


NEW INSULATED EXTERIOR WALL


SEE SECTIONS FOR MORE INFORMATION


NEW INTERIOR WALL


SEE WALL TYPES FOR MORE INFORMATION


NOT IN SCOPE


WINDOW


ETR= EXISTING TO REMAIN


DOOR


ETR = EXISTING TO REMAIN


APPLIANCE/EQUIPMENT


See Schedule A-0.2
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DEMO GENERAL NOTES:


1. Contractor is responsible for temporary shoring with


demolition of load bearing walls


2. Any material suspected of containing hazardous material


should not be disturbed until proper inspections and


remediation can be preformed.


3. Contractor to coordinate with Owner for all items to be


saved/salvaged or reused in new scope of work.


PROPOSED PLAN GENERAL NOTES:


1.  All dimensions are from face of stud to face of stud (or from


structural core to structural core) unless noted otherwise.


Do not scale drawings, contact Architect for clarifications


as needed.
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