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1. SDWS screw spacing values are equivalent to 2009 IRC
Table R502.2.2.1. and 2012 IRC Table R507.2. The table
above also provides SDWS screw spacing for a wider range
of materials commonly used for rimboards, and an alternate
loading condition as required by some jurisdictions.

2. Solid-sawn rimboards shall be Spruce-Pine-Fir, Hem-Fir,
Douglas Fir-Larch, or Southern Pine species. Ledger shall be
Hem-Fir, Douglas Fir-Larch, or Southern Pine species.

3. Fastener spacings are based on the lesser of single fastener
ICC-ES AC233 testing of the Strong-Drive® SDWS screw with
a safety factor of 5.0 or ICC-ES AC13 ledger assembly testing
with a safety factor of 3.0. Spacing includes NDS wet service
factor adjustment.

Wood structural
panel sheathing
2" max. thickness
fastened per code

Band joist
per Table

«.| Exterior cladding
and fiashing not
shown for clarity

SDWH wood screws
stagger vertically
space in accordance
with Table

Ledger-to-Rim Board Assembly
(Wood-framed lower floor acceptable,
concrete wall shown for illustration purposes)

4, Mulﬁpl.eklédéer plies shall be fastened together p.e‘r éodé
independent of the SDWS screws.

5. Screws shall be placed at least 11" from the top or bottom
of the ledger or rimboard, 8" from the end of the ledger with
3" between rows and spaced per the table, End screws shall
be located near the bottom of the ledger (see figure). For end
distances between 2" and 6", use 50% of the load and 50%
of the table spacing between the end screw and the adjacent
screw. For end distances between 2" and 4", pre-drill using a

Yo" drill bit.
6. Structural sheathing between the ledger and band shall be
maximum of %" thick and fastened per code.
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with joist attachment

Ledger fastener spacing may be
offset up to 3" to avoid interference

12" minimum from
Jj top of ledger and band joist

1%2" minimum from

[
2" nominal deck I
ledger shown 6" from On-center b°§,‘1’f,“ b‘;ﬁ,ﬁ?&:{
(double 2" end of ledger spacing of
ledger similar) SDWH wood
screws

SDWS Screw Spacing Detail
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3" minimum
fow spacing



