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LAUNDRY SINK WASHER/DRYER


WORK SHOP


LAUNDRY
PANTRY 

WORK BENCH


CUT OUT HIGH AREAS AND LOOSE


PIECES OF ENTIRE EXISTING BASEMENT


CONCRETE FLOOR. INSTALL NEW


CONCRETE TOPPER SLAB. INTEGRATE


RADON VENTILATION SYSTEM.


FULL PERIMETER OF BASEMENT WALLS :


ADD 2X4 STUD WALL FLOOR TO CEILING,


PROVIDE 1" GAP BETWEEN FRAMING AND


FACE OF STONE. BOTTOM PLATE TO BE


TREATED LUMBER. ADD OUTLETS IN NEW


WALL AS DESIRED BY OWNER.  SPRAY


FOAM INSULATION FROM FACE OF STONE


WALL TO OUTSIDE FACE OF NEW STUD.  1

2"


MOISTURE RESISTANT GWB, PAINT.  TRIM


OUT WINDOWS TO ACCOMMODATE ADDED


WALL THICKNESS.


PLUMBING FIXTURES TO BE


REINSTALLED IN SIMILAR LOCATION


AFTER INTERIOR WALL AND


INSULATION IS ADDED


EXIST SANITARY


TO REMAIN


EXISTING


MECHANICAL TO


REMAIN


NEW LIGHTING THROUGHOUT


BASEMENT, VERIFY WITH


OWNER


MODIFY DEPTH OF WALL INSULATION TO


ACCOMMODATE EXISTING STAIR WIDTH


REMOVE AND REINSTALL


CABINETRY.


EXISTING STONE


SHELF, INSULATE


AND PROVIDE


WOOD CAP.


APPROXIMATE


LOCATION OF


SERVICES, VERIFY


IN FIELD


SEE STRUCTURAL DRAWINGS FOR


MODIFICATIONS TO STRUCTURE BASED


ON REMOVAL OF WALLS AND ADDED


STRUCTURAL POSTS ON THE FIRST


FLOOR.


REMOVE EXISTING DOOR AND


FRAME


NEW EXTERIOR DOOR AND


FRAME IN NEW INSULATED WALL.


LEVEL OUT CONCRETE FLOOR


BETWEEN OLD AND NEW DOOR
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