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1. SEE DETAIL 2/58 FOR TYPICAL HEADER DETAIL
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LOFT AND LOW ROOF FRAMING PLAN

1/4” = 107

PLAN NOTES:

REFER TO ARCH. FOR TOP OF SUBFLOOR ELEVATION

REFER TO ARCH. FOR TOP OF WALL PLATE ELEVATIONS.

I INDICATES WOOD STUD BEARING WALLS. WALL STUDS SHALL BE SPACED AT 16" o.c. MAX.
REFER TO ARCH. FOR WALL TYPES. EXTERIOR WALLS SHALL BE 2x6 AT 16" oc

EXTERIOR WALLS SHALL BE CONSTRUCTED PER SW-1 U.N.O. REFER TO SHEAR WALL SCHEDULE ON
SHEET 54.0.

5. ALL EXTERIOR WALLS SHALL BE CONSIDERED SHEAR WALLS. WALLS SHALL BE SHEATHED WITH

15/32" APA RATED SHEATHING NAILED w/ 0.131°¢ x 27/2” LONG NAILS AT 4" oc AT ALL PANELS
EDGES AND AT 12" oc AT INTERMEDIATE SUPPORTS.  HORIZONTAL BLOCKING IS REQURIED AT ALL
PANEL EDGES, U.N.O.

6. CONSTRUCT SHEAR WALL INDICATED AS FOLLOWS: 15/32" APA STRUCTURAL | RATED SHEATHING
NAILED WITH 0.128°¢ x 3" LONG NAILS AT 3" oc AT PANEL EDGES AND 12" oc AT INTERMEDIATE
SUPPORTS.  PROVIDE BLOCKING AND NAILING AT ALL HORIZONTAL PANEL JOINTS. SHEATHE INSIDE
FACE OF WALL w/ 1/2" GYPSUM SHEATHING SCREWED AT 6" oc AT ALL PANEL EDGES AND AT 12”
oc AT INTERMEDIATE SUPPORTS. ALL HORIZONTAL JOINTS SHALL BE BLOCKED AND SCREWED.
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