Dimensicns Vitodens 100-V
Freparing the Connections rcontinveo)

. F 1 @ Reviewed for Code Compliance
BDimensicns overview without boftom piping connections Inspections Division

Approved with Conditions
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Front view

Top view
Connections Vitodens 100-W, WEB1B 28, 35

Legend When preparing gas, water and electrical
Contiections L Eﬁiﬂ,n’erirforls in r:f’?e freld, se:::: sem‘.'o'n entitled
@ Condensate drain, plastic hose @ 0.87" (22 mm z Wail Mounting” on page 15 of this manual for

n — -« infermation regarding the installalion of the wall
@ Boiler water supply, NPT %" {male thread} A > = = .

) s mounting brackei.
© Gas connection, NPT %" (male thread)
@ Boiler water return, NPT 3% (male thread)

@ Combustl_on a!r openfng ior doub-le pipe sysiem fi‘;l‘k?GETANT e

® Comkustion air cpening for coaxial system X

Dimensions The maximum ambient temperaiure must not exceed
14" {355 mm) 104° F (40° C).

15%" (400 mm)
25" (68 mm)
28% " {725 mmy)
47fs" {123 mm)
§%"” {158 mm)}
14%" (360 mm)
57 {125 mm)
G7/z" (250 mm)
17" (21 mm)
m 77/s" (200 mm)
n  3%" (80 mm}

waler conneclions and gas connection 1o be
ne field. See connection-speciiic section for
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section entitled “Power supply connection”
regarding power supply to the Vitodens
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