
2
WALL SECTION AT STEM WALL

Scale: 3/4" = 1 '-0"


NOTE: SEE SECTION 1/A4.001 FOR

FOUNDATION AND ASSEMBLY

INFORMATION NOT SHOWN


INSTALL CLOSED CELL SPRAY FOAM

INSULATION IN FLOOR/CEILING

ASSEMBLY CAVITIES AT KNEE WALLS
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EXISTING STUD WALL ASSEMBLY, STRIP

INTERIOR FINISHES, INSTALL CLOSED CELL

SPRAY FOAM INSULATION IN CAVITIES,


INSTALL NEW
1
2" DRYWALL INTERIOR FINISH


EXTERIOR WALL ABOVE STEM WALL AT

LOWER LEVEL: 2x6 @ 16"o.c. W/

CLOSED CELL SPRAY FOAM

INSULATION IN CAVITIES; POLY. VAPOR


BARRIER, 2x4 PARTITION WALL,
1
2"


DRYWALL TO INTERIOR;
1
2" PLYWOOD

SHEATHING, HOUSEWRAP, #2 CEDAR

SHINGLES TO EXTERIOR


STEM WALL AT LOWER LEVEL: 8"

CONCRETE STEM WALL (HEIGHT

VARIES, SEE FOUNDATION PLAN) +

2x4 @ 16"o.c. W/ CLOSED CELL

SPRAY FOAM INSULATION IN


CAVITIES; POLY. VAPOR BARRIER,
1

2"


DRYWALL TO INTERIOR
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LOWEST GRADE AT

WALL CONDITION
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APPROX. ELEV.= 49'-1 1/2"

NEW MAIN LEVEL SUBFLOOR


APPROX. ELEV.= 57'-2 1/2"

NEW UPPER LEVEL SUBFLOOR


APPROX. ELEV.= 40'-2 1/4"

NEW LOWER LEVEL SLAB
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1
STAIR AND LOW STEM WALL SECTION

Scale: 3/4" = 1 '-0"


EXISTING STUD WALL ASSEMBLY, STRIP

INTERIOR FINISHES, INSTALL CLOSED CELL

SPRAY FOAM INSULATION IN CAVITIES,


INSTALL NEW
1
2" DRYWALL INTERIOR FINISH


EXISTING FLOOR ASSEMBLY, NEW

FRAMING MEMBERS AS INDICATED

ON STRUCTURAL DRAWINGS, INSTALL

NEW HYDRONIC RADIANT HEAT

SUBFLOOR, FINISH FLOOR AS

INDICATED ON PLAN NOTES
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EXISTING ROOF ASSEMBLY,

INSTALL CLOSED CELL SPRAY

FOAM INSULATION IN CAVITIES


EXISTING FLOOR/CEILING ASSEMBLY, NEW

FRAMING MEMBERS AS INDICATED ON

STRUCTURAL DRAWINGS, NEW FLOOR

AND CEILING FINISHES TO BE SELECTED


NEW CEILING FINISH

AS BUDGET ALLOWS


SOFFIT AT EXISTING STAIR FROM

MAIN LEVEL TO UPPER LEVEL


1
1
2" HANDRAIL AT OPEN

PORTION OF STAIR


1
1
4" BALUSTERS

AT 5"o.c.
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LINE OF MINIMUM

REQUIRED HEADROOM
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7'-10
1
4"


10'-10"


SLAB ON GRADE: 4" CONCRETE SLAB WITH TUBING

FOR UNENERGIZED HYDRONIC RADIANT HEAT

SYSTEM; POLY VAPOR BARRIER (LAP OVER SILL

PLATE), 2" XPS BOARD INSULATION, RADON VENT

MAT, 4" MIN. CRUSHED STONE TO EXTERIOR


SLAB R-VALUE = 10


TYP. FOUNDATION WALL: 8" CONCRETE WALL W/ #4 @ 24"o.c.

VERTICAL, CENTERED IN WALL; (2) #4 TOP AND BOTTOM AND

24"o.c. MAX. HORIZONTAL; (2) COATS BITUMINOUS DAMP

PROOFING MEMBRANE ON WALLS BELOW GRADE


4" INTERIOR DRAIN

TO DAYLIGHT


4" EXTERIOR DRAIN

TO DAYLIGHT
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TYP. FOOTING: SCRAPE LEDGE CLEAN OF ORGANICS AND

CHIP AWAY LOOSE MATERIAL.  CONCRETE FOOTING W/ 2) #4

CONTINUOUS, PIN TO LEDGE W/#4 @ 24"o.c. W/ 8"

EMBEDMENT W/ SIMPSON 'AT' EPOXY


ALT. FOOTING:  FULL FROST WALL W/ 24" WIDE, 10" THICK STRIP

FOOTING W/ (3) #4 CONTINUOUS, B.O. FOOTING TO BE 48"

MIN. BELOW GRADE


NOTE: DO NOT BACKFILL

UNTIL CONCRETE

REACHES 7-DAY STRENGTH


EXTERIOR WALL ABOVE STEM WALL AT LOWER LEVEL: 2x6 @

16"o.c. W/ CLOSED CELL SPRAY FOAM INSULATION IN CAVITIES;


POLY. VAPOR BARRIER, 2x4 PARTITION WALL,
1
2" DRYWALL TO


INTERIOR;
1
2" PLYWOOD SHEATHING, HOUSEWRAP, #2 CEDAR

SHINGLES TO EXTERIOR
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BOLTS @ 48"o.c., MIN. 12" FROM SILL PLATE

JOINTS, MIN. (2) PER WALL SECTION


4
STUD WALL SECTION AT SOUTH WALL

Scale: 3/4" = 1 '-0"


TYP. EXTERIOR WALL AT

LOWER LEVEL: 2x6 @ 16"o.c.

W/ CLOSED CELL SPRAY

FOAM INSULATION IN

CAVITIES; POLY. VAPOR


BARRIER,
1
2" DRYWALL TO


INTERIOR;
1
2" PLYWOOD

SHEATHING, HOUSEWRAP,

#2 CEDAR SHINGLES TO

EXTERIOR
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LOWEST GRADE AT

WALL CONDITION


NOTE: SEE SECTION

1/A4.001 FOR FOUNDATION

AND ASSEMBLY

INFORMATION NOT SHOWN
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1" OF RIGID INSULATION
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STUD WALL SECTION

Scale: 3/4" = 1 '-0"


TYP. EXTERIOR WALL AT

LOWER LEVEL: 2x6 @

16"o.c. W/ CLOSED CELL

SPRAY FOAM INSULATION

IN CAVITIES; POLY. VAPOR


BARRIER,
1
2" DRYWALL TO


INTERIOR;
1
2" PLYWOOD

SHEATHING, HOUSEWRAP,

#2 CEDAR SHINGLES TO

EXTERIOR
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LOWEST GRADE AT

WALL CONDITION


NOTE: SEE SECTION

1/A4.001 FOR FOUNDATION

AND ASSEMBLY

INFORMATION NOT SHOWN
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