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NOTES:

~ 1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING "DIG SAFE" AND LOCAL

UTILITY COMPANIES AT LEAST THREE (3) BUSINESS DAYS, BUT NOT MORE THAN 30
CALENDAR DAYS, PRIOR TO THE COMMENCEMENT OF ANY EXCAVATION, IN
ACCORDANCE WITH MAINE STATE LAW. "DIG SAFE" TELEPHONE NUMBER IS
1-888-344-7233.

2. ALL DIMENSIONS, LOCATIONS AND CONTROLS SHALL BE VERIFIED IN THE FIELD BY
THE CONTRACTOR PRIOR TO ANY CONSTRUCTION ACTIVITIES. ANY
DISCREPANCIES SHALL BE REPORTED IMMEDIATELY TO THE OWNER'S
REPRESENTATIVE.

3. THE CONTRACTOR SHALL INSTALL ALL EROSION AND SEDIMENTATION CONTROL
MEASURES PRIOR TO CONSTRUCTION. ALL EROSION CONTROL MEASURES SHALL
BE INSTALLED IN ACCORDANCE WITH THE DRAWINGS, SPECIFICATIONS

4, THE CONTRACTOR SHALL COMPLY WITH THE MAINE EROSION AND SEDIMENT
CONTROL BMPS MANUAL AS PUBLISHED BY THE MAINE DEPARTMENT OF
ENVIRONMENTAL PROTECTION'S BUREAU OF LAND AND WATER QUALITY, MARCH
2003 OR LATEST EDITION.
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Landscape Architects, Inc.

18 Pleasant Street, Portland, Maine 04101
ph: 1.207.871.0003
fax: 1.207.871.1419



