Existing ©6x8 beam

Plywood /nailing: See shearwall elevation E

Stud wall
PT sill plate
2” anchor @4'—0" o.c.. 6” embed

2" XPS wing

lcal insulation at west edge of
slab. 4’ x4’ at corners.
Extends top top of face of
slab. Wraps north and south
for frost protected foundation.
Insulation to be covered with
burial rated plywood. Insulation

at least 10" below grade.

and vertile

15 mil vapor barrier below
slab, integrated with

continuous dair barrier

(2) #3 horizontal rebar running length
of strip footing

Shallow Strip Footing G
scale 5 =1

ex'st'ng>

grade

Frost—Protected Slab Edge

___________

________________________________

3”7 hoop return

scale 3 =1

G)

DSOS

#3 @ 127 o.c. hoop

stone

Simpson BCGR post
cap at ea post

ABU 66 post base.
Post layout, see plan

3”7 hoop return

#3 @ 127 o.c. hoop
3)#3 bars top and bottom
(3)# p

4” sub slab XPS insulation
(R=20) with 15 mil VB
above insulation. VB

Thickened Slab

integrated with continuous ‘
air barrier.

'|77

scale 5 =1’

i

New LVLs sistered

to exsisting bea

per specs on SJ

m

grades ‘

LNGW 2x12

Undisturbed existing

sub—qgrade

D

Interior Foundation Wall

Beam

5/8" diam. anchor @
4’'—0" o.c. 67 embedment

(2) #3 @16” horiz
43 @18" o.c.

#3 @167 o.c. vert
ea. face

12”7 hook typ.

Peaks Island, ME 04108

207—-653—-1392
heather@tjwhome.com

Ten Pin LLC

9 Adams St

(2)#3 bars top and bottom

3" compacted, crushed

Undisturbed sub—grade

5—20—-2017 HT

NOTES

DATE
REVISED

ME

'sland Ave.
Peaks Island,

PROJECT

2

OF

1

) )
scale 5 =1

G, H,

s,

€ OF 44,7
fcf =

5 JANDREWM. % %=
JACKSON
No. 13082 ¥

Details:
and J



AutoCAD SHX Text: Shallow Strip Footing
AutoCAD SHX Text: Existing 6x8 beam
AutoCAD SHX Text: Plywood/nailing: See shearwall elevation E
AutoCAD SHX Text: PT sill plate
AutoCAD SHX Text: Stud wall
AutoCAD SHX Text: 58" anchor @4'-0" o.c.. 6" embed
AutoCAD SHX Text: (2)	#3 horizontal rebar running length #3 horizontal rebar running length of strip footing
AutoCAD SHX Text: Grade
AutoCAD SHX Text: G
AutoCAD SHX Text: scale  "=1'12"=1'
AutoCAD SHX Text: 2' XPS wing  and vertile lcal insulation at west edge of slab. 4' x4' at corners. Extends top top of face of slab. Wraps north and south for frost protected foundation. Insulation to be covered with burial rated plywood. Insulation at least 10" below grade.
AutoCAD SHX Text: 3" hoop return
AutoCAD SHX Text: #3 @ 12" o.c. hoop (2)#3 bars top and bottom
AutoCAD SHX Text: 3" compacted, crushed stone
AutoCAD SHX Text: Undisturbed sub-grade
AutoCAD SHX Text: 15 mil vapor barrier below slab, integrated with continuous air barrier
AutoCAD SHX Text: Frost-Protected Slab Edge
AutoCAD SHX Text: H
AutoCAD SHX Text: scale  "=1'12"=1'
AutoCAD SHX Text: existing grade
AutoCAD SHX Text: 4" sub slab XPS insulation (R-20) with 15 mil VB above insulation.  VB integrated with continuous air barrier.
AutoCAD SHX Text: #3 @ 12" o.c. hoop (3)#3 bars top and bottom
AutoCAD SHX Text: 3" hoop return
AutoCAD SHX Text: ABU 66 post base. Post layout, see plan
AutoCAD SHX Text: Simpson BCGR post cap at ea post
AutoCAD SHX Text: I
AutoCAD SHX Text: Thickened Slab
AutoCAD SHX Text: scale  "=1'12"=1'
AutoCAD SHX Text: New 2x12 Beam
AutoCAD SHX Text: J
AutoCAD SHX Text: Interior Foundation Wall
AutoCAD SHX Text: 5/8" diam. anchor @ 4'-0" o.c. 6" embedment
AutoCAD SHX Text: #3 @16" o.c. vert ea. face
AutoCAD SHX Text: (2) #3 @16" horiz
AutoCAD SHX Text: 12" hook typ.
AutoCAD SHX Text: #3 @18" o.c.
AutoCAD SHX Text: Undisturbed existing  sub-grade
AutoCAD SHX Text: existing grade
AutoCAD SHX Text: scale  "=1'12"=1'
AutoCAD SHX Text: New 2x12 Beam
AutoCAD SHX Text: New LVLs sistered to exsisting beam per specs on S3
AutoCAD SHX Text: Ten Pin LLC 9 Adams St Peaks Island, ME 04108 207-653-1392 heather@tjwhome.com
AutoCAD SHX Text: DATE
AutoCAD SHX Text: PROJECT
AutoCAD SHX Text: 3-20-2017 HT
AutoCAD SHX Text: NOTES
AutoCAD SHX Text: REVISED
AutoCAD SHX Text: 2 Island Ave. . Peaks Island, ME
AutoCAD SHX Text: Details: G, H, I and J
AutoCAD SHX Text: S7
AutoCAD SHX Text: 1/2"=1'

	Sheets and Views
	S7 Details 3


