EX’G BOTTOM CHORD SEGMENT

ADD 7 GRK OR EQUAL

AT EACH HEEL JOINT

@ TRUSS HEEL REINFORCEMENT DETAIL
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FILLER (AS REQ'D) —
DIMENSIONAL SPLICE MEMBER

Date:

04/24/18

Reviewed for Code Compliance
Inspections Division
Approved with Conditions
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MODIFIED ROOF FRAMING AT APT#4:

REPLACE VERTICALS & DIAGONALS.
MATCH SIZE, SPACING, & FASTENER |_

PATTERN. y

~

FOR SUPPLEMENTAL STRUCTURAL
SUPPORT TO EX'G ROOF TRUSSES
AT OFFICE SEE 2/51.1 & 3/81.1
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EX'G 2ND FLOOR STAIR TO
REMAIN

STRUCTURAL NOTES

o FOUNDATION, FLOOR, & ROOF FRAMING PLANS & DETAILS PER APPROVED STRUCTURAL
DRAWINGS OF 03.20.2017.

e TYP @EXTERIOR WALLS, NEW 2x4 WALL BUILT TO INTERIOR OF EXISTING TO PROVIDE DEPTH
FOR INSULATION. SEE 2/A4.1.

e TWO JACKS STUDS AT ALL EXTERIOR HEADER OPENINGS GREATER THAN 3-0".

o INTERIOR HEADERS (2) 2x4, TYP.
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REMOVE EX'G POST & PROVIDE (3)
ST — 1.75x13.25 LVL wi (3) 2x6 POSTS
(3)2¢ x10 EACH END. ENLARGE FOOTINGS TO
BE 30" SQUARE & 12" THICK, WITH
N gl PIERS 8" SQUARE OR ROUND.
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8" THICK 8" THICK
PROVIDE NEW FOOTINGS TO

ACCOMMODATE LOAD FROM NEW
BEAM SUPPORTING ROOF ABOVE.
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@ FIRST FLOOR WALL FRAMING PLAN
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FIRST FLOOR
WALL FRAMING

PLAN
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